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PREFACE. 



In composing a set of notes intended for laboratory use the 
writer has to consider two possible methods of treating the 
subject. One is to describe explicitly the different tests to be 
carried out, giving diagrams of connections, meters to be used 
and readings to be taken, and even giving the form of the log. 
' for keeping the laboratory data. Practically nothing is said 
regarding the theory involved in the test, the reasons for tal 
the various measurements, necessity of holding certain quanti- 
ties constant and allowing others to vary, etc. This method 
of treatment makes the performance of the laboratory work 
h extremely simple for the student as well as for the instructor. 
\ It is probably for this reason that most laboratory texts are 
' written in this style. Such a method of presenting the subject 
to the student, however, necessitates very little thinking on 
his part. The connection of the apparatus and taking of read- 
ings are reduced to a more or less mechanical operation, and even 
the keen student does not get from his laboratory work nearly 
as much material for study as he should. 

The second method of handling the subject matter to be in- 
vestigated by experiment consists in a careful analysis of test 
to be performed, of the different variables involved, their rela- 
tions to one another, errors likely to be introduced, etc. As 
for the actual performance of the test, the student should, in so 
r* far as is feasible, be njlstjfei to 3yc)rlcou£*<oi>uitnself the scheme of 
— connections, meters to %e" used, reia(filig|fe*to''be taken, arrange- 
ment of data on the record die^t, eSbp. " That such a course of 
analysis of the test to be Inatie^^is tJie.j)^oper preparation for the 
student to have before p^rf^)fiOiBfgjlji^l&'6oratory work is evident 
J when it is remembered thai tfie practicing engineer must do just 
^ exactly this before carrying out any commercial test. 

It is, of course, appreciated that the lack of specific directions 

in a laboratory text means more careful preparation by the 

student and also more work for the instructor, but as a labora- 

? tory course should be primarily designed to teach the student 
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IV PREFACE 

methods of analysis, and to emphasize the theory presented in 
lecture courses, rather than to facilitate the perfunctory per-| 
formance of a set of experiments, this method is thought to bel 
the proper one and so is used in the following text. 

In this book, intended for a laboratory manual, it would 
evidently be out of place to try to give a complete mathematicaljj 
analysis of all alternating-current phenomena. The variousj] 
lecture courses, which this laboratory course is supposed to(| 
parallel, will take up the general theory of alternating current^ 
circuits and machinery, so that the author has attempted to give 
here only those elements of the theory which apply directly 
to some phenomenon to be experimentally investigated. 

The analysis of the action of alternating current meters has been 
given more in detail than is given elsewhere; it has seemed to the 
writer that the student should thoroughly appreciate the prin- 
ciples involved in the construction of his measuring apparatus 
and should know the limitations of the instruments; too often he 
simply reads a meter and takes it for granted that the indication 
has a meaning which he understands; with distorted waves, 
various power factors, etc., there are many intricate points 
involved which affect the accuracy of a meter reading and it is 
with the intention of calling some of these points to the student's 
attention (they seldom are even mentioned in the various books 
on A.C. theory) that mathematical discussion is introduced in 
several places and that some experiments are given to illustrate 
the points covered in this discussion. The experiments serve 
also to bring to the student's notice the fact that our alternat- 
ing current standards must generally be referred to the direct 
current standards and the basis on which the comparison is made. 

A method for prfdwbi^ fhe^yfejglilajbjoti of an alternator is 
given, in which all of tfiQjf8Lc1:prgJfnteriiig*into the question are 
logically treated; a matl^epiatiMi^i^dtfesion of armature reaction 
in single and polyphase m^ehkie;^ is ^iven, for two reasons — it is 
not generally given in tt^ ^fif^^^qJofc^JdA^alternating-current theory 
at present used, and the rigid proof is required in the discussion 
of armature reaction and its effect on alternator regulation. 

The experiments described are designed for the use of senior 
students in electrical engineering, and so considerable knowledge 
of the laws of alternating currents is assumed. The sequence 
of the tests is such that the laboratory work will parallel and 
reinforce the lecture courses taken by the student. While the 



PREFACE V 

ist of experiments is doubtless incomplete, it will serve as a log- 
^ibcal course to which other tests may be readily added at the 
^"■discretion of the individual instructor, to suit his special needs 
'^lor equipment. Practically all of the tests given can be read- 
, lily carried put with the equipment of the average laboratory. 
11 In the appendix are given several reproductions from ondograph 
IT oscillograph records which serve to clear up certain involved 
>ints indicated at different parts of the text. These few illustra- 
tions indicate the kind of work for which the curve tracing ap- 
paratus is suited and represent a part of the work done by our 
senior students with the two instruments named. It is the 
writer's opinion that much more of this type of work should be 
incorporated in our laboratory courses. 

I am glad to express my thanks to Mr. F. L. Mason, of 
Columbia University, who has assisted me in the preparation of 

the book. 

J. H. M. 
Columbia UNrvBRSirr, 

Jidyy 1912. 
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EXPERIMENT I. 

WAVE FORMS AND A.C. METERS. 

All ordinary A.C. theory is worked out on the supposition 
that the voltages and currents to be considered are simple sine 
functions of time. It is, therefore, important to see how nearly 
this condition actually obtains. The fundamental connection 
between direct current and alternating current units is founded 
on the fact that the alternating current ampere flowing through 
a given resistance produces heat at the same rate as would the 
direct current ampere through the same resistance. Now the rate 
at which heat is produced in any conductor is given by the 
formula. Heat = PR. 

In a continuous current circuit this heat is generated at a 
uniform rate because / is a constant. In an alternating current 
circuit this is not true because the current varies in magnitude 
with respect to time. Calling the instantaneous value of the alter- 
nating current i, the maximum value Im, we have the equation, 
i = Im sin o)L 

The heat generated by such a variable current can be expressed 
only by an integration, which is 

Heat = I i^Rdt, where R is the resistance of the conductor 

« 

in which the heat is being generated. The ^^ effective " value of 
the alternating current is defined as that constant value of 
current, which, flowing through the same resistance, will pro- 
duce in a time equal to one cycle of the alternating current, the 
same heat as is produced by the varying current throughout one 
cycle. 
Calling such effective value /, we must have 

PRt = / i^Rdt, or when fi is a constant, 

Pt == j i^ dtj the time involved in the integration 

being that necessary for one complete cycle of current values. 

1 



2 ALTERNATING CURRENTS 

This equation defines / in terms of i and evidently gives the 

relation, /* = average i^, or / = Vaverage value of i*. In the 

same way is obtained E = Vmean square of e, where E and e 
are effective and instantaneous values of voltage in the alternat- 
ing current circuits. 

Now an A.C. meter is always calibrated in terms of effective 
values and it is to investigate the validity of the above formulas 
that part of this test is designed. 

Some scheme is necessary for obtaining wave forms of current 
and voltage. Such an instrument as the oscillograph or ondo- 
graph would draw the desired wave forms, but a much more 
accurate method is that known as the " point by point "method. 
This method consists in balancing the instantaneous value of 
alternating E.M.F. against a known continuous E.M.F. The 
apparatus required is a potentiometer driun, telephone receiver 
and a revolving switch on the shaft of the alternator supplying 
the waves to be investigated. The revolving switch is a disc 
of insulating material having imbedded in its periphery a metal 
strip which is connected to the alternator shaft on which the 
disc is mounted. 

In Fig. 1, there is shown only one metal strip in the disc. 
This scheme will give only as many pulses per minute through the 
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Fig. 1. 

telephone as the alternator is turning revolutions per minute. As 
the ear does not detect easily tones of lower than perhaps sixty 
vibrations per second, especially in a laboratory where there are 
many other noises of higher tone, the disc would have to run 
3600 r.p.m. for satisfactory use. But there may be more than 
one strip placed in the disc; in general there should be one strip 
for every 360° (electrical) of the armature. If the alternator 
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WAVE FORMS 3 

has four poles there should be two strips diametrically opposite; 
with an eight-pole machine there should be four strips, 90° 
(mechanical) apart. The disc, shown in Fig. 1, and the descrip- 
tion of its operation, which follows, is supposed to be for a two- 
pole generator. A brush mounted on the alternator frame 
(but insulated from it) makes contact with the metal strip at 
the same time in each revolution of the armature. As the 
E.M.F. of the generator alternates synchronously with the revo- 
lution of the armature, it is evident that such a disc furnishes 
a means of closing a circuit at the same phase of each successive 
E.M.F. or current wave furnished by the alternator. 

The scheme of connections is as given in Fig. 1. A resistance 
H serves to give a variable source of continuous E.M.F., the 
contact F being movable along H. The alternating E.M.F., the 
wave form of which is to be measured, is connected through the 
reversing switch E to the local circuit consisting of the telephone 
receiver C, revolving disc B, and part of the resistance -ff. When 
the metal strip D makes contact with the brush (?, there will be 
acting in this local circuit two E.M.F.'s, the instantaneous value 
of the alternating E.M.F. and the continuous E.M.F. from the 
potentiometer. The sliding contact F may be moved until the 
voltage from the potentiometer just balances the instantaneous 
value of the alternating E.M.F., when no current will flow through 
the local circuit at the closing of the switch B, and so no noise will 
be heard in the telephone. (It may be necessary to reverse switch 
E to bring about the balance. Why?) When a balance is ob- 
tained the D.C. voltmeter A is read and so the instantaneous 
value of the alternating E.M.F. is obtained. By moving the 
brush G through 360 electrical degrees and obtaining successive 
balances at a sufficient number of points, the wave of alternating 
voltage may be plotted through an entire cycle. (A high resist- 
ance R is used to prevent overheating the telephone when the 
local circuit is badly unbalanced.) 

Instead of connecting the local circuit to the blades of switch 
Ej it may be connected to a two-point jack which can be con- 
nected to several receptacles, and balances obtained for several 
different E.M.F. waves for the same setting of the brush G. So 
not only forms, but relative phases of current and E.M.F.'s may 
be obtained. It should be noted that the effective value of any 
alternating RM.F. to be measured must not be greater than 0.707 
of the D.C. voltage across the potentiometer H, Why? 
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l/iwjl* '/f n'/nifi'lii':tiy<: rh"o:-;tat may be used, the resistance of 
ff\,tt\t ]i'. h, \n' nn'iv.nn-A with direct current. Plot the in- 
.:l.iiiliiiii on.: A ''. v;t|ji<?-:, ijsiriji^ time for the abscissae. Square 
iiii )i viilni: ii\iUt.Uit'A ftfi'l const met curve of " squared ordinates." 



WAVE FORMS 5 

By planimeter, or by counting squares of section paper, or by 
graphical integration, obtain area of this squared curve, divide 
by its base and so get the " mean square " of the A.C. wave. 
Get the square root of this value and compare with reading of 
A.C. meter. 

Obtain in a similar way the "average" value of the A.C. 
wave and calculate its '* form factor." (This form factor is 
1.11 for sine waves.) < 

With same base and on same section paper construct a sine 
curve having same amplitude as measured A.C. wave. This 
construction will show how nearly the A.C. wave used approaches 
a sine curve and will account for any discrepancy in the form 
factor. 

Keep voltage and resistance constant throughout test. 



EXPERIMENT II. 

ALTERNATING CURRENT METERS ON CIRCUITS OP DISTORTED 

WAVE FORM. 

The dynamometer and hot-wire types of meter will accurately 
record the mean Hquare, whatever the shape of the wave form, 
but other types of A.C. meters will not generally do so. The 
moving iron-vane type of ammeter (e.g., Weston) will only have 
a force i)roiX)rtional to the (current)* so long as the iron vane 
maintains constant permeability. By correctly designing the 
m(it(»r tiiis type will give quite accurate results on waves very 
much distorted. 

A meter whose impelling force, due to the current flowing 
through its windings, varies directly with the first power of the 
current, if calibrat(i(l with sine wave current, will not read ac- 
curately whim used with a wave form differing from sine form. 
The nuignitude of its error will be measured by the ratio of the 
wave form factor to th(» form factor of a sine wave. 

Now if the current being measured is a distorted wave it may 
be re])reH(M\te(I by a fundamental sine wave and a series of 




Fi«. 3. 

harn\o!\ios of various anii>litudos. If the impeUing force of the 
n\otor ivS pn>portio!\al to the square of the current, the reading 

of U\o motor will bo iHiual to n .4r + Aj* + Aj* +,etc., where 
Ju Ats Ats oto», n^pn^sont the amplitudes (effective values), of 
tho fund5UUont>»\l and tho various harmonics. 

Tonsldor tho oa^^o of ai\ A,C. ammeter recording the exciting 
ourriM\t of 5> transformer* tho motor being one, the impelling 
f^^rc^'' trf \chioh is pr^HH^rtiouiil to tho square of the instanta- 

6 



METER ACCURACY WITH DISTORTED WAVE 7 

neous value of the current flowing through it. This wave is 
much distorted but may be fairly represented by the equation, 
X = Ai cos cot +Az cos (3 cat + 6) J where 

Ai= amplitude of fundamental, 

0) = 2 TT X fundamental frequency, 
Ab= amplitude of third harmonic, 

= distance on X axis between the zero values of the two 
waves, as in Fig. 3. 

Now the meter reading, with such a current, will be propor- 
tional to the average value of the impelling force, or average 
value of x^. 

Average force = - / (Ai cos cat + A3 cos (3 cot + 0)y dt 

TTt/o 

= - rAi^cos^cotdt+- I Az^ C08^ (3 cot + d) dt 



+ 



- I 2 A1A3 cos cot cos (3 cot + 6) dt. 

T Jo 



^2 

The values of the first two integrals are quite evidently -7^- and 



A32 



respectively. 



2 

The third integral can be obtained by expanding the term 
cos {d cot + e). 
The third integral 



= ^— ^ / cos cot cos (3 cot + 0) dt 

^ 2 AiAz r 

T Jo 



cos cot (cos 3 cot cos ^ — sin 3 cot sin 6) dt, 

= K j (cos 3 cot cos cot) dt — Ki j (sin 3 cot cos cot) dt; 

where the K's are constants, involving Aiy A3 and functions of d. 
We may put cos Scot = cos 2 cot cos cot — sin 2 cot sin cot 

= (cos^ cot — sin^ cot) cos cot — 2 sin^ cot cos cof , 
therefore, 

r(cos 3 cat cos coO^if = s / cos^ cotdt — S I siii^cot cos^ cot dt\ 
(t/o ft/0 

= [cos^co^sinco^]^ = 0. 



« 

i 



8 ALTERNATING CURRENTS 

In the same way 

r (sin 3 (at cos o)t)dt= j (S sin (at co^ cot) dt— I (sm* (at cos (at) dt 
Jo t/O 

= — [l cos* co<] — [i sin* co<]^ = 0. 
Therefore, the force acting on the moving element of the instru- 
-X- + —^ h and as the meter scale is graduated in 
terms of the square root of the impelling force, the reading of the 
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meter will be V/ -^ + -^ * 

A\^ / 4 \2 
But — = (-7=) = (efifective value)* of fundamental current, 

^2 
and -— = (eflfective value)* of third harmonic current, 



and the current indicated by the ammeter will be J = V/i* + /a*, 
where I\ and /a are the eflfective values of the fundamental and 
harmonic. 

This demonstration may be easily generalized and it is foimd 
that the meter indication for any complex wave is 

/ = V/i* + 7,2 + 7^2 + . . . 7^2 . _ 

As. the circuit of the A.C. voltmeter is practically a nonin- 
ductive resistance the current flowing through its moving element 
will be of exactly the same shape as the E.M.F. wave. There- 
fore, when acted upon by a complex wave the meter indication 



will be £?= V E^ + E^ + E^ + 



where E\ = amplitude of fundamental, etc. 

The validity of these two formulae may be readily tested. 
Connect two alternators, of different frequencies, in series with 
one another. Read the voltage of each alternator and of the 
line, and results will be obtained as indicated in Fig. 4. Or two 
currents of different frequencies, the amplitude of each of which 
can be measured, may be used to check the current formula. 
Send both currents through the same ammeter and it will be 
found that the meter reading will be the square root of the sum 
of the squares of the individual currents. 

In electrical quantities the different frequencies are all simply 
related, i.e., there are the 3rd, 5th or 7th harmonics, etc. In 
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;ase the two frequencies are very nearly alike, the integral of the 
3ross product will have different values depending upon the 
interval over which the integral is taken. The force acting 
on the moving element of the meter will vary with a compara- 
tively slow period and if the frequencies are close enough to- 
gether the reading of the meter 
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141 volts 



100 volts 
133 (N> 



Fig. 4. 



will be a fluctuating one, the 
amount of fluctuation depend- 
ing upon the relative magni- 
tude of the two frequencies. 
In Fig. 4, if the frequencies 
were 60 and 60.1, respectively, 
and the voltages each 100 
volts, the voltage of the line would oscillate between and 200. 

As it is easier to obtain a distorted wave of current than of 
E.M.F., ammeters will be used for this test. To obtain the dis- 
torted wave of current use the exciting current of a transformer, 
operating at about 25 per cent above normal voltage. Even 
though a sine wave of E.M.F. be applied to a transformer, the 
exciting current will be much distorted (for reasons to be dis- 
cussed later, see p. 108, paragraph beginning, " The current 
which flows," etc.). 

The value of resistance inserted in series with the transformer 
must not be high, otherwise the current wave will not be much 
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Fig. 5. 

distorted. If the drop of potential over the resistance is not 
more than 10 per cent of the voltage impressed on the trans- 
former, the distorted wave will be easily obtained, but if much 
more than this amount of resistance is inserted in the circuit 
the amount of current distortion obtainable will be much 
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TtflxmL Tfaf* reasGm. f •or zsm^ wSl ht cvesk m & f oDofwing experi- 
flMsn. duh£zie 'vak !!£«• v!hT>- f arau^ «c ir&Qsfaiiiier quantities. 

Wri£. 9iess«eta!3Q§ ji& s^/m^ za F^e. 5 uke & set <rf readings 
fCTrf'"Ar v> ^£#1^01^ lAk.'en z& ExpsF^saac 1. Use a Siemen's dyna- 



mrjojffUr 'X ifJi vi;i& meter, for ooe laeter and an ircm-Tane am- 
ib^t^ for tbt c^ccr. 
C-oski^ruft nrre of cifivsii fnxzi ia^t^LSitaneoos values obtained 

and igKt V nkOin =q-iare by ibr :n<£^L">i d<csmbed in Experiment 1; 
e^/ixipare tLesit ralues witL ihe mdk:&t>DCL5 of the meters; calculate 
tbh form {airtcff- oi the wave. 

IThy «hoald some types of A.C. meters not record accurately 
w\iffri measuring distorted wave forms? 

Cmu&hl — After adjusting the v<dtage of the alternator to 
about the right value, with the transfonner cimiit open, open 
the field switch of the alternator, close the transformer circuit, 
and then elo»e the alternator field circuit. If this method of pro- 
c^Anrt: 14$ not u^ed the anuneters are likely to be injured. 



EXPERIMENT III. 
POWER AND POWER FACTOR IN AN A.C, CIRCUIT. 

In a circuit through which an alternating current is flowing 
the current and pressure are generally not in the same phase. 
The power in any circuit is the integral of the product of inr 
stantaneous values of E and / and this product, when E and I 
are out of phase, will be negative during a part of the cycle. 
During the negative part of the power cycle, current is flowing 
in a direction opposite to the impressed E.M.F., i.e., the circuit 
is feeding power back into the supply circuit. 

When E and I are represented by rotating vectors it is readily 
seen that the power will be given by the expression EI cos <t>, 
where <t> is the phase difference of E and /. 

Because of the occurrence of the negative loops in the power 
cycle, power is generally a double-frequency function. The only 
case when this is not true is when the current and impressed 
E.M.F. are exactly in phase, in which case the negative loop dis- 
appears and the power is expressed by the product EI, The 
indicating wattmeter, in the same way as mentioned in Experi- 
ment 1, balances an oscillating force against a steady force, and 
the oscillating force is sometimes negative (when cos <t> < 1). 
The moving system of the wattmeter tries to vibrate with the 
frequency of the power curve, but, owing to its inertia and the 
rapidity of change of the impressed force, it cannot oscillate, and 
so assumes some intermediate position. 

The current through the potential coil of the wattmeter should 
be in phase with the E.M.F. of the circuit being measured. 
This means that the potential circuit must be wound non- 
inductively. In case a multiplier is used with a wattmeter, 
care should be taken to see that it is so wound. The slight 
amount of inductance always present in the potential circuit 
introduces an error varying with the power factor of the circuit 
being tested; it is inappreciable on large power factors but be- 
comes much larger as the power factor decreases. This effect 
is shown in Fig. 6, where the error caused by angle d (due to 

inductance in potential circuit) is seen to be large when is 

11 
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large and comparatively small when <l> is small. When if is small 

the phase relations of E and / are as shown. Representing the 

current by 01 and the true phase of the voltage by OE, then, 

owing to the inductance of the 

potential circuit, the wattmeter 

acts as if the impressed E.M.F. 

was not OE, but OE', laggii^ 

behind OE by the angle 0, where 

_ Reactance of potential coil 

'^° "~ Resistance of potential coil 

£ The wattaneter should indi- 

// \ _-— ""Tir-L-E ' '^^^'^ ^^^ power, OA XOI, where- 

II ^ 't::^^^---'^ — """ n *^ '^ really indicates OA' X 01. 

• ■^^^t *- -^ 1^1 >j - The percentage error is given 

F'«-6. by the fraction^. 

When the power factor of the circuit to which the wattmeter 
is connected is small, conditions are as indicated by OD and OD'. 

The percentage error is now ,„ , which is much larger than was 
the case with the load of power factor = cos ^. 
Expressed analytically we have, 

True power = EI cos >t>, 

Indicated power = EI cos (i^ — d) = EI jcos^ cosff + 8in^ sinffj. 

As $ is always small, cos 8 does not appreciably differ from unity 
and we have 

Indicated power = EI {cos ^ + sin^ sinff), 

which shows that the error introduced varies with the sine of the 
characteristic angle of the circuit being measured. The indicated 
power is too large when the circuit being measured has a lagging 
current and too small when the current in the circuit leads the 
E.M.F. 

When the question of power measurement in a circuit, having 
either the current or E.M.F., or both, complex quantities, is con- 
sidered, the action of the wattmeter must be analyzed. 

The field in such an instrument is produced by the current in 
the circuit, and the current in the moving coil is of the s&me ' 
shape as, and proportional to, the voltage of the circuit being 
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POWER AND POWER FACTOR 13 

tested. The impelling force will then vary as the product of 
these two quantities. 

Suppose the E.M.F. is simple harmonic 

e = Em cos 0)1 f and the current is complex, 
x = Ai cos {(at + <!>)+ As cos (3 cat + d). 

What will the wattmeter read when connected to such a circuit? 
Average Force 

= - / Em COS 0)1 \ Ai COS {o)t + 0) + As COS (3 o)t + 6)1 dt 



= - / EmAi COS o)t COS (o)t + <t>) dt 



+ 



- / EfnAz COS o)t COS (3 o)t + d) dt. 

T Jo 



Now, it has previously been shown that an integral of the form 
of the second term is equal to zero, therefore 

1 T' 

Average Force = - I E^Ai cos o)t cos {o)t + <^) 

TT Jo 

Em Ai 



V2 V2 



COS0. 



This analysis may be carried out for a current containing any 
number of harmonics, but it will be found that the wattmeter 
reading is equal to the product of the effective values of the 
E.M.F. and the fundamental current and the cosine of their phase 
difference. So long as one of the quantities, E.M.F., or current, 
is simple harmonic, the wattmeter reading is entirely indepen- 
dent of any upper harmonics which may exist in the other 
quantity. 

If, however, there is a third harmonic in both E.M.F. and 
current, then the wattmeter reading will be proportional to 

- / {EiCoso)t + E3Cos{So)t + y)] {(Ai cos (co< + 0) 

TJo 

+ AzCos{So)t + e))\dt, 
Upon evaluation this integral yields two terms: 

Wattmeter reading = —^ — i cos <t> H — i —4= cos (7 — ^), 

\/2\/2 \/2V2 
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14 ALTERNATING CURRENTS 

that is, the wattmeter reading is the sum of the watts obtained 
by multiplying the efifective value of each voltage by the effective 
value of the current of the same frequency by the cosine of their 
phase diflference. 

From this simple discussion it is evident why the power 
factor of a circuit upon which there is impressed a simple sine 
curve of E.M.F., and in which there is flowing a complex current, 
is more or less a fictitious quantity. The ratio of watts to (volts 
X amperes) gives a certain number, but the significance of such 
number is not at once apparent. The wattmeter takes no 
account of the upper harmonics, but the product, volts X am- 
peres, does involve them indirectly because the ammeter reads 
the (root mean square) of the amplitudes of the fundamental 
and all upper harmonics which may be present. The value of 
<^ so obtained does not signify the phase difference of the zero 
points of the E.M.F. and current waves of the circuit. Neither 
does it signify the phase diflference of the E.M.F. and the fun- 
damental current wave. The real significance of <^ so obtained 
is the phase displacement of the E.M.F. and a fictitious simple 
harmonic current, the efifective value of which is the same as 
that of the complex wave, the frequency of which is the same 
as that of the fundamental current, and the phase of which is 
such that it would produce on the wattmeter the same eflfect 
as is produced by the actual complex wave. 

When accuracy of measurement is desired care must be 
exercised in connecting the diflferent instruments, as the errors 
introduced by the power consumption of the meters themselves 
may be appreciable. An A.C. voltmeter may use as much as 
0.1 ampere or more. If the total current which the circuit is 
supplying is 1 ampere, the voltmeter may, if improperly con- 
nected, introduce an error of the order of 10 per cent. 

Suppose a circuit as shown by full lines in Fig. 7, and that the 
current taken by the circuit -ff is 1 ampere and that the voltmeter 
takes 0.1 ampere. The ammeter will indicate the vector sum of 
the current through H and that through the voltmeter. Even 
though the magnitude of the voltmeter current is known, the rela- 
tive phase of the circuit current and voltmeter current is not gen- 
erally known, so that the ammeter reading cannot be corrected. 

Now, if the voltmeter is so connected that its current does not 
flow through the ammeter (as shown by the dotted line in Fig. 7), 
the reading of A will be the true current through H. But now 
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the voltmeter reading is not the voltage across circuit H, but some- 
thing greater because there must be some drop of potential 
through the ammeter. This drop will generally be small and in 
most circuits would probably be inappreciable. If the current 
through H is very large compared to the voltmeter current the 
connections may be made as shown in the full lines of Fig. 7 and 
the error of measurement will be small. 

When a wattmeter is used for measuring the power in a circuit 
the same precautions must be observed in connecting its potential 
coil as were noted above for the voltmeter connection. If the 
wattmeter is connected, as shown in the full lines of Fig. 8, the 



1^7 1 ampere 

— ►— 



f.l ampere^ 



H 




Fig. 7. 



Fig. 8. 



reading of the meter represents the power used in coil H plus the 
power used in the potential coil itself. If this loss is known it 
may be subtracted from the wattmeter reading; if 

E = potential difference applied to potential coil 
R = resistance of potential coil, then the 

correction (amount to be subtracted from wattmeter read- 

E^ 
ing) = -^• 

In case the wattmeter is of the compensated type no error of 
this sort is incurred and so no correction need be applied. In 
this type of meter the coil generating the magnetic field, in which 
the moving coil lies, and with which the moving coil reacts to 
produce deflection of the meter, is wound of two wires side by 
side, one of them of large enough cross section to carry the rated 
current capacity of the meter and the other of fine wire through 
which the potential-circuit current flows. The internal connec- 
tions of the coils are as shown in Fig. 9. If the meter is connected 
to the circuit, as shown in the full lines of Fig. 8, it is evident that 
Htxe M.M.F. due to coil A is produced by the current I + i, where 
/ = current through circuit jff, i = current through potential 
circuit of meter. Now the compensating winding is so con- 
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Hlffh resistance 



nected that when the meter is properly connected to circuit H, 
i.e., in such fashion that the meter gives a positive deflection, 
the current i through the compensating winding produces a 
M.M.F. in direction opposite to that produced by coil A. The 

resultant M.M.F. and hence the 
field influencing the moving coil 
C, is due to current { (J + i) — i\ 
or J. The reading of the watt- 
meter is, therefore, independent 
of the current taken by the po- 
tential coil and the meter should 
be connected as shown in the full 
lines of Fig. 8. If the potential 
circuit is connected as shown by the dotted line of Fig. 8 the 
wattmeter will indicate inaccurately, as the field of the meter will 
be proportional to (/ — i) instead of 7. 

With connections given in Fig. 10, keeping voltage and fre- 
quency of supply constant, obtain the curves of current and 
voltage by the " point by point '' method. Read also the am- 
meter, voltmeter and wattmeter. Adjust the circuit so that 
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COS0 is 0.8 or less. Take one set of curves using an induc- 
tance coil having an air core, in which case the current will be a 
sine curve and the measured phase difference, as obtained from 
curve sheet, should check with value calculated from the ratio, 

watts 
cos <f> = j^j • Then take a set of curves using an iron-core 

inductance, forcing through it enough current to thoroughly satu- 
rate the iron core, under which condition the current curve will 
be much distorted. The measured from the curves will not 
now check with the value obtained from the meters. This fact 
emphasizes the necessity of confining the simpler calculations 
of A.C. quantities to sinusoidal functions. 
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POWER AND POWER FACTOR 17 

With the data obtained, construct curves of current and volt- 
age and from these two construct the curve of power. Get the 
area of the power curve (by planimeter or otherwise) and com- 
pare with the wattmeter reading. Scale oflf the angular dis- 
placement between zero points of current and E.M.F. waves; 
find the cosine of this angle and compare with the power factor 
obtained by the ordmary formula. 



b^ 



EXPERIMENT IV. 

meXsurement of self-induction and effective 

resistance. 

Whenever the current through a conductor is varied a counter 
E.M.F. is set up in the conductor due to the change in strength 
of the magnetic field surrounding it. The magnitude of this 
C.E.M.F. depends upon the constants of the circuit (number of 
turns and the reluctance of the magnetic circuit) and upon the 
rate of change of the current. 

The C.E.M.F. may be expressed by the equation, 



C.E.M.F. = (constant) X (^^ ; 



this constant for any given circuit is called the coefl&cient of self- 
induction, generally designated by L. It is to be noted that L 
is not a constant when the reluctance of the magnetic circuit is 
variable, as e.g., when there is iron in the magnetic circuit, in 
which case L will depend upon the value of the current. From 
this it will be noted that L will vary throughout the A.C. cycle, 
because the permeability of the iron varies with the instantane- 
ous value of the alternating current. L is, however, ordinarily 
obtained in terms of effective E and /, in which case it is treated 
as a constant throughout the cycle. 
If there were no resistance in the circuit considered we might 

write: 

di 
Impressed voltage = L -^ • 

As all circuits have resistance this equation must include the 

resistance drop, so we have 

di 
Impressed voltage =L^+Ri. 

di 
The fact that i is a sine function of time and that -r; is a cosine 

dt 

function shows that the two components of the C.E.M.F. must 

be added as vectors at right angles to give the impressed E.M.F. 

as a vector. 
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SELF-INDUCTION AND EFFECTIVE RESISTANCE 19 

Considering the vector diagram and using the ordinary nota- 
tion we have E = 1 V{2TfLy + R^, where E and / are effective 
values. 

The power consumption in the circuit is independent of the in- 
ductance component of the C.E.M.F. as this component is at right 
angles to the phase of the current, hence the resistance component, 
IR, must be such a quantity that, when multiplied by the cur- 
rent, it gives the total power consumption in the circuit. When 
there is iron in the magnetic circuit, power will be used up due 
to hysteresis and eddy currents in the iron. Hence the power 
consumption will be greater than Pr (r being the ohmic resist- 
ance of the circuit) and when we write 

Power consumed = PR, 

R stands for something more than ohmic resistance, and is called 
the "effective" resistance of the circuit; to get this effective 
resistance of any circuit measure the power in watts by a watt- 
meter and divide by the square of the current. This effective 
resistance will generally be greater than the ohmic resistance; 
it may, however, be less than the ohmic resistance when two 
mutually inductive circuits are considered, moving with respect 
to one another, as in the case of the induction generator. 

Measure the effective resistance and coefl&cient of self-induc- 
tion of two inductance coils (one having air core and one with 
magnetic circuit of iron) at several values of current and fre- 
quency. Account for changes in their values? Measure the 
ohmic resistance of the coil and compare with the effective 
resistance. Calculate the power factor of the circuit. 

With a given impressed voltage on the coil would you expect 
L and R to vary with the frequency. Why? 



EXPERIMENT V. 

MEASUREMENT OF COEFFICIENT OF MUTUAL INDUCTION. 

Whenever the magnetic flux through a circuit varies there will 

be an E.M.F. set up in the circuit. The flux may be generated 

by current in the coil considered or by another coil so situated 

with respect to the one considered that part of its flux threads 

the second circuit. It is then clear that whenever the current 

in the first coil is varied, thereby changing the strength of its 

magnetic field, there will be an E.M.F. set up in the second coil. 

The magnitude of this E.M.F. will depend upon the number of 

turns in the two coils, the position of one with respect to the 

other, reluctance of path of the mutual flux and the rate of 

change of current in the first. The value of the E.M.F. generated 

di 
in the second coil may be written, e— M-^, where i is the current 

in the first coil and M is called the coefficient of mutual induction 
of the two coils. 

When the reluctance of the path of the mutual flux is a con- 
stant quantity, then the coefficient M will be a constant for all 
values of current, and will be the same, whichever coil is used 
for creating the magnetic field. If the magnetic circuit is com- 
posed in part or altogether of iron, and the two coils have dif- 
ferent numbers of turns, then the value of M determined will be 
in general different when each coil in turn is used to create the 
field; but, if, when both measurements are taken, the field is 
at the same density then M will be the same in both cases. It is 
self-evident that if we desire M to be as large as possible the two 
coils should be so situated that all the field produced by the first 
coil threads the second. This is never possible but is approxi- 
mated in the constant potential transformer, where the two coils 
are generally either concentric or laminated, the sections of the 
two coils being interspersed. 

If a transformer is desired having a variable M (as in the case 

of the constant current transformer) then a leakage path of 

variable reluctance is used, which prevents more or less of the 

field of the first coil from linking with the second. In measuring 

20 



MUTUAL INDUCTION 21 

Af , effective values of E.M.F. and current are read, in terms of 
which the equation for induced E.M.F. becomes 

E.M.F.1 =M27r//2. 

As the coefficients of self-induction of the two coils and their 
coefficient of mutual induction all depend upon the field strength 
and number of turns of the coils it is evident that some mathe- 
matical relation must be obtainable, which will express one in 
terms of the others. 

If Ui = number of turns in coil No. 1, 

712 = number of turns in coil No. 2, 

01 = flux per ampere, through coil No. 1, produced by 

current in No. 1, 

02 = flux per ampere, through coil No. 2, produced by 

current in No. 2, 

K = coefficient of leakage between the two coils, i.e., the 
fraction by which 0i, e.g., must be multiplied to 
give the flux through coil No. 2 due to current 
in coil No. 1, or vice versa, 

Li = ni0i, 

M = niK4>2 = n2K4>\, 

Af2 = n\n2<t>i<l>2K^ or M = K VL1L2. 

So the coefficient of leakage between the two coils may be deter- 
mined by measuring M, Li and L2. 

Using first two separate coils with air cores, find out how M 
varies with current, frequency and relative position of coils. 

Then use two coils on the same iron circuit and make similar 
tests. If possible, introduce a better leakage path between the 
two coils and again measure M, 



EXPERIMENT VI. 

TO MEASURE THE CAPACITY OF A CONDENSER. 

The most natural method to employ in this test would be to 
measure the two quantities by which capacity is defined. If we 
measure the charge Q, required to bring the condenser plates to 

a difference of potential F, then by definition, C = ^- This 

method is used where C is small and a ballistic galvanometer is 
available for measuring Q. In case C is as large as a few micro- 
farads or more, a convenient way of measuring it is to determine 
the charging current when a known alternating E.M.F. is applied 
to its terminals. 

If we apply a varying E.M.F. to the condenser the fundamental 
equation becomes 

C^ = ^ = i or f = C^. 
dt dt dt 

(IV 
When -. - = 2 wfEm sin 2 7r/f, then as i must be a function similar 

to -TTi we have 
dt 

i = Im sin 2 irft, 

and C 2 TfEn sin 2 irft = Im sin 2 Tft or 

in effective values 2'KfCE = I; hence, if we measure E and J, 
C can b(5 calculated when / is known. 

If an accurate determination of C is desired an electrostatic 
voltmeter of low capacity must be employed to measure E. If 
a closed-circuit voltmeter is used, one of two errors may be 
introduced. Reading the charging current when the voltmetCT 
is shunted across the condenser may give too large a current due 
to that taken by the voltmeter in parallel with the condenser,, 
or may give too small a value if the voltmeter has an appreciable 
inductance.* An inductance and a condenser in parallel with 
each other may be so proportioned that practically all of the 

* This condition, of course, never occurs with an ordinary commercial meter. 
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charging current for the condenser is furnished by the inductance 
and will not be read by an ammeter in the supply circuit. 

A perfect condenser would use no power, but in practice the 
dielectrics are imperfect and the continually reversing polariza- 
tion causes an energy loss similar to the hysteresis loss in iron 
subjected to magnetic reversals. There is also more or less 
mechanical vibration of the condenser plates which necessitates 
power consumption; also there occurs actual leakage of current 
from one plate of the condenser to the other and this leakage 
causes energy loss in the condenser dielectric. This dielectric 
loss is generally very small, so that the charging current will lead 
the impressed voltage by an angle of between 85° and 90°. The 
dielectric loss will heat a condenser and care should be exercised 
that a condenser intended for temporary use (starting condenser 
for single-phase induction motor, e.g.) is not left connected to 
the circuit longer than necessary. Also a condenser should not 
be subjected to a higher voltage than that for which it was 
designed, as the increased losses may cause the dielectric to 
deteriorate if not actually to puncture. In case the dielectric 
used in the condenser is paraffine, the danger from overheating 
the condenser is very evident. The electrical resistance of 
paraffine decreases enormously as its temperature rises; its 
resistance at 90°C., e.g., is only one-fortieth of the value at 40°C.; 
if the first heating is due to actual leakage current through the 
dielectric, the condenser is almost sure to break down if left on 
the circuit for a sufficient length of time, as the heating effect is 
cumulative; an increased temperature produces an increase in 
the rate at which power is being used in the dielectric and so the 
temperature increases until the dielectric is punctured. 

Owing to the fact that a dielectric such as paraffine has a lag 
angle (i.e., its polarization lags somewhat behind the polarizing 
force) a slight decrease in capacity may be expected as the fre- 
quency increases, because the charge does not have sufficient 
time to " soak in " or effect the same degree of polarization as 
it would if the E.M.F. was applied continuously in the same 
direction. Certain paraffine condensers showed a decrease from 
38.5 m.f. to 35.8 m.f. as the frequency was increased from 40 
cycles to 80 cycles. 

. When the dielectric used has a small lag angle then very little 
power is used in charging and discharging the condenser. Such 
is the case with mica. Paraffine paper condensers give, however, 
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considerable loss, certain condensers tested giving results as 
shown in Fig. 11. It will be observed that the loss follows 
somewhat the same variations as would the hysteresis loss in a 
piece of iron subjected to various m.m.f.'s and frequencies. 
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Fig. 11. 

By means of an A.C. ammeter and voltmeter determine the 
capacity of a eondenaer and make proper tests to see if the 
capacity changes with frequency and voltage. By use of a 
wattmeter determine the power used in the condenser at various 
voltages and frequencies and calculate the phase angle of the 
charging current. The wattmeter reading must be corrected for 
the error incurred by the inductance of its potential circuit, if 
accurate results are to be obtained. This error is explained in 
Experiment 3. 



EXPERIMENT VII. 

STUDY OF THE REACTIONS IN AN ALTERNATING- 
CURRENT CIRCUIT.* 

In a direct-current circuit containing nothing but a resistance 
the only reaction opposing the impressed E.M.F. is the IR drop, 
and so we have the reaction equation in the familiar form of 
Ohm's law, i.e., E = IR, 

If we have a circuit containing, besides resistance, a counter 
E.M.F., such as the circuit of a storage battery being charged, 
then the reaction equation must be written in the form 

E — IR -{- ^counter, 

or in its general form, known as ffirchhoff's second law, it is 

£ = 2 /ft + 2 counter E.M.F.'s. 

It should be noticed that this method of analyzing the problem 
of the electric circuit, i.e., equating the impressed force to the 
sum of the reacting forces, is much more logical than the one 
usually employed in which the current flowing is put equal to 
the impressed force divided by the resistance; it should be borne 
in mind that the quantities which can be measured experiment- 
ally are reactions. The resistance of a wire cannot be measured 
directly, but the quantity measured is the drop in pressure, 
or resistance reaction, caused by current flowing through the 
conductor. 

In a Wheatstone bridge the actual resistance of the unknown 
conductor is not measured. A current is sent through the con- 
ductor and the bridge is so adjusted that the resistance reaction 
of the unknown resistance is equal, or proportional, to the re- 
action due to the same current passing through a conductor 
of known resistance. In measuring resistance by the ^^ fall of 

* The idea of attackiDg all A.C. problems by means of the fundamental 
principle that, in any electrical circuit, the impressed force must be equal to 
the sum of all the reactions in the circuit, I owe to Prof. M.I. Pupin. I have 
become convinced of the utility of the reaction conception in solving electri- 
cal problems by actually using it in the solution of some original problems on 
which I have been recently working with Prof. Pupin. 
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potential " method, using voltmeter and ammeter, the actual 
resistance is not measured. The resistance reaction is the 
quantity measured. 

In the alternating-current circuit containing resistance, in- 
ductance and capacity in series there are three reactions to 
consider. 

The resistance drop, ift, is at every instant proportional to 
the current, and, as it opposes the flow of current, it is 180° out 
of phase with the current. The quantity R will not be the 
actual ohmic resistance of the circuit but will be the *' effective " 
resistance as described in Experiment 4. 

The inductance reaction of the circuit is proportional to the 

time rate of change of the current and is given by the expression 

di 
— L -r- • From consideration of a sine wave it is evident that 
at 

when the current is zero and increasing the inductance reaction 

will be a negative maximum, i.e., it lags behind the current by 

90°. Hence the component of the impressed E.M.F. which must 

be used in overcoming this reacting force will lead the current 

by 90°. 

The magnitude of the counter E.M.F. of the capacity is given 

by the formula (Experiment 6) 



dV i ^, 



^^fidL 



When the action of the condenser is analyzed it is seen that this 
reacting E.M.F. has its maximum negative value at the end of a 
positive alternation of the current. This is evident because the 
condenser pressure acts to decrease its charge, and at the end of 
a positive alternation of current the charge will be a positive 
maximum. So that the reaction of the condenser will lead the 
current by 90° and the component of the impressed E.M.F. to 
overcome this reaction will lag behind the current by 90°. 

The general reaction equation then of the alternating-current 
circuit is 

and asi = -jT the differential equation of reaction becomes 
from which the value of current may be obtained for any 
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circuit of known constants, when the impressed E.M.F. and 
frequency are given. 

From this analysis it is seen that the impressed E.M.F., treated 
as a vector, will have three components, IR in phase with cur- 
rent, 2 irfLI leading current by 90°, and ^ ^^ lagging 90° behind 

the current. As a matter of fact, the total reaction of neither the 
inductance nor condenser will be exactly 90° out of phase with 
the current because of losses which occur in them, which losses 
must be supplied by a component of the impressed force in phase 
with the current. But whatever the relative phases of the react- 
ing forces, they must always add up as vectors to give the neg- 
ative of the impressed E.M.F. plotted as a vector. 

Connect to an A.C. supply a noninductive resistance, an in- 
ductance and a condenser, in series with an ammeter and the 
current coil of wattmeter. With an A.C. voltmeter measure the 
impressed E.M.F. and drop in potential across each part of the 
circuit. Also read the power consumption in the whole circuit 
And in each part and read current. Keep impressed voltage and 
frequency constant while volts and watts are being read; take 
another set of readings, leaving L, R and C the same but with / 
changed and see how the different reactions change with a change 
in /. Take another set of readings after having adjusted L, R 
and C to different values. 

With the readings obtained construct vector diagrams to see 
whether or not the component E.M.F. 's add to give the impressed 
E.M.F. in both magnitude and phase. 



EXPERIMENT VIII. 

OHM'S LAW APPLIED TO THE ALTERNATING-CURRENT CIRCUIT. 

The quantity by which the impressed A.C. voltage of any 
circuit must be divided to give as quotient the current flowing 
in the circuit is called the impedance of the circuit and generally 
designated by Z. This quantity is generally expressed in ohms, 
although it really involves the units of inductance and capacity 
as well as the ohm. By definition of Z we have, IZ = E, but 
in the preceding experiment it was shown that E was generally 
made up of three components to balance the three reactions in 
the general A.C. circuit. Using the prefixed letter ^ to designate 
vectors rotated 90° in a clockwise direction and — j to indicate 
counter clockwise rotation, the equation of reactions may be 
written 

B = /ft + (- j (2 7r/L/)) + ^(2:^), 

= 7(ft-i(2./L-2-^))=7Z. 

From this it may be seen that Z, considered from the stand- 
point of reactions, is a complex quantity and has direction, but as 
Z is ordinarily used as a simple magnitude, and not as a vector, 
it is necessary to find the magnitude of the above vector and call 
this value Z. 

As the two components of Z in the above expression are at 
right angles to one another it is evident that the magnitude of 
Z is given by the expression 



Z=v/i2=+(2T/L-2l^J 



and so for the A.C. circuit containing resistance, inductance and 
capacity in series, Ohm's law becomes 

E E 



V^^^ + (2 -/^ - 27fc) 



2 v/e2 + X2 

lirfC) 
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and the phase difference of / and E is given by equation 



tan0 = 



(^-^^-2^) 



i^ 



^ 







Fig. 12. 
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R R 

When dealing with circuits having two or more branches in 
parallel it becomes convenient to introduce some new terms. 
Corresponding to the factors, resistance, react- 
ance and impedance, we shall have the terms 
conductivity, susceptance and admittance, des- 
ignated respectively by the symbols g, b and F. 
The significance and use of these terms will now 
be taken up. 

Referring to Fig. 12, which shows two in- 
ductances in parallel, it is evident that the line 
current / is equal to the vector sum of the 
branch currents ia and 4. If the potential dif- 
erence of the extremities of the parallel path is E, it is seen at 
once that 

. ^^^ E 

and that it is made up of two components, one in phase and one 

90° out of phase with E, 

T "Ft 
ia (in phase) = ia cos <t> =^ia-^ = -^ • 

Ex 
ia (90° out of phase) = ia sin <t> = -^ • 

^a 

Collecting these expressions we have 

E 
ia (total) =^ = EYa, 

^a 

where Ya is called admittance of circuit a; 

Er 
ia (in phase) = ^ = Egaj 

where Qa is called conductance of circuit a; 

ia (90° out of phase) = ^ = Eb 



'aj 



where 6a is called susceptance of circuit a. 

If now E is taken as having a magnitude of one volt the 
meanings of F, g and 6, become apparent. They are the total 
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current, in-phase current, and out-of-phase current, respectively, 
per unit E.M.F. impressed on the circuit. 

In the same way as given above Ft, gb and bb are obtained. 
As the line current is the vector sum of currents through the 
separate paths, and it is easiest to treat vector quantities by 
using their X and Y components, we shall have 

Line current (in phase) =E{ga + Qb) =EG. 

• 

Line current (out of phase) =EQ)a + &&) =EB. 
Lag angle of line current = tan"^^- 

The same method of adding conductances and susceptances is 
employed for any number of paths in parallel. 

If these parallel circuits are in turn in series with other cir- 
cuits it becomes necessary to express G and B in terms of re- 
sistance and reactance. 

For any circuit the in-phase current is given by the expression 

I (in phase) = -^ cos = -^ > 

/ (out of phase) = -^ sin <^ = -^ > 

I (total) =^^ = EY. 

From this is obtained G = ^g ^^^ ^ ~ 72 where R and X repre- 
sent the resistance and reactance of the combined parallel 
paths. Hence, to reduce the two parallel paths to an equivalent 
single path having characteristics R and X, we have: 



Z^ ■*" Z6« Za« ^ Zi 



2 






In a similar fashion 
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If a third circuit c is in series with this parallel path as shown 

jp JP 

in Fig. 13, the current 7 = -^ = . In ease 

a condenser is used in any part of the circuit its reactance, x, 
must, of course, be taken as negative. 

The solution of parallel circuits can also be obtained by vector 
construction and generally this is easier than the analytical 
method given above. The solution of parallel circuits by the 
use of graphical methods is, in fact, so much easier than by the 
analytical method that the latter is only to be recommended in 
the simplest cases. 

The graphical method of solution is based on the fact that the 
two-branch currents may be added as vectors to give the line 
current in magnitude and phase; no matter how many circuits 
join at some branch point, the vector sum of all currents flowing 
away from the point must equal that of the currents flowing to 
it. If the currents of branches a and b (Fig. 12), are added 
vectorially, as in Fig. 14, the line current is given by the vector 





Fig. 14. 

01, both in magnitude and proper phase with respect to tho 
voltage vector OE, If now the currents ia and 4 are taken of 
proper magnitude to represent the respective current per unit 
potential difference on the two circuits, then 01 is the line 
current per volt impressed on the circuit. Now the reciprocal 
of the current per volt 01 will give the impedance of the com- 
bined paths in ohms. 

By adding vectorially the " amperes per volt " of each circuit 
connected to the branch-point considered, the '' line current 
per volt '* is obtained and the reciprocal of this quantity is the 



32 



ALTERNATING CURRENTS 



impedance in ohms; the components of this impedance in the 
Y and X axis give the reactance and resistance of the parallel 
circuit; to thesie components may be added the reactance and 
resistance of whatever circuit is in series with the parallel path, 
as c (Fig. 13), and the constants for the complete circuit are thus 
obtained. 

With known values of L, R and C, arrange series, series-parallel 
and parallel circuits as shown in Fig. 15. With suitable volt- 
meter, ammeter and wattmeter measure the impressed E.M.F., 



h 



'i 



n, 



T 



1 



a 



Fig. 15. 



the line current and power used in the combined circuit. From 
the known constants of the different parts of the circuit cal- 
culate what current should flow under the pressure E and its 
phase with respect to Ej for each of the three cases, using one of 
the methods just described. Compare with the measured values. 
In this test it is well to use an air core inductance, otherwise 
L must be measured for each value of the current used in the 
experiment. 



EXPERIMENT IX. 

CIRCLE DIAGRAM FOR CIRCUIT CONTAmiNG RESISTANCE AND 

REACTANCE. 

Just as it is possible to predict the characteristics of direct- 
current machines when certain constants of the machine are 
known, so can the behavior of alternating-current machinery be 
predetermined. 

For such machines as the induction motor, series motor and 
transformer, it is not necessary to use the method of calculation 
to predetermine the characteristics of the machine, but they may 
be determined graphically from the " circle diagram." As this 
diagram is of considerable importance in experimental work it 
is necessary that the validity of the construction be tested. 

The fundamental idea involved in the circle diagram is this: 
If any alternating E.M.F. of constant magnitude and frequency be 
applied to a circuit containing resistance and reactance in series, 
either one of which is varied (the other remaining constant), 
then the locus of the current flowing in the circuit will be a circle. 
That this is true may be shown mathematically as follows: 

Vr^ + x^' 

where X designates whatever reactance (inductance or capacity) 
the circuit may contain and this reactance is to be a constant 
value while R will vary. We may write 

J E X E 

I = — X , = — cos Q. 

X Vfi2 + X2 X 

where •== is a constant quantity and B is the complement of the 
angle between current and E.M.F. Such an equation is, of course, 

that of a circle (of diameter = :^), expressed in polar coordinates. 

If then R is varied through a wide range of values, / will be 
given by the series of chords, drawn from one end of the diameter 

of magnitude y)» *^ *^® circle constructed on this diameter as 

in Fig. 16. 
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As ^ in the above equation is the complement of the angle 
between current and impressed E.M.F. the proper phase relation 
between / and E will be given by letting E be represented by 
a perpendicular constructed on that end of the diameter from 
which the chords are drawn. 

The diameter of the circle will be the maximum possible value 
of the current, i.e., when R is reduced to zero, in which case the 
phase difference of E and / becomes 90°. This is as it should 




Fig. 16. 

be, because no power can be used in a circuit containing only 
reactance. The projections of the vector / upon the diameter 
and upon the vector E will give its respective wattless and power 
components. 

Connect a known air-core inductance in series with a variable 
noninductive resistance which can be changed throughout a 
wide range.* A suitable ammeter and wattmeter must be used 
to get the current and power used in the circuit and a voltmeter 
to read the impressed voltage and see that it remains constant. 

Vary R through as wide a range as possible (reducing it to 
as near zero as is safe with the apparatus being used), reading 
amperes and watts for each adjustment of J?. 

Make the same run with an iron core inductance, in which 
case L will generally decrease with an increase of current. 

Calculate the value of X and construct a semicircle on a 

E 
diameter of the magnitude^- Lay off E (to any convenient 

scale) perpendicular to this diameter at its left extremity. 
From the same end of the diameter lay off a series of lines 

* As an air-core coil does not have much inductance it will probably be best 
to use an alternating current of the highest frequency obtainable. 
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making with E angles whose cosines are calculated from the 
observations of watts and volt-amperes. Upon each line lay 
off (to the same scale as the diameter of the semicircle) its 
respective value of current to see how nearly the semicircle 
comes to being the locus of the current under the different con- 
ditions, both for the constant L and variable L. 

What would be the effect upon the diagram of a decreasing 
reactance with increasing current? Such an effect actually 
exists in A. C. machinery; the demagnetizing effect of the rotor 
currents of an induction motor act to produce an apparent 
decrease in the inductance as the load is increased. 



EXPERIMENT X. 

FREE AND FORCED VIBRATIONS; RESONANCE IN A CIRCmT 
CONTAINING RESISTANCE, INDUCTANCE AND CAPACITY. 

Any system, mechanical or electrical, having concentrated 
mass and an elastic restoring force proportional to the displace- 
ment, will be capable of oscillating continually in one definite 
frequency, executing simple harmonic motion. Translated into 
electrical terminology, this means that a condenser and induct- 
ance, connected in series, as shown in Fig. 17, the condenser 
being charged, form a circuit in which, when the switch A is 

closed, current will surge back and forth with a 



-\. 



T- definite frequency and will be a sine function 



! 



of the time. At that time when the conden- 
ser is fully charged there is no current in the 
Pjq yj circuit and all of the energy exists as potential 

energy of the charged condenser. A quarter 
of a cycle later the condenser is discharged and so possesses 
no energy, but at this time the current, and hence the mag- 
netic field of the inductance, will have a maximum value, and 
all of the previous potential energy of the condenser will be 
stored as kinetic energy of the magnetic field. If there is no 
resistance (effective) in the circuit (i.e., no energy is dissipated 
either as heat or Hertzian waves) the circuit will continually 
oscillate, the frequency of oscillation being fixed by the con- 
stants of the circuit as will now be shown: 

If Q = charge on condenser before switch is closed, 
i = current in circuit at any time, 
L = coefficient of self-induction of the coil, 
C = capacity of condenser, 

we have, as soon as the switch is closed and condenser begins 

to discharge, i = -^' 

As the sum of the two reactions in the circuit must equal the 
impressed force, and this is zero, 
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The solution of this dififerential is obtained by assuming Q = 

(PQ 
A cos (at and so -^ = — Au^ cos (at 

Substituting these values in the original equation 

— LA(a^ cos (at-\- Yi ^^^ "^ = ^> from which 

A 11 

— LAcc^ + 77 = 0; 0)2 = -Yri , or CO = 



C -'^ LC'-'^ VlC 

so that, as 2wf — w, we have / = ^ — 7= as the frequency of 

the free vibrations in such a circuit. Another solution may 
be obtained by putting Q = B sin cot, and, therefore, the com- 
plete solution becomes 

i = -TT = —(aA sin cot + coB cos (at, 
at 

To get the value of the two constants, A and B, we will assume 
that when 

^ = (i.e., before switch is closed), i = 0, 
so that 

= + coB cos co< or J3 = 0. 

If at time ^ the value of i is called Im, 



Im = — coA or A = — - 

CO 



so that the particular solution becomes 

i = Im sin 



'^'^(y/^)'- 



r£jo 

R 1+ 

AAA/V I 



-AAAAAA 



Of course it is impossible to so construct a circuit that no 
energy is dissipated while the system is 
oscillating. It is, therefore, necessary to a ^ 
introduce into the equation of reactions a 
dissipative term, proportional to the cur- 
rent. The circuit, then depicted by Fig. 18, 
will have for its equation of reactions ■^'^°- ^^- 

LfH-«f + f = 0. 

The solution of such an equation requires more mathematics than 
is thought well to introduce in a text intended for laboratory 
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use, but the solution is given: 

where /3 depends upon the time from which t is reckoned. 

This solution is somewhat different from the previous one. 
The exponential term will evidently produce damping, so that 
the vibrations gradually die out, their energy being dissipated 
from the system in the form of heat or electric waves. The 
frequency of the vibration is given by the cosine term so that 



2ir\ LC 



/p 



2irVLC 4L2' 

which is a slower vibration than that obtained for the non- 
damped circuit. In fact, if the resistance is too high, no oscilla- 
tion of current takes place; the current dies out without ever 
reversing its direction. 

It is to be noticed that the damping and difference in fre- 
quency from the first case are not affected by the resistance alone 
but by the ratio of the resistance to the inductance.* 

The general case is now considered. A circuit as shown in 
Fig. 11 has impressed upon it an alternating E.M.F. The equa- 
tion of reactions becomes 

The complete solution of this equation gives two terms, one 
having a frequency equal to that of the impressed force and the 
other having a frequency equal to that just obtained for the 
free vibration of such a system. 
The complete solution is 

The angle e depends upon the constants of the circuit and A 

depends upon the instantaneous value of the impressed force 

when the switch is closed on the circuit. Its value, however, 

will never be greater than 

E 



* For curves showing this oscillatory discharge and the effect of resistance, 
see Appendix, Plates 1 and 2. 



FREE AND FORCED VIBRATIONS 



39 



As will be seen, the second term soon becomes negligible be- 
cause of its damping coefficient, so that for the steady state 
(which is the condition investigated in the laboratory) the 
solution reduces to the well-known form: 

i = ysin (cat — e). 

It is interesting, however, to investigate the significance of 
the second member of the solution. In the steady state, the 
current i has a certain fixed amplitude and a certain angle of 
displacement, with respect to the impressed force. In Fig. 19, 
the full line marked E represents the impressed force, the full 
line marked i represents the steady value of the current in its 




Fig. 19. 

proper phase with respect to E. It is quite evident that at the 
tipae of closing the switch which connects the source of E.M.F. 
to the circuit, the current must have zero value. If the switch 
is closed at time Ti, the current i will have its proper zero value 
and proper phase with respect to Ej and if the condenser should 
happen to be charged to the potential difference that normally 
exists across it at that part of the cycle indicated by Ti, then the 
transient or exponential term will reduce to zero; it never exists. 
In general, the switch will not be closed at this time but at some 
such time as marked T2» The steady current should have at this 
time a value equal to A. But, as before mentioned, the actual 
current must be zero at the time of closing the switch and so 
something must happen to bring the actual current to the proper 
magnitude and phase to fit the steady state. This is the function 
of the transient term. The actual current which flows when the 
switch is closed at time T2 is shown by 7, the transient damped 
term by /', while i represents the steady current. The damped 
current /', which represents the free vibration of the system, will 
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have a period not depending upon that of the impressed force 
but upon the constants of the circuit. Its amplitude depends 
upon the constants of the circuit and the time of closing the 
switch. It will always so act that the actual current / is soon 
brought into coincidence with the steady current i. If the 
damping of the circuit is high this may take place within a few 
alternations (or even in one) but if the resistance of the circuit 
is low the exponential term may last for perhaps a hundred 
alternations.* 

It is the purpose of this experiment to investigate the possible 
values of this steady current, so the transient term is neglected. 
We have 

i = — sin (cot — €,) 



or, in effective values, 



/= ^ 



v//e-+ (.L - A^J 



When the impressed f reqilency = ^ 7= , wL = —z^ , in which 

E 

case the equation reduces to / = -^ , and the circuit is said to be 

in resonance. 

As many A. C. circuits have very low resistances, the value of 
the current under such conditions may become very high. As 
the potential difference across the terminals of the inductance 
and capacity depends directly upon /, it may become of such 
high value that the insulation of the line is broken down. In 
a circuit having inductance and condenser in series, the drop of 
potential across either the inductance or condenser may be many 
times larger than the E.M.F. impressed upon the circuit. In 
practice such a condition might arise from the capacity of a cable 
of low resistance and inductance of a transformer coil. 

Transmission line break-downs are often attributed to reso- 
nant rise in potential due to some high current set up in it by 
an arcing short circuit, higher harmonics in the alternators, 
etc. As a transmission line consists of distributed capacity, 
resistance, and inductance, it is doubtful if real resonance can 
occur unless the resistance and inductance of the line are low 
* For curves illustrating this point see Plates 3 and 4. 
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and some such inductance as a transformer or an alternator is 
attached to it. In such case the line simply acts as a condenser. 
A kind of resonance may occur on a transmission line if the 
length of the line ia such that reflected waves return in the right 
phase to be reinforced by the impressed E.M.F. With ordinary 
frequencies the longest transmission line is not long enough for 
such an effect, so that this kind of building up of the voltage doea 
not occur unless the alternator has a marked higher harmonic 
of such frequency that the above condition is fulfilled. In such 
a case the upper frequency current will be much accentuated 
and may become of great enough value to cause failures of in- 
sulators, etc. 

When the inductance and capacity are connected in series as 
in the circuit just analyzed, the current in the line may reach 




very high values and so the drop of potential across either part 
of the circuit may be correspondingly high. 

Another type of resonant circuit is of interest; the inductance 
and condenser are connected in parallel and then to the supply 
line as shown in Fig. 21. In this case the impedance of the joint 
path may be very high so that only a small current flows in the 
line. But the inductance and condenser are in series on a local 
circuit and if the line frequency is such that resonance would 
occur for the series coiuiection then resonance will nearly occur for 
this parallel circuit. The voltage drop across either the condenser 
or inductance cannot be greater than the voltage of the line, the 
resonant condition is shown by the relative current values in the 
line and local circuit. Wher^resonance occurs the ammeter Ai 
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may read many times greater than the line ammeter. It is to 
be noted that in these circuits timed for resonance the resistance 
in the oscillating circuit is the only thing that limits the value 
to which the current will build up. In the parallel circuit the 
value of the critical frequency (that which gives minimum watt- 
less current in the line) is affected by the resistance in the oscil- 
lating circuit. When the charging current of the condenser is just 
equal to that of the inductance, we have 

which gives as the resonant period of the system, 






2Ty LC{CRc^-L) 

Connect in series an inductance, condenser and resistance and 
apply to the terminals of the circuit a source of variable fre- 
quency E.M.F. Calculate suitable values for L and C (from the 
formula given in the iSrst part of this experiment) so that for a 
value of frequency at about the middle value of the obtainable 
range 

•' 2irVLC 

Connect an ammeter in series with the circuit and across the 
condenser connect a static voltmeter. Use an ordinary volt- 
meter to keep the impressed voltage constant and to measure 
the voltage across the inductance. With a fairly high value of 
resistance in the circuit vary the frequency (in about 10 steps) 

through the range obtainable, reading volts 
across the condenser and inductance and the 
current. Take a similar set of readings using a 
resistance of about one-fourth the previous value 
pn , "I (providing the apparatus used will stand such a 

lU'^ i'^ low resistance). 

Make similar runs for the parallel circuit de- 
picted in Fig. 21. 
Fig 21 ^^^* curves between values of current, induc- 

tance drop and condenser drop against frequency 
as abscissae for the series connection test and for the parallel 
connection, curves of line current and local circuit current, using 
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the same scale of abscissae as for the first set of curves. The 
curves should have about the same appearance as those given 
in Fig. 20, which represent conditions of current and voltage 
for the series circuit with low value of R. For larger values of 
R the resonance is not so marked. 
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EXPERIMENT XI. 

MAGNETIZATION CURVE (NO-LOAD SATURATION CURVE) OF AN 

ALTERNATOR AND EXTERNAL CHARACTERISTIC ON 

VARIOUS POWER FACTORS. 

The magnetization curve, showing the relation between volt- 
age generated by the armature and field current, is useful to the 
designer, showing to what extent the field of the machine is 
saturated (thus giving an idea as to whether too much iron or 
not enough has been used on the design of the magnetic circuit), 
and is also valuable as being one of the curves from which the 
external characteristic of the machine is to be predetermined. 

For constant speed (under which condition all of the above 
curves are to be taken) the generated voltage is directly pro- 
portional to the flux threading the armature. This being the 
case, a curve showing the relation between armature E.M.F. and 
field current really shows the relation between the field current 
and flux through armature, i.e., gives the saturation curve of the 
magnetic circuit. Not all of the flux generated by the field 
current cuts the armature conductors. A part of it leaks across 
from one pole to the adjacent pole without going through the 
armature core. This is called the leakage flux, and the factor 
by which the total flux must be divided to give the flux through 
the armature core is called the leakage factor. If this leakage 
factor remains constant with varying field excitation the arma- 
ture voltage and field current actually do give the proper relation 
between field current and generated flux; but if the leakage 
factor increases with increase of voltage (likely to occur if the 
armature is worked at high flux density at normal voltage) then 
with the higher value of field current the saturation curve will 
give a value of flux which is increasingly lower than the actual 
flux through the field poles and frame. It will, however, give 
correctly the relation between field current and flux in armature 
core. 

For efficient design, so far as the iron used in construction is 
concerned, the normal operating field current should give a 
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point on the saturation curve somewhat above the knee, but 
such a density in the armature will give iron losses too large and 
necessitates too high a value of field current for proper efficiency 
of operation. A suitable density is one which operates the 
magnetic circuit as a whole slightly below the knee of the mag- 
netization curve. 

Excite the alternator field by potentiometer connection to the 
laboratory D.C. power. With rated speed determine value of 
field current to give different armature voltages (the machine 
being unloaded), from no excitation to such as will give 25 per 
cent over normal voltage. Read meters at about 10 points, 
taking the readings closer together where the saturation curve 
begins to bend over. Obtain the curve for increasing values of 
field current only as this is the curve to be used in predeter- 
mination of regulation. Observe usual precaution in varying 
field current. 

In obtaining the first external characteristic (as <^ = 1) use a 
lamp bank or water rheostat for load, and, with alternator 
running at rated speed, adjust the field current until rated volt- 
age is obtained with full-load current flowing through armature; 
read terminal volts, load current, and field current. Keep field 
current at this value throughout test. Decrease load until 
about f rated current is flowing and read armature current and 
terminal volts. Take similar readings for i, J, and IJ of full- 
load current. 

For power factors other than one, a synchronous motor, 
driving a loaded D.C. generator, is to be used as a load. De- 
pending upon the value of field current supplied, a synchronous 
motor will draw either a leading or lagging current from its 
supply line. After the synchronous motor has been connected 
to the alternator, adjust the motor load until nearly full-load 
current is flowing from alternator. Then decrease the field 
current of the synchronous motor and adjust its load and also 
the field current of the alternator until the terminal voltage of 
the alternator is at its rated value, it is carrying full-load current 
and its actual load is 0.8 its apparent load (i.e., cos <t) = 0.8, 
lagging). 

Read terminal volts, load current, field current and watts of 
alternator. Keep alternator field current constant at this value. 
Decrease the load on synchronous motor until about f full- 
load current is flowing from alternator, readjust field current 
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of synchronous motor until cos ^ = 0.8 and take same set of 
readings as before obtained for full-load current. Take similar 
readings for ^, I and 1^ loads. (Zero load cannot be obtained 
when synchronous motor is used for load.) With full-load cur- 
rent on alternator and cos ^ = 0.8 (leading current), obtained 
by over-exciting the synchronous motor field, obtain the exter- 
nal characteristic of the alternator for a leading current, using 
al)out the same values of load current as before and maintaining 
a lending load current of power factor = 0.8. Then with the syn- 
chronous motor disconnected, obtain reading of tominal volts for 
■t^n> lojui (x»int« on the two load curves of power fiactor = .8. 

If a power-factor meter of suitable capacity is available the 
aiijxistmont of the ix>wer factor of the load may be accomplished 
by readings of this meter instead of by camputing the ratio of 
actual watts to apparent watts as described above. 

Oalculate the regulation of the altanator for the three dif- 
ft^rent Kvids u^^. 



EXPERIMENT XII. 

FULL-LOAD SATURATION CURVE, SHORT-CIRCUIT CURRENT (SYN- 
CHRONOUS-IMPEDANCE CURVE) AND ARMATURE 

CHARACTERISTIC. 

The full-load saturation curve of an alternator shows the 
relation between the field current and terminal voltage of 
machine when full-load current is flowing in the armature circuit. 
It will be very similar in form to the no-load saturation curve 
but will of course be lower than this curve, if plotted on the same 
curve sheet. The no-load saturation curve gives the total E.M.F. 
generated in the armature for different values of field current 
while the full-load saturation curve records, for corresponding 
values of field current, the vector difference between the gener- 
ated E.M.F. and the impedance drop in the armature due to full- 
load current. If the impedance of the armature remained 
constant for all values of field current then the actual difference 
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Fig. 22. 



between the no-^load voltage and the terminal voltage of the 

generator while it is carrying full-load current (for the same value 

of field current) would grow less with increasing values of the 

exciting current. This is readily seen from the vector diagram 

given in Fig. 22. At that value of field current which gives a 

terminal voltage equal to zero on the full-load saturation curve 

the no-load saturation curve gives a voltage nearly equal to the 

impedance drop in the armature, so that the difference between 

the two is practically the full-load impedance drop in the 
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armature; but at higher values of excitation the vector subtrac- 
tion of the impedance drop has much less effect on the terminal 
voltage. The above vector diagram is constructed on the as- 
sumption that the load on the alternator, when the full-load 
saturation curve is taken, is noninductive, the condition under 
which this test is to be run. If the load were inductive the above 
remarks about the difference between no-load and full-load 
saturation curves would be true only when the phase angle of 
the load is less than the phase angle of the armature circuit. 
If the external circuit has the same power factor as the armattire 
circuit then the difference between the two curves would be the 
same for all values of field current. 

As a matter of fact the armature impedance decreases slightly 
from no excitation to full excitation and more quickly for higher 
values of flux density. The reason for this lies in the fact that 
the armature teeth form a large part of the path of the leakage 
flux to which the armature reactance is due. The teeth carry 
the normal flux of the machine as well as the leakage lines and 
as soon as the sum of these two fluxes becomes so large that the 
teeth are more or less saturated then the reluctance of the path 
of the leakage lines increases and so the armature reactance 
diminishes. 

The short-circuit-current curve gives the relation between the 
current in the armature when short circuited and the field cur- 
rent. It is obtained by short circuiting the armature through 
an ammeter (of range about 100 per cent overload for the alter- 
nator) and gradually increasing the field current until the safe 
carrying capacity of the armature is reached, a series of readings 
being taken of armature current and field current. Under these 
conditions it is quite evident that all of the voltage generated 
in the armature is used up in overcoming the armature impedance 
drop. The impedance of the armature will vary with the fre- 
quency; as the data from which this curve is plotted are taken 
as normal frequency of the machine, it is called the synchronous- 
impedance curve. 

The impedance of the armature is generally calculated from 
the data of this curve. For any value of the short-circuit 
armature current the field current is obtained; the generated 
voltage due to this field current is taken from the magnetization 
curve; this generated voltage divided by the short-circuit current 
is called the synchronous armature impedance. 
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The value of impedance so obtained is far from being the true 
armature impedance for several reasons. Even at the highest 
value of armature current permissible in this test, the armature 
teeth are generally far from being saturated because the field 
current has a low value. Also in discussing the reactions which 
occur in an alternator it will be shown that a lagging current 
demagnetizes the field, the demagnetization being the greater, 
the larger the lag angle. Now the armature voltage on short 
circuit is nearly all used up in overcoming the reactance drop, as 
the reactance is much the larger part of the armature impedance. 
Hence on short circuit the current lags almost 90° behind the 
generated E.M.F. and so will demagnetize the field to a consider- 
able extent. The E.M.F. taken from the magnetization curve 
will be much larger than the E.M.F. actually generated in the 
armature when short-circuit current is flowing and so the arma- 
ture impedance obtained by this method will be too large. 

Another method of getting the synchronous impedance is to run 
the alternator as a synchronous motor and over-excite its field 
so that the current leads the impressed E.M.F. by nearly 90°. 
Under such conditions the impressed voltage and induced voltage 
are nearly 180° apart and the IZ drop is obtained by subtracting 
the terminal volts from the induced voltage. The induced 
voltage is obtained from the magnetization curve of the machine 
for that value of field current which is required to bring about 
the above-stated relation between impressed and induced volt- 
age. In this method also no account is taken of the fact that 
the field is demagnetized by the armature current and as the field 
is super-excited the teeth are more saturated than under normal 
conditions. As the first effect would give too high a value for 
Z and the second too low a value this method probably gives 
results as nearly accurate as any other method which might be 
employed. 

Also the value of Z measured will vary according to the space 
position of the armature in respect to the phase of the current. 
If a coil side happens to be under a pole face at the time the 
current through it is a maximum, different value of Z will be 
obtained than if the coil side was in the open space between 
adjacent poles when the current was a maximum. 

From the foregoing it is evident that the synchronous im- 
pedance of an alternator is a somewhat indefinite quantity and 
that its measurement involves some rather violent assumptions. 
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Many writers treat it as a fictitious quantity which may "be 
used to predict the alternator regulation, and this is probably 
the most logical way of treating it. 

The armature characteristic shows the relation between field 
current and load current, keeping the terminal voltage constant 
at its rated value for all loads. If the magnetic circuit is not 
near saturation this curve will be a straight line, otherwise (as 
e.g., when the no-load voltage is somewhere near the knee of the 
magnetization curve) the curve will be concave upward, it 
taking a greater increment of field current for a given increase 
of load current near full load than near no load. The curve 
gives the engineer an idea of what duty the exciters will have, 
how much they should be compounded, etc. 

To get the full-load saturation curve a noninductive resistance, 
which may be varied from zero to a value equal to the rated 
terminal voltage of the machine divided by full-load current, is 
connected across the armature terminals in series with an am- 
meter; this resistance must be capable of carrying full-load 





Fig. 23 

current of the alternator throughout its range. A suitable volt- 
meter is connected across the armature terminals as shown in 
Fig. 23. The field is excited by potentiometer connection 
because the current is to be varied throughout a wide range. 
The same set-up of apparatus is to be used for all three curves, 
and speed is to be kept at rated value for all three tests. For 
the full-load saturation cut out all of the resistances in the arma- 
ture circuit and gradually increase the field current from zei'O 
until full-load current is flowing through the armature. Read 
armature current, field current and terminal voltage (which will 
be zero for this adjustment of load). Put some resistance in 
the armature circuit and adjust this resistance and field current 
until rated current is flowing in the armature and the voltage at 
terminals is about | of the rated value for the machine. Take 
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same readings as before. Again increase load resistance and 
field current to give about J of rated voltage with full-load 
current flowing. Continue this until about 25 per cent above 
rated voltage of machine is reached. 

For the short-circuit-current test reduce the field current to 
zero and then the load resistance to zero. Leaving the load 
resistance short circuited, increase field current until the short- 
circuit current is 25 per cent full-load value. Read field current 
and armature current. Increase field to give 50 per cent rated 
current in armature and again take readings. Continue until 
armature current is 150 per cent full-load value. The resistance 
of the external circuit must be reduced as low as possible for this 
test, large cables should be used, all connections well made, etc. 
Why? 

To get the armature characteristic, adjust the field current to 
give rated voltage at no load; read value of field current and 
voltage of armature. Put on about J load, using noninductive 
resistance for load, readjust field current (increasing its value 
only; if the proper value is exceeded, decrease the current to a 
small value and bring back to the desired adjustment) to give 
rated terminal voltage, and read field current, load current, and 
terminal voltage. Continue to 25 per cent overload for alter- 
nator. Make a similar run using an inductive load of cos = 0.8. 

Plot all curves on the same sheet, using for the first curve 
terminal volts as ordinates and field current as abscissae; for 
the second curve, volts on open circuit (to be obtained from 
magnetization curve and field current read in this test) as 
ordinates and armature current as abscissae; for the armature 
characteristic use load current as abscissa and field current as 
ordinates. 

Could the armature characteristic for load of cos = 1, 
obtained in this test be used to determine the capacity of the 
exciter for the alternator, if the alternator was to be used for 
ordinary commercial loads, such as a central-station load? 

Specify a suitable rheostat for the alternator field, assuming 

Note, — It has been stated above that practically all of the armature im- 
pedance consists of its reactance component. A convenient method of test- 
ing this fact is to short circuit the armature with a low value of excitation on 
the field. Now vary the speed of the alternator through a wide range (do not 
nin at more than 125 per cent of rated speed), keeping the excitation constant, 
and read the current circulating in the armature. Account for observed facts. 
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the field is to be supplied from a D.C. line of proper voltage for 
the given field and the load on the alternator is to be a mixed 
one, induction motors, lights, etc. 

If the armature impedance remained constant what would be 
the short-circuit current of the alternator with normal excitation? 



EXPERIMENT XIII. 

METHODS FOR PREDETERMINING THE EXTERNAL CHARACTER- 
ISTICS OF AN ALTERNATOR, 

In the previous tests upon the alternator it has been shown 
that the drop in terminal voltage with increase of load is due to 
two effects, first, the actual impedance drop caused by the 
resistance and reactance of the armature; second, the effect 
of the armature current upon the field strength. The drop in 
terminal voltage can, therefore, be completely accounted for by 
considering first the voltage drop due to impedance and secondly 
the change in magneto-motive force due to the armature ampere 
turns reacting upon the main field. If, however, the whole 
effect is treated either from the standpoint of E.M.F. or of 
M.M.F. the external characteristic may be predicted with sufii- 
cient accuracy for loads of P.F. = 1, under which condition of load 
the armature reaction tending to change the field strength of the 
alternator, is negligibly small. Where it is important that the 
effect be calculated more closely than either the E.M.F. method 
or M.M.F. method permits, then a more complicated method 
of treatment is adopted in which each of the components of the 
fictitious " synchronous impedance '' is dealt with separately. 

The value of these methods of predicting the regulation of an 
alternator is realized when it is remembered that the regulation 
of a machine is one of its most important characteristics and that 
it is practically impossible to actually load the larger machines 
with a load of any desired power factor. Also the energy used 
makes the actual loading of the machine an expensive method. 

The E.M.F. method of predicting the regulation gives results 
which are somewhat worse than the machine will actually give 
and so is termed the pessimistic method, while the M.M.F. 
method gives too close a regulation and so is called optimistic. 
For either method the two curves required are the short-circuit- 
current curve and the magnetization curve. 

The E.M.F. method will first be described as it is the most 
important; it illustrates the application of the vector diagram for 
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solving problems in A.C. work and exactly the same method 
may be used for predicting the regulation of transformers, trans- 
mission lines, etc., as is used here for the alternator. The 
fictitious ** synchronous-impedance drop '' is considered as 
though made up of two components, one in phase with the current 
and one lagging 90° behind it. The synchronous impedance is 
calculated as given in Experiment 12. The ohmic resistance of 
the armature being known by measurement with direct cur- 
rent, the synchronous reactance is calculated by the formula, 

X = yrW-~li\ 

Then to predict the regulation for a load of power factor = 1, 
the operation is as shown in Fig. 24. The phase of the load 
current is assumed as 01 and the rated full-load voltage, OjB«, is 
laid ofif along 01 to a suitable scale. The full-load resistance 
drop is laid off to the same scale and is shown in Fig. 24 by OK. 
With a radius equal to the value of the full-load synchronous 
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Fig. 24. 



impedance in volts, a circular arc is drawn as indicated by the 
dotted line. From R a line is erected perpendicular to 01, 
The origin is joined by a straight line to the intersection of 
this perpendicular and the circular arc, and this line OZ, repre- 
sents the full-load impedance voltage in its proper phase with 
respect to the load current. The vector addition of OEt and 
OZ gives the vector OB which represents the generated voltage 
at full load and which, in this prediction method, is assumed to 
remain constant for all loads. With as center and OB as 
radius, a circular arc is constructed as shown, and this curve 

is the locus of the generated voltage as the load varies. To 

OZ 

predict the terminal voltage at half load, take OZ' = -^r-' 

(because at half load the armature-impedance drop is half as 
great as it is for full load), construct Z'fi' parallel to 07, draw 
B'Et parallel to OZ^ and the half-load terminal voltage is given 
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by the vector OEt. At no load the terminal voltage is OE/'; 
for any other load the same construction is carried out, using an 
impedance drop proportional to the load assumed. The charac- 
teristic constructed from points obtained from the vector diagram 
will lie above that actually measured in- Experiment 11. 

The regulation for cos = 1, is given by the quotient 
{OB — OEt) -^ OEf The vector construction makes plain the 
process of predicting the regulation but will not generally be 
accurate enough, so that the problem is solved analytically. By 
reference to the vector diagram, it is seen that 



Regulation = (V(OEt + IRy + {IXy - OEt) -^ OEt. 

If it is desired to predict the regulation for a load having 
power factor other than one the method of procedure is indicated 
by Fig. 25. Here a load of cos <t> = 0.866 (0 = 30°) is assumed. 




Fig. 25. 

As before, the phase of the load current is assumed as 01. To 
predict the external characteristic for a lagging current the con- 
struction is as indicated by the full lines in Fig. 25. For a 
leading current of the same power factor the construction is as 
shown by the dotted-line construction. Because of the simi- 
larity of the construction to that used for a noninductive load, 
no further description is regarded as necessary. 
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Expressed analytical!}' in this case the regulation is given by 



^{QEt cos ^ + IR}' + (f)Et sin ^ + IXY - OE^ ^ OEt 

It will, of course, be found that the I^ging-Ioad current gives 
a much higher value of regulation than when cos = 1. 

If the regulation is desired for a leading current (a condition 
seldom found in practice) then the line OEt is laid off below the 
line representing current, and making the proper angle with the 
current. The construction is otherwise the same; solved analy- 
tically the regulation is given by 

V{OEt cos + IR)^ + {OEt sin - IX)^ - OEt ^ 0£«, 

and if the load current is assumed to lead more than a few degrees 
the regulation becomes negative, i.e., the full-load terminal 
voltage is greater than the no-load voltage for the same value 
of field current. 

The entire external characteristic may be calculated from the 
above formulae by using for /, instead of full-load current, that 
current for which a point is desired on the external characteristic. 

In the M.M.F. method the magneto-motive forces, corres- 
ponding to the various E.M.F.'s, are combined vectorially. The 
magneto-motive force for a given coil is proportional to the 
current through it and so the current through a coil may be used 
as a measure of its M.M.F. If the magnetization curve of the 
alternator was a straight line, the E.M.F. would be directly 
proportional to the M.M.F. and the two methods of prediction 
would give identical results. 

In the M.M.F. method, the M.M.F. necessary to overcome 
*' synchronous impedance drop " is combined vectorially with 
the M.M.F. necessary to give the terminal voltage and the vec- 
tor sum gives the total M.M.F. which will all be effective in 
producing E.M.F. when there is no load on the alternator, i.e., 
no " synchronous-impedance drop '' to overcome. 

The M.M.F. necessary to overcome the impedance drop should 
really be considered in two parts, that to balance the IR drop 
and that to balance the IX drop. The procedure in this method 
will be understood by reference to Fig. 26. The phase of the 
current is given by the line 0.4. and the M.M.F. necessary to 
produce full-load reactance drop is obtained from the magnetiza- 
tion curve and is then plotted as 03/x. The M.M.F. necessary 



\ -.J 



THE ALTERNATING CURRENT GENERATOR 57 

to produce terminal voltage plus IR drop is plotted as OMt and 
the total M.M.F. is their resultant OM'x, By reference to the 
magnetization curve the total induced E.M.F. (i.e., open-circuit 
voltage) due to M.M.F., OM'x, can be found and so the regula- 
tion calculated. This vector problem may be solved analytically 

-Ifxt ^^i 
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Fig. 26. . 

in the same mannel* as was the E.M.F. diagram, also different 
power-factor loads may be dealt with in the same way. 

Both of these methods, it will be noticed, treat the armature 
resistance as purely ohmic, and treat the out-of-phase component 
of the synchronous impedance as due entirely to reactance. 
As a matter of fact the effective resistance of the armature is 
somewhat higher than the ohmic resistance due to the '' load 
losses " (see Experiment 15) and a large part of the out-of-phase 
component of the synchronous impedance is not reactance, but 
represents the demagnetizing action upon the main field of the 
armature ampere turns. 

A method is here given which considers all three effects which 
cause a change in the terminal voltage with change of load. 
These effects are the IR drop in the armature {R being the 
effective resistance), the IX drop, X being measured with 
normal excitation in the field, and the armature reaction. 

With such field excitation as gives rated terminal voltage on 
the alternator at full load, and the armature stationary, impress 
upon the armature an E.M.F. (from some outside source) of 
sufficient magnitude to force full-load current through the arma- 
ture. The frequency of this impressed E.M.F. is to be that 
at which the alternator is rated. Read current, volts and watts 
input to the armature. The reluctance of the path taken by the 
armature reactance flux varies with the angular position of the 
armature, as described in Experiment 15, hence these readings 
must be taken for several different angular positions of the arma- 
ture. Take readings at six positions 30° (electrical) apart, 
varying the impressed E.M.F. to give full-load current for each 
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portion of the armature. These readings are averaged and the 
average value of watta and voltage used to calculate Z and R of 
the araiature. Dividing the average watts by rated current gives 
full-load IR drop and this is plotted in phase with the current 
as shown in Fig. 27. With a radius equal to the average im- 
pedance voltage (from above test) a circular arc is constructed. 
^ .^ J, A perpendicular dropped from 
R to this arc intersects at Z, 
and OZ is then the full-load 
\ impedance drop, plotted in its 
proper phase relation with re- 
spect to the current. Of course 
OX gives the true armature 

" '' full-load reactance drop. The 

''*^- ^- normal values of impedance, re- 

sistance and reactance obtained from this test will be called 
Z, R and X. 

Now with about i-normal excitation obtain in the same way 
other values for these three quantities and call them Z', R' 
and X'. These values wiil be used in connection with the 
synchronous-impedance test to calculate the demagnetizing effect 
of the armature. 

Now using the value of full-load synchronous impedance as 
determined in Experiment 12, the effect of armature demag- 
netization is obtained by vector 
diagram as shown in Fig. 28 The 
full-load resistance drop is plotted 
as OR' and the full-load reactance 
drop as OX'. These values of R' 
and X' are for the low excitation. 
OZ' is full-load impedance drop. 
Inscribe an arc with radius equal 
to full-load synchronous- impedance 
drop and continue R'Z' to inter- 
sect this arc at V. Construct V¥ " f a 28 
parallel to Z'O and VY is then the 

maximum value of the armature M.M.F, measured in terms of 
E.M.F, at low saturation of the field. 

Although it is difficult to obtain a mathematically exact 
formula for the armature demagnetizing effect the following 
approximate formula may be logically deduced, D = D„ sin 0, 
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where Dm, represents the maximum value of the effect and 4> is 
the phase difference between the armature current and gene- 
rated E.M.F. and D is the actual demagnetizing action. We 

have, therefore, Z)» = -; — -• The proof of this relation may be 

sm^ 

obtained by making a simple assumption, then analyzing the 
integral effect of the armature currents on the field. The 
assumption to be made is this — that any distributed phase 
winding can be represented closely by a concentrated wind- 
ing having the same number of ampere turns. For instance, 
a three-coil per phase winding of one turn per coil, carrying 100 
amperes, shall be represented in our discussion by the middle 
coil only, and the middle coil shall be supposed to carry 300 
amperes. Such a redistribution of the armature coils would, 
of course, mean much larger reactance per winding, but we are 
interested in this discussion only in the M.M.F. produced by 
the armature ampere tiu'ns and the above assumption is not 
far from the actual fact; the flux produced by the two windings 
would be nearly the same. 

So that we shall suppose on the armature of a single-phase 
machine only one coil; a three-phase machine will have three 




Fig. 29. 

coils, etc. Considering a bipolar single-phase machine as shown 
in Fig. 29 and designating by <t> the angle between the current 
and generated E.M.F. in the coil, we have: 

i =Im cos (a — 0), where a = (at, 

therefore, the M.M.F. of the coil, 

OM = Kim cos (a — 0). 

By resolving this M.M.F. in directions parallel and perpen- 
dicular to the axis of the main field we get the instantaneous 
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values of the demagnetizing and cross-magnetizing effects of the 
armature currents. 

Demagnetizing action = OA = Kim cos (a — <l>) sin a; 
Cross-magnetizing action = ilAf= Kim cos (a — 0) cos a. 

To get the complete effect of these actions they must be int - 
grated throughout a cycle. 

Demagnetization = M.M.F/ = Kim J cos (a — <l>) sin a da. 



1 

r 



Cross-magnetization = M.M.F." = Kim I cos (a — 0) cosa da. 

T 

Ki r^ 

Average value of M.M.F/ = — - I cos (a — 0) sin a da 

Kim r^ Kim r* 

= — - I cos a sin a cos da H I sin^ a sin da 



2 "1 



Kim r ^^ _L_^^- r • j^ cos2a\^ 

= / cosa sm a cos 0daH i sm0(- — Ida 

TT J_» T J_T \2 2 / 

= < sm^ a cos , + sm^ a cos + — 9 — » "^ 

ta sin 0l 2 _ [" sin 2 a sin 1^ _ fsin 2 a sin ipll ) 

= ^— U-COS0+COS01+ (4) 

IT ( 

r!LiJ5*+!L5^1 + [0-o] 

IT Z 

In the single-phase alternator, therefore, there does exist an 
effective demagnetizing action and this action is directly pro- 
portional to sin 0, where is the phase displacement of generated 
E.M.F. and the current / in the coil. 

It is also interesting to notice the meaning of the expression 

marked (A); while the coil passes from position — ^ to ^ this 

term changes its sign from - to +. In the single-phase alter- 
nator there is, therefore, the pulsating M.M.F. which tends first 
to weaken and then to strengthen the main field. This action 
of the armature produces eddy-current losses in the pole faces 
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of the machine but does not afifect the average strength of the 
alternator field to a noticeable degree.* 

The efifective value of the cross-magnetization in the single- 
phase machine may be obtained in a manner similar to that used 
for M.M.F/ We have 

Ki r^ 

M.M.F/' = — - I (cos^ a cos — cos a sin a sin 0) da 

KI 



V . , . . , a COS A , cos 2 a cos d)] i 

= ^ Kim cos 0. 

In the case of the three-phase machine we must replace the 
actual distributed phase windings by three *' equivalent '' coils 
120° apart. Using part of the previous expansion we may 
immediately write down for the demagnetizing action of a three- 
phase armature, carrying equal currents in the three phases. 

KI r^ 1 

M.M.F.' = — - I ] [cos a sin a cos + sin^ a sin 0] + 

IT t/ «" f 

cos («+ ~^) sin la+ -^j cos + sin^ (« + -^j sin + 
cos(a + -^)sinf a + -j^jcos0 + sinMa+-^ da 

Kim r A ' ^ ( . 27r\ . / ^27r\ , 

= — - I COS0 jcosasma+ cos(a + -Y)sm(a + -^1 + 



cos 



(„+^)sin(a+^)|da 



-\ I sin 0pin'a + 8in*(a+-^j+sinMa + -^]^rf«- 

Expanding the expression in the bracket of the first integral we 
get cos a sin a = cos a sin a 

cos(a+^)sin(a+^)= jcosa(-i)-sina(-2^)j 

X U - ^ j sin a + f-^jcos a 

* For experimental proof of the presence of this pulsating armature reac- 
tion, see Appendix, Plate 5. Plates 16, 17, and 19 also show the same effect. 



COS a 
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__ cos a sin a _^ V3 cos^ a. VS sin^ a. _^ 3 sin a cos a 
4 4 "^ 4 4 

co8(a+^)sin(a+^)=j(--^)cosa-(-^)sinaj 

xl(-|h«+(-^) 

_ COS a sin a VS cos^ a __ Vs cos^ ^ __ ^ ^^^ " ^os a 
■" 4 ' 4 4 4 

The sum of the right hand members of the last three equations is 
zero. By comparison with the form of expression obtained for the 
single-phase alternator we see that the first integral in the above 
expression for demagnetizing action is that one which, in the 
single-phase machine, represented the pulsating component of 
the demagnetizing action. As this integral does not exist in 
the three-phase machine (owing to the fact that the above sum 
reduces to zero) we conclude that there is no pulsating armature 
reaction in the three-phase machine. 

The last integral must still be evaluated and we do this by 
first expanding the various terms. 



. , 1 cos 2 a 

sm^ a = - — 



sin^ 



2 2 

cos 2 
"2 



(-¥) 



sin^ 



r+"3"j = 2 2 — 



so that 

KI 
'J 



I- r ■ J ■ 2 1-2/ J^27r\ , . J ,4:t\). 



■JT 
»2 




Kim /^ 3 . , , 

= f p: sm (baa — 

2 



^ cos 2 
cos 2 a 

* r 




2 
M.M.F.' = Demag. action = ^^^^^ X ^ sin =^ImK sin 0. 
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By an exactly similar process we may obtain the cross-magnetl- 
zatioQ and shall find that M.M,F," = | K/^ cos ^. 

The absence of the pulsating term in the balanced polyphase 
machine might have been surmised when it ia remembered that 
the polyphase currents on the armature produce a uniform 
magnetic field which revolves backward on the armature at 
synchronous speed, so that whatever effect it produces must be 
stationary in space because the armature is turning forward at 
synchronous speed. 

Now in Fig. 29 it is evident that the value of the demagnetiz- 
ing action in the synchronous-impedance test isZ'V, and that 







|::::^7^::-^--^:l::;:;: 






-pl-"^?|j + T^ + ::::::: 



Magneto .motive [area 
Fig. 30. 



the angle between generated E.M.F. and current is *. Hence 
the maximum value of the armature M.M.F. (in terms of volts at 

Z'V 

low saturation of field) is equal to VY because VY = — 

^ sm 1^ 

This M.M.F. is now to be changed to its equivalent in volts at 

□onnal saturation of the alternator field. Referring to Fig. 30 

(which gives the magnetization curve of the alternator) we have 

OA = D (max. demag. action in volts at low saturation). 

OD = equivalent M.M.F. 

OE = normal excitation of field. 

EF = OD. 



Then BC = max. demag. action i; 
of field. 



volts at normal saturation 
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The vector diagram for external characteristic prediction is 
now constructed as shown in Figs. 31, 32, 33, which are for 
PF = 1, P/^= 0.8 (leading) PF = 0.8 (lagging) respectively. 

In these figures 

01 = phase of. load current. 

OR = full-load IR drop (effective resistance at normal satura- 
tion). 

OX = full-load IX drop at normal saturation. 

OB = maximum demagnetizing effect in volts = BC of Fig. 30. 

OEt = rated full-load voltage. 
OBB' = EgOI = (t> = phase difference between generated voltage 

and armature current at full-load. 
EgEg' = OS' = OB sin = armature demagnetizing effect at 

full load. 
At full load the generated voltage is OEgy but at no load (the 
field current remaining the same) the generated voltage = OEg^, 



Non-inductive loud 
Fig. 31. 

because EgEg\ the amount of voltage neutralized at full load 
by the armature reaction, is not neutralized at no load, and so 
appears as generated voltage. 

As the load decreases, the armature demagnetizing action, 
OS, which is directly proportional to the armature current, 
decreases and the angle </> also decreases. These combined 
effects give for the locus of the generated voltage, not a circular 
arc through Eg, as was assumed in the other two methods of 
prediction, but the curve EgE/', The student may actually 
construct this locus or it may be closely approximated by first 
drawing through Eg\ an arc with as center. This arc inter- 
sects the line assumed as the phase of the terminal voltage at 
Et". By joining Eg to E/' with a curve of the form shown in 
the different figures the locus is obtained very closely without 
the trouble of so much construction as is necessary to get the 
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exact locus. Having thus obtained the locus of the generated 
voltage, the method of predicting the voltage for any load is the 




Load with Leading Current 



Fig. 32. 



same as for the E.M.F. or M.M.F. method. To get the terminal 

OZ 

voltage at § load, e.g., take OA = -h-, draw AC parallel to OEt, 

draw CE/ parallel to ^10 and the terminal voltage for half -load 
is given by OE/, 




Inductive Load 
Fig. 33. 

Using the same alternator as was tested in Experiment 11, 
and 12, make all necessary measurements to predict, by the three 
methods given in this analysis, the external characteristic. Plot 
the entire characteristic by the last method, for loads of the 
same power factors as used in Experiment 11. Indicate on the 
curves so constructed the points actually obtained in Experi- 
ment 11. 
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On another sheet plot the entire characteristic by the E.M.F. 
and M.M.F. method for the same power factors. By compari- 
son with the results of Experiment 11, see whether these methods 
are pessimistic and optimistic as stated? 

Calculate from results obtained by these two methods the 

, , . . /no-load voltage — full-load voltageX .. i j r 

regulation, i.e. , „ f — -, j- ^- , for loads of 

^ \ full-load voltage /' 

all three power factors used in Experiment 11. How do these 
results compare with the actual test results and with those ob- 
tained by the third method of prediction? 



EXPERIMENT XIV. 
EFFICIENCY OF AN ALTERNATOR BY RATED MOTOR. 

The most direct method for measuring the efficiency of an 
alternator (or any generator) would be to actually load the. 
machine, obtain the output by reading the electrical instruments 
in the load circuit and measure the mechanical input by means 
of a cradle or transmission dynamometer. Of course, this 
method for getting the efficiency of an alternator is only to be 
used with small machines; with large machines the cost of the 
power consumed while conducting the tests becomes important. 
Also the question of proper loading facilities for large machines 
brings up difficulties from the electrical side of the test and 
the measurement of the power input by dynamometers, etc., 
presents mechanical difficulties. So for testing the efficiency of 
large machines one of the various " loss " methods is used. 

For small machines, however, the input-output method is 
simple and direct; but instead of using a dynamometer to 
measure the input we may drive the alternator by a motor, and, 
when the various motor and transmission losses are known, the 
alternator efficiency can be calculated by reading the electrical 
output of the alternator and electrical input to the driving motor 
for various loads. This is termed the ^' rated motor " method. 

When a certain load is put upon the alternator the input to 
the driving motor will be larger than the alternator output, due to 
three general losses which occur in the combination of machines 
— alternator losses, belt-transmission losses (this factor will 
be zero if direct coupling of machines is employed) and motor 
losses. From this it is evident that if the motor input is read 
and motor losses and transmission losses are subtracted from 
this reading then the difference will be the input to the alter- 
nator. By this method the efficiency formula becomes: 

—^ . alternator output 

"" motor input — (motor losses + transmission losses) 

-f- alternator-field loss. 
67 



68 ALTERNATING CURRENTS 

The losses in belt transmission and their variation with load are 
not easily separated from the alternator losses and they will, 
therefore, be assumed constant and equal to (A) * per cent of the 
alternator input at no load. 

The motor losses consist of field PR loss, independent of load, 
armature PR loss varying with load, and stray-power losses, 
involving eddy-current losses and hysteresis in the armature core 
and pole faces, bearing and brush friction, windage, etc. These 
losses, while they probably do change somewhat with the load, 
will be reckoned constant. Hence the only variable loss to con- 
sider in the motor is its armature PR loss. If the motor used 
has copper brushes, the armature resistance may be treated as 
constant, but when carbon brushes are used the resistance of the 
armature circuit changes very much with the current flowing 
through it. The resistance decreases with increase of current, so 
that if the armature resistance were measured at a small value of 
current and this resistance were used to calculate the full-load 
PR loss in the armature, much too high a loss would be obtained. 
The resistance of the armature must, therefore, be measured with 
various values of current from small values to 125 per cent of 
full-load current of the motor. From this data a resistance- 
current curve is constructed and in calculating the PR loss for 
any particular value of current, the proper value of R must be 
obtained from the curve. 

It has been stated that the hysteresis and eddy-current 
losses in the motor (for a constant motor speed) may be 
treated as a constant. This statement, as well as the one 
regarding a constant PR loss in the field, is correct because 
during the test the motor field current is to be maintained 
constant. 

But the alternator must be run at its rated speed for all loads 
and the motor would naturally slow down as its load increases. 
The motor speed would ordinarily be adjusted by weakening its 
field current, but the field current is to be kept constant. Hence 
the armature circuit of the motor must contain a low, variable, 
resistance which can be cut out as the motor load increases, so 
that the alternator speed can be held at a constant value. This 
resistance should give, at light-load current, a voltage drop equal 

* The factor A varies so with different belting that no definite value can 
be assigned, but the instructor must use his judgment for individual instal- 
lations. 
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to about 10 per cent of the rated voltage of the motor and must 
be capable of carrying for a short time such motor current as 
will run the alternator at about 25 per cent overload. 

With connections as designated in Fig. 34, and the alternator 
running light (field excited) adjust the resistance in series with 
motor armature until it uses up about 10 per cent of the impressed 
voltage of the motor. Then adjust the motor field rheostat 
until the alternator is running at its rated speed and keep the 
motor field current at this value throughout the test. With 
the alternator running at rated speed get motor speed. 

Take off belt (or coupling), run motor at this speed, having its 
field current at the value just determined, read input to motor 



■@ — wvw 



D.C. Supply 

o 




Load 



Fig. 34. 

armature. These readings are to be used in calculating the 
alternator input, as indicated below. After these readings have 
been obtained the alternator is again connected to its driving 
motor. 

Keeping the alternator terminal voltage and its speed con- 
stant, vary its load (use noninductive load) in steps so as to get 
0, i, 2> if 1 and IJ times its rated load. For each adjustment of 
load, read volts and amperes alternator load, amperes in alter- 
nator field and voltage of line supplying the field current, motor 
field current, motor armature amperes and volts and alternator 
speed. By '* fall of potential " method obtain the resistance of 
the motor armature for several values of current covering the 
range of current used by the motor during the test. 

If PT' = watts input to motor, alternator disconnected. 

/i = amperes input to armature of motor, alternator 
disconnected. 
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TT" = watts input to motor at some particular alternator 

load. 

1 2 = amperes in motor armature alternator at the same 

load. 

Ra = resistance of motor armature, alternator dis- 
connected. 

Ra' = resistance of motor armature, alternator loaded. 
Then the alternator input at this particular load will be 

Draw armature resistance curve using current as abscissa. 
Calculate alternator efficiency for the loads used above and con- 
struct efficiency curve through the points obtained. 



EXPERIMENT XV. 

EFFICIENCY OF AN ALTERNATOR BY THE "LOSS" METHOD. 

The efficiency of any machine is expressed by the formula: 

T^rr* . Output 

Efficiency = -:j^ — ^—r • 

The utilization of the efficiency formula in this form necessi- 
tates the measurement of both output and input at the different 
loads for which the efficiency is desired. As this method is many 
times impracticable and expensive, the efficiency of a machine 
is generally determined by use of the formula: 

Output 



Efficiency = 



Output + losses in machine 



It is seen that this is merely a different way of putting the 
same formula, because input = output + losses. 

The use of this formula for the determination of efficiency is 
more convenient than the previous one; a more important 
reason for its use in laboratory tests, however, is that all the 
different losses in the machine must be separately determined. 
Thus the action of the machine must be fully analyzed to find 
out how the different losses compare in magnitude, how they 
vary with the load, etc. In using the first formula given, the 
action of the machine itself need receive no attention whatever; 
the only measurements involved are the two powers, input and 
output, and so the test is of little educational value. 

In the " loss " method the various losses are plotted in the 
form of curves, using load current as one variable and losses as 
the other. From the separate loss curves, a total loss curve may 
be obtained. Then for a certain output, the efficiency of the 
machine is obtained by reading from this curve the losses for the 
assumed load and employing the formula: 

Output 



Efficiency = 



Output + losses 



fr-t 



72 ALTERNATING CURRENTS 

In the alternator the different losses are field PR loss and field- 
rheostat PR loss; armature PR loss; windage, bearing and 
brush friction, hysteresis and eddy-current losses, all grouped 
under the name of "stray power;" and extra iron loss designated 
the " load loss." Of these losses the stray power increases 
slightly with the load, the field and rheostat loss increases to a 
slight extent, the armature PR loss increases with the second 
power of the load and the load loss increases with some power 
lower than the second. 

As the alternator is supposed to be a constant-voltage machine, 
and as it has been shown in Experiment 12 that the field current 
must be increased to maintain constant voltage as the load 
increases, it is quite evident that the field loss will increase with 
load. If the armature characteristic of the machine under test 
has already been obtained the curve of field and rheostat loss is 
readily plotted by multiplying the values of field current by the 
voltage of the line supplying the excitation current. Of course 
the loss in the field rheostat must be charged to the alternator 
as it is one of the power losses necessary for the norinal operation 
of the machine. 

The stray-power losses will in part be independent of load and 
in part increase with the load. Air friction, bearing and brush 
friction are constant quantities within the limits of experimental 
accuracy; the iron losses, however, will slightly increase with 
load because the speed remains constant and the flux density 
increases with the load due to increase of field current. In this 
test the hysteresis and eddy-current loss will be considered con- 
stant and their increase will be measured as part of the load 
losses. 

The armature PR loss is ordinarily obtained by multiplying 
the square of the load current by the armature resistance as 
measured by direct current. As the load on an alternator 
increases, so does the leakage flux which encircles the armature 
coils. This flux, when the coil side is in the interpolar space, 
passes through a short path in the armature core through the 
teeth of the armature and thence completes its circuit through 
air as illustrated by Fig. 35. As the coil side moves under a pole 
the pole face forms part of the path of this flux and the flux 
increases because the pole face offers less reluctance than the air 
path. This variation in the magnetic reluctance, combined with 
the regular alternation of the current causes hysteresis losses in 
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the teetb (other than those produced by the main field flux 
variation in the teeth). Also as these leakage Unes utilize the 
pole face for part of their path, and as they move across the pole 
(ace due to the motion of the armature, hysteresis and eddy- 
current losses are caused in the pole faces. 

As a matter of fact, when the coil side comes under the pole 
face the leakage lines do not exist in the form shown in Fig. 35, 
but the magneto-motive force of the coil brings about a shifting 




of the main field. The armature ampere-turns produce a croas- 
magneto-motive force, concentrating the main flux in one or the 
other pole tip. In polyphase alternators this cross M.M.F, is 
practically constant in direction and magnitude for a given load 
current so that in this type of machine the field is constantly 
distorted in one direction; in the single-phase machine, however, 
the effect is an alternating one, changing in magnitude and direc- 
tion. It results in a surging of the field flux from one pole tip 
to the other, thus producing eddy currents and hysteresis losses 
in the pole faces. The amount of surging is limited by the eddy 
currents; if it is desired to keep this amount of surging very 
small, the paths for the eddy currents are made of low resistance 
so that, for a given shifting of the flux, the eddy currents are as 
great as possible. For the purpose of limiting this field surging 
in machines where it may produce bad effects {as in synchronous 
motors and rotary converters) heavy copper grids are imbedded 
in the pole face to furnish low resistance eddy-current paths. 

The various iron losses which are caused by the armature 
current are grouped under the name " load losses." The 
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ordinary methods of measuring these load losses are purely em- 
pirical, and the accuracy of the results obtained is much to be 
doubted. 

It is common practice in laboratory tests to short circuit the 
armature and excite the field sufficiently to cause full-load 
current to flow through it. The energy used up in the armature 
and pole faces is measured by a *' rated motor." The ohmic 
PR loss in the armature is subtracted from the value obtained 
and the load loss is reckoned as ^ of the remainder. The 
fraction \ is purely arbitrary. It is easy to see that the full 
value of the remainder could not be taken as the load loss be- 
cause the test is made under a very low value of excitation, under 
which condition the armature reaction on the field will have 
much larger effect than when the field is more nearly saturated. 

It is proposed in this test to modify the ordinary method of 
obtaining armature PR loss and load losses by a method in 
which the conditions approach actual load conditions more 
closely than in the test commonly employed. At the same time 
the increase in hysteresis and eddy-current loss due to increasing 
field current will be measured and included as part of the arma- 
ture PR loss and load loss. 

The method here proposed for obtaining the hysteresis and 
eddy-current losses (of constant value) and the armature PR 
and load losses will probably not be considered commercially im- 
portant, because, although very little power is required for the 
test, an A.C. service is required which has the same voltage as 
the machine rating and a current capacity equal to full-load cur- 
rent of the machine; generally such service will not be at hand. 
The method is applicable to laboratory tests, however, and is 
carried out as follows: 

Adjust the value of alternator field to normal value, no load. 
Run the machine as a synchronous motor, unloaded, and adjust 
the impressed voltage until the P.F. of the motor is unity. The 
watts input under these conditions gives the stray power -}- 
armature PR -\- a small load loss which will be included with 
the stray power. From the watts input under these conditions 
subtract the armature PR (ohmic) and call the remainder stray 
power which will be regarded as constant for all loads. 

Now increase the field current of the machine to its proper 
value for J load, as obtained from the armature characteristic 
for load of P.F. = 1 in Experiment 12. Increase the impressed 
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voltage until J-full-load current is reached in the armature 
(machine still running as an unloaded synchronous motor) and 
read the watts input. Under this condition the armature current 
will lag behind the impressed E.M.F. and will tend to magnetize 
the alternator field, so the input will be larger than it should be 
for P.F. = 1. To get rid of this error in the measurement leave 
the value of alternator field at its proper J-load value, and de- 
crease the impressed E.M.F. until J-fuU-load current again flows 
in the armature, the current now leading the impressed E.M.F., 
and read the watts input to the armature. With this condition 
the armature current will tend to demagnetize the alternator 
field, making the input less than it should be. Average the two 




E' E 



Fig. 36. 

values of input obtained for \ load, subtract the " stray power " 
and the remainder will be (armature PR + load loss) for this 
value of load current. 

It has been shown in a previous experiment that the armature 
reaction of a synchronous machine will magnetize the field if the 
current leads the generated E.M.F. and will demagnetize the field 
if the current lags behind the generated E.M.F. 

That the armature current does lead the generatedE.M.F. when 
the alternator (running as a synchronous motor) is generating 
an E.M.F. less than the impressed may be readily shown by vector 
diagram. That the current taken from the line by the machine, 
when the line E.M.F. is less than the generated E.M.F., lags be- 
hind the generated E.M.F. may also be shown by vector diagram. 
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In Fig. 36, Em represents the generated E.M.F. in the armature of 
the alternator (running as a synchronous motor) . The impressed 
E.M.F. is given by Eg and the resultant of the two by J5r. 
The load on the motor is constant and is supplied by an elec- 
trical input of (EmX OA) where OA represents the current for 
that value of impressed E.M.F. which makes the input current a 
minimum. If the impedance and armature constants are known, 
Er (the voltage necessary to overcome the armature impedance 
drop when current OA is flowing) may be plotted in proper phase 
and magnitude. If Z = armature impedance, 

and tan 6 = -^ 

tCa 

then for any magnitude and phase of armature current the neces- 
sary impedance voltage may be plotted. 

If is the angle between the current and E^ reversed in phase, 
it is evident that for armature current, /«, the condition which 
must hold is, Emla cos = constant. 

Hence, if in Fig. 36 the phase of Em is fixed, the locus of the 
armature current must be the line FD. The value of quarter- 
load current is OB (= OC), and the quarter-load excitation 
produces an E.M.F. = Em'- The necessary impedance voltage 
is E/ and the impressed voltage is either OEg or OEg' . Then 
with a motor voltage of EJ ^ either OEg or OEg* may be im- 
pressed on the motor and J-load current will flow through the 
armature. But current OC will demagnetize the field and the 
current OB will magnetize the field and these two armature 
reactions will be equal in magnitude (as = 0'). Hence the 
input with impressed voltage = OEg will give the proper PR 
loss for \ load but the core loss will be less than it should be by 
an amount = X. When the impressed voltage is OEg' the I^R 
loss will again be correct but the. core loss will be greater than it 
should be by approximately the same amount X, (This reason- 
ing is on the assumption that the field and armature are not 
operated near the saturation point.) 

Hence the average of the two inputs, when the impressed 
E.M.F. is OEg and OEJ' will give the proper PR loss and the 
proper core loss, part of which is the load loss. 

Increase the alternator field to its proper value for \ load. 
Increase the impressed E.M.F. until ^-full-load current is flowing 
in the armature and read input. Then decrease the impressed 
E.M.F. sufliciently to give the same value current leading the 
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impressed E.M.F. and again read input. Calculate (armature 
I^R + load loss) as before. Obtain similar readings for f , 
full, and \\ full load. 

Measure the ohmic resistance of the armature. Calculate the 
armature PR loss, and, so by differences, obtain the load loss for 
the various loads. 

Plot on one sheet of section paper the field circuit PR loss, the 
stray power loss, the armature PR^ the load loss and also the 
total loss curve, all curves being plotted against amperes ouput 
as abscissa. Construct the eflSciency of the alternator for |, J, 
i, I, full and \\ full load at P.F. = 1. Compare with the eflS- 
ciency obtained by the rated motor test. Which method is 
the more accurate and which is preferable for testing large 
machines? 



EXPERIMENT XVI. 
PARALLEL OPERATION OF ALTERNATORS. 

The question of series or parallel operation of alternators has 
become important with the present practice of power generation. 
Nearly all large stations generate alternating current and in a 
single station are installed many generators. The possibility 
of operating the generators as separate systems, keeping one or 
more feeders for a certain machine, decreases with the number 
of generators installed; also such service is unreliable and difficult 
to maintain. For reliability of operation and convenience in 
making repairs, etc., it is best to have all machines supplying 
power to the same bus bars and all of the feeders Connected to 
the same station bus. 

As the service for most light and power loads is required to b^ 
of constant potential it is evident that the alternators, if operated 
on a common bus, must be connected in parallel. If the dif^ 
ferent machines were connected in series the bus voltage would 
vary with the number of alternators supplying the load. 

Series operation of alternators on ordinary circuits is impossible 
unless the machines are rigidly coupled together, because if the 
load is at all unbalanced between the two machines they immedi- 
ately pull out of phase, until their E.M.F.'s are acting in opposi- 
tion instead of in series. The reason for this fact can be shown by 
constructing power curves as shown in Fig. 37. In the upper figure 
are given the E.M.F. waves A and 5, of the two machines, their 
combined E.M.F. acting in series C, and the load current Z>, which 
is taken as a lagging behind the E.M.F., C. It is assumed that 
the two machines were operating with their E.M.F.'s in phase and 
that for some reason B began to lag behind A a little. In the 
lower figure are shown the power curves for the two machines, 
constructed by using as ordinates the product of the current Z) 
and the voltages A and B, It will be seen that B, the machine 
which is assumed lagging, has more load than A\ this unequal 
division of the load will act to slow down B still more and allow 

A to speed up, making the distribution of load still more unequal, 
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utitil B is supplying whatever load there is and also supplying 
power to run A as a motor. This condition occurs when the 
two E.M,F.'8 are nearly 180° out of phase, when referred to each 
other. As they pull more out of phase the line voltage C de- 
creases until finally the voltage on the load circuit Is so low that 
the load supplied by the two machines is practically nothing. 




Fig. 37. 

It is, therefore, evident that series operation of alternators for 
loads where the current lags behind the generated voltage of the 
machines is not feasible, the operation being a case of unstable 
equilibrium. As practically all commercial circuits furnish a 
load where the current lags to some extent, it is seen that, even if 
series operation of alternators was desirable, the machines could 
only operate successfully if mechanically coupled together. If 
the current D {F\gir%&) was in phase with the voltage C, the 
operation would not be unstable, but the machines would not 
tend to maintain any special phase position with respect to each 
other; any phase displacement between the two would bring 
into action no force tending to hold the machines in the same 
phase. Hence any tendency of one driver to get ahead of the 
other would not be counteracted and the relative phases of 
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the E.M.F.'s, A and B, would change at random, thus causing the 
line voltage C to vary between zero and a maximum equal to 
the sum of the voltages of the two machines. 

By means of a vector diagram, the question of stability is 
easily investigated. In Fig. 38 are shown the three possible 
conditions, leading, in-phase and lagging load current. By sup- 
posing machine A to get ahead of B and then examining the 
distribution of load between the two it is seen that (a) with 









Fig. 38. 



lagging-current instability exists; (6) with in-phase current 
indifferent stability exists; and (c) with leading current the 
operation is more or less stable, depending upon the angle of 
lead. As this case is seldom met in practice it has little com- 
mercial importance. 

Machines operating in parallel are generally quite stable and 
satisfactory in their operation. If one machine speeds up, it 
immediately takes more of the load and so is held back. A 
complete analysis of the factors which affect the parallel opera- 
tion of alternators cannot be attempted here, but only those 
which are to be tested in the laboratory. 

When it is desired to connect another D.C. generator to the 
line to which power is already being supplied by other machines, 
the incoming machine is merely brought up to line voltage, 
tested for correct polarity and switched on to the line. It will 
then take its share of the load if its field excitation is properly 
increased. 

To switch an incoming alternator to the line is not such a 
simple matter. Before the switch may be closed three condi- 
tions must be satisfied. 

1. Machine voltage = line voltage. 

2. Machine frequency = line frequency. 

3. Phase of machine E.M.F., 180° out of phase with line 
E.M.F. 
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There is a fourth condition which must be fulfilled before the 
synchronizing switch may be closed, but as this condition can- 
not be affected by the operator it is not grouped with the other 
three, all of which are adjustable by manipulation of rheostats, 
etc. This fourth condition requires that the E.M.F. wave gene- 
rated by the alternator be similar in form to that of the line 
E.M.F. If the wave forms are dissimilar there may be a large 
interchange of current between the machine in question and the 
other machines connected to the line, and this wattless current 
circulating in the local path does no useful work but helps to 
heat the alternators. 

The cause of this circulating current may be seen by reference 
to Fig. 39, in which the line E.M.F. is shown by the full-line 
curve A, the generator 
E.M.F. by the dotted-line 
curve B and the difference 
between the two by the full- 
line curve C. The line 
E.M.F. is supposed to be 
approximately a simple sine 
wave while the generator is 
shown with a fifth harmonic. 
The unbalanced voltage con- Fig. 39. 

sists principally of this fifth 

harmonic, shown by curve C Now it is to be noticed that the two 
E.M.F.'s are such that both give the same reading on an A.C. 
voltmeter, i.e., they have the same effective values, and it is 
evident that this unbalanced voltage, shown by C, cannot be 
reduced to zero under any condition of field adjustment, etc. 
Now this voltage C will force a current to flow from the armature 
of the machine in question through the armature of the other 
machines connected to the line, in parallel. This circulating 
current not only produces unnecessary heating of the generators 
but, if of appreciable magnitude, may seriously affect the stable 
operation of the machine. It is likely to produce a tendency 
for the generator to " hunt,'' an effect which is explained in a 
later experiment.* 

The operation of closing the 'i^witch which connects the in- 
coming machine to the line, with the necessary adjustments of 

* For illustration of circulating current between two alternators, see Appen- 
dix, Plate 6. 
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voltage, speed, etc., to satisfy above conditions is termed "s3m- 
chronizing " the alternator. 

When the second condition is approximately fulfilled (by 
speed measurement or otherwise) the machine voltage is made 
equal to the line voltage by field adjustment. Then by some 
sychronizing device, as lamps or synchronscope, condition No. 2 
is satisfied more closely. By watching the synchronizing device, 
the operator can tell when the third condition is fulfilled and the 
switch is closed. 

The connection of lamps to be used for synchronizing is given 
by full lines in Fig. 40. The lamps used must each be built for a 

voltage equal to that of the 



Lamp 

-©- 



Line 



4 



^ 




Alternator 



Lamp 
Fig. 40. 



alternator (e.g., a 220-volt 
alternator requires two 220- 
volt lamps). These lamps 
complete the circuit consist- 
ing of the alternator arma- 
ture and the armatures of 
the other alternators already 
operating on the- line. The 
voltage acting on the lamps at any instant is equal to the differ- 
ence between the line voltage and machine voltage; if they are 
constantly equal and opposite this voltage is zero and so no 
current flows through the lamps and they remain dark. But if 
the machine frequency is not equal to line frequency the voltage 
on the lamps varies from a maximum (when the alternator and 
line act in series through the lamps) to zero, and so the lamps 
alternately glow and become dark. 

The reason for the intermittent glowing of the lamps becomes 
apparent when a vector diagram of the two E.M.F.'s acting in the 
local circuit is shown. Suppose that the two voltages are equal 
and that the line frequency is 60 and the generator frequency is 
61; then the vector relations of the two E.M.F.'s may be shown 
by assuming the line frequency equal to zero and the generator 
frequency as one cycle per second. In Fig. 41 the line E.M.F. is 
shown at OG. The generator E.M.F. is shown in different phase 
positions with respect to OG, these different phase positions of 
generator and line voltage taking place as the generator '* catches 
up " to the line voltage and then passes it, due to the higher 
frequency of the generator. The voltage acting on the syn- 
chronising lamps is, of course, shown by the vector OA, OA', 
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OA^'y OB J etc. The locus of the extremities of these vectors 
'will evidently be a circle with a diameter equal to the sum of 
the two E.M.F.'s. So that the E.M.F. acting on the lamps passes 
through all values be- 
tween the sum and E[ aL ^^ 

difference of the two \ ^^/ ^ "^^ 

E.M.F/s, a number of / \ ^ '^ / '^ '\ 

times per second equal ^SCT \ f Z**^^ \ \ 

to the difference of the / ^"""^^ ""- ^g J^j 

two frequencies. ^^»\^^<^ \ / 

In the middle of a \ \ ^\^^ \ / 

dark period the syn- \ \ ^^"^N / 

chronizing switch A ^^^^'' ^^" 

may be closed. Before 

the switch is closed the Fig. 41. 

voltages of the machine 

and line should be tested for equality and the frequencies 
should be so nearly alike that the period of the lamp is approx- 
imately five seconds. If the lamps are connected as shown 
by the dotted lines in Fig. 40, the proper time for closing the 
switch A is at the middle of a bright period. 

In general the alternators will not be of so low a voltage that 
the lamps may be directly connected between the bus and ma- 
chine as shown. Where the voltage is higher than 220 volts a 
small step-down transformer is used for supplying current to 
the lamp, the primary of the transformer being connected 
where the lamp is shown in Fig. 40. Instead of using two 
transformers and two lamps, one lamp may be used and a 
small transformer fitted with two high-voltage windings and one 
low-voltage winding on a middle leg of the iron core. The con- 
nections for this method of using a synchronizing lamp are shown 
in Fig. 42, the synchronizing switch being shown at A and the 
transformer and synchronizing lamp at B. The transformer 
is so connected to the line and generator that when the two 
E.M.F.'s are in opposition practically no magnetic flux passes 
through the center leg of the core; the magneto-motive forces of 
the coils on the outside legs being in such relative directions that 
nearly all of the flux passes aroimd the core through the outside 
legs and so induces no E.M.F. in the lamp circuit. If, however, 
• the two E.M.F.'s are in phase (i.e. 180° from the proper phase 
for synchronizing) then the direction of the flux is as shown by the 
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Line 2300 



A \ 

Generator 2300 volts 




HO volt lamp 
Fig. 42. 



arrows in Fig. 42; the center leg serves as part of the magneti 
path for both outside coils. The lamp will be bright under suck 
conditions, as there is a maximum voltage generated in the cdl 
of the center leg when maximum flux passes through it. 

In treating this question of parallel operation and some of 
the factors affecting it, the case considered is that which is met 

in commercial generating 
stations. Several alternatoB 
are connected in parallel and 
it is desired to determine the 
behaviour of one of the al- 
ternators when either its ex- 
citation or the torque of ita 
prime mover is varied. As 
the machine under consid6^ 
ation is only one out of » 
number connected to the 
same line, it is to be first noticed that neither of the above vari- 
ations can affect the terminal voltage of the alternator, this being 
determined by the rest of the machines in the station. 

With this condition fixed, a vector diagram properly conr 
structed serves very well to study the effect of variation in either 
the excitation or the torque of the alternator. In Fig. 43, OA 
represents the voltage of the station, to be designated by e. A 
lagging load is assumed and shown by 01, The generated 
voltage of the machine under consideration is equal to E and the 
armature-impedance drop equal to IZ. By using and A as cen- 
ters with E and IZ as radii, arcs are drawn, intersecting at D. 
Then DC is constructed making the angle a with DA, where 

R 

cos a = —Y- and Ra = armature resistance, (aLa = armature react- 

ance (including demagnetization). The line AS is drawn par- 
allel to OL Then this diagram represents the condition when the 
alternator is excited to voltage -B, furnishing current / and gen- 
erating total power P. 



P = 



cos 5 = 



EI cos 0' = EI sin (6 + a) 

= EI (sin 8 cos a + cos B sin a), 

DF ^ E- ecosg 
DA lVRa'+{o)Lay' 
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sin 5 = 



3 that P = 



AF _ esinff 
AD" I VRa^ + o)LJ 

E 



It is evident that 



E 



(e sin P cos a +-B sin a — e cos fi sin a). 



= Iq, short-circuit current for 



VRa^+{<^Lay 

recitation, E, 

Therefore P = IqC (sin P cos a — cos p sin a) +EIo sin a 

= IqC sin {P — a) +i57o sin a. 



(1) 




Fig. 43. 



This equation serves to explain the fact that when an alternator 
is first connected to the line it takes no load. Before syn- 
chronizing, the operator adjusts the 
field excitation of the incoming ma- 
chine so that its voltage just equals 
the line voltage; i.e., in Fig. 43, E = e. 
Also the synchronizing switch is not 
closed until the phases of the line 
E.M.F. and machine E.M.F. are oppo- 
site; that is in Fig. 43, /S = 0°. As the 

torque of the prime mover has been ad- 

• 

lusted, before synchronizing, to just sup- 
Ply the losses in the incoming machine, 
after bemg synchronized there is no 
tendency on the part of the prime 
lHover to change j3. But when jS = 0° and E = e, equation (1) 
shows that the electrical power generated is zero. 

The angle /3 is the phase difference of the alternator E.M.F. and 
line E.M.F. If, after the incoming machine is connected to the 
line, the torque of the prime mover is increased it tends to speed 
up the alternator and actually does so for a fraction of a second, 
i.e., the alternator pulls ahead of the line E.M.F. and so gives to 
S some value other than zero. As the power that the alternator 
generates, hence the necessary torque of the prime mover, 
increases with increase of /S, this momentary acceleration of the 
alternator lasts only long enough to give jS such a value that 
(Joe sin {fi — a)-\- EIo sin a) equals the power developed by the 
prime mover. 

The variation of load on an alternator as fi is varied is readily 
determined experimentally; the results of such a laboratory test 
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are plotted in Fig. 44, which gives the curves of phase displace- 
ment with variation of load for three different excitations 0/ 
the alternator. It may be seen from these experimentullj' dttw- 
mined cun-es that the increase in power output of the aItem:itor 
is, within experimental error, proportional to its angular posilion, 
i.e., the value of ^ in equation (1). It will also be noticed that 
when the generator is overexcited {E>e) the variation of jJ, for 
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a given increase in load, is less than on normal excitation and 
for aubexcitation (£<<■), this variation in /3 is greater. This 
would, of course, bo predicted Iiy investigating equation (1). 
If E and la are both increased, caused by increased excitation of 
the alternator being tested, a correspondingly less increase in ^ 
is required for a certain value of P. 

If the prime mover does not exert a uniform torque (the case 
with all reciprocating engines) the value of j3 will be more or less 
variable. The frequency of its variation will be the same as 
the frequency of variation of the torque of the prime mover; the 
amplitude of the variations of j3 will depend not only upon the 
variations in the driving torque, but upon the electrical char- 
acteristics of the alternator. If (3 increases, so does the load of 
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iie alternator; hence a great increase in driving torque may not 
produce much change in the phase position of the alternator, 
lu the curves given above, it is seen that, for normal excitation, 
B phase displacement of 20° (electrical) was sufficient to change 
the alternator load from zero to full-rated value. 

A periodic variation of P (termed hunting) is imdesirable be- 
cause imder certain conditions it may become so excessive as to 
ihrow the alternator out of synchronism with the line; hunting 
s also likely to cause disturbances in the other synchronous 
machines on the line. It is evident that to keep the variation 
1 P small for a given variation in the driving torque, the alter- 
ator should have a large variation in power output for a small 
a.riation in /S. From equation (1) we have: 

— = e/o ^ (sin (jS - a)) + Eh — sin a 

= elo (cos P cos a + sin j3 sin a) 
= e/ocos(i3 — a). 

."T T E E Ra E . 

Mow lo = —7==== = rfr — , = = -p- sm a. 

y/Ra^ + {wLaY Ra VRJ + caLa^ Ra 

t p = o 

dP eE . Sesin2a 

-=-^^cosasma = -2^^' 

This expression is termed the synchronizing power of an 
Jternator. It is a measure of the effort of the alternator to 
aaintain a constant phase relation with respect to the E.M.F. of 
he line. It will evidently be a maximum, for a given value of 
2o, when a = 45°, i.e., Ra = coLa. 

In a good commercial machine coLa is much larger than Ra- 
•"or a given amoimt of copper in the armature, to make Ra = 
)La, would mean low efficiency and poor regulation. To give a 
arge synchronizing power to a machine, therefore, coLa should 
)e decreased as much as possible but never to such a low value 
hat a < 45°.* 

* This idea of synchronizing force is not as simple as indicated above when 
here is much fly wheel effect to be considered. If the prime mover has a 
'ariable torque and the rotating member has a large fly wheel effect, it may 
>e advisable to make the synchronizing force very low; in other words u)La 
hould be very much greater than Ra* 



.^.^^^libiHM^ 
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We next investigate the effect upon the machine of changing 
its excitation and the first thing to consider is the load. Suppose 
that E = e and that jS = 0, which condition holds just after the 
machine is synchronized. The machine E.M.F. and line E.M.F. 
may be shown as in Fig. 45. Now suppose that E is 'decreased 
so that the resultant of E and e is shown by OC. The current 
produced by OC will flow through the armature of the test 
machine and then through all the other armatures in parallel. 
As e is taken as line voltage it is evident that OC must all be used 



R' 



e 



,» 



O 



X' 




E' 



E 



Fig. 45. 



up as IZ drop in the armature of the test machine. The current 

I will lag nearly 90° behind OC because of the comparatively 

high inductance of a good armature noted above, we have 

IR 
tan a = , / , and the only power which this current 01 rep- 
LfaLa 

resents is EI sin a. But this is the power lost in heating 

the armature due to the resistance loss. It is, therefore, evident 

that increase of excitation will not make the incoming machine 

take its share of the load. 

The current component OX, it will be noticed, is wattless and 

represents no power output. It lags 90° with respect to OE and 

hence will act as a demagnetizing current for the overexcited 

alternator and will tend to magnetize the other machines on the 

line, but we have supposed the other machines to be of such 

capacity that this magnetizing action is negligible. 
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In case the excitation of the test machine is decreased the 
resultant voltage will have the phase OC. The circulating 
current is 0/', having a watt component OR' (supplied to the 
test machine by the line) and a wattless component OX'. The 
phase of OX' is opposite to that of 0X\ it will tend to magnetize 
the test machine. 

A complete vector analysis of this question of variable excita- 
tion is possible by using the relations expressed in equation (1). 

P = IqB sin (P — a) + EIq sin a. 

E 
Multiply each side of this equation by -7 — ; — and add to each 

1 sin a 

/ « \2 

side 



ide (^5-^ — ) 
\2 sm a/ 



Also substitute for sin (j3 — a) its equal (— cos (90° + fi — a)). 
This gives, 

£^+(^-^Y-^cos(90»+^-«)=^+(5-^y. (2) 
\2 sm a/ sma r- , j^ ^^^ ^ ^2 gin a/ 

Considering the right-hand side of this equation : 

E 
We have just seen that P is independent of excitation; y — 

armature impedance, which is supposed constant, and we have 
supposed e constant. Also sin a is constant. 
We may therefore write 



where 



£2 --^cos(90° + /3 - a) +f^r-^y = ^' (3) 

sm a \2 sm a/ 



P{Ra' + {c^LaY) ^ ^' {Re? + (coLa)2) 



Ra 4 Ra 



io sm a \2 sm a/ 
= (^^^^Vfla^ + coLa^) ; (independent of E). 

Now an equation in the form of (3) represents a triangle having 

sides E, pr-- — ,and K. and the angle between E and ^— ; — is 
' 2 sm a' 2 sm a 

(90*" + 18 -a). 'To construct the triangle erect OA (Fig. 46) 
perpendicular to the base line and equal in length to e. Con- 
struct OB at an angle a to the base and intersecting at 5, iln) 
line constructed perpendicular to OA at its middle point. With 
a radius equal to K and center at B construct an arc. 
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Through draw a line making the angle /3 with OA and inte^ 
secting the arc at C. Then OBC is the triangle expressed by 
the equation (3) of which the side OC is the generated KM.F. 
of the alternator. As OA is the line voltage e, the line AC rep- 
resents the impedance drop in the armature. For various ex- 
citations the point C will lie on the circular arc as locus, and the 
current will be proportional to the length of AC and constantly 
at the angle (90 — a) to AC. 



"■^Loclofr 



AI =minimum armature cuRent 
^ 'or output; BC; Al/'tor BC; etc. 




Fig. 46. 



The current is shown at A/; the locus of I is easily con- 
structed and gives, in polar coordinates, the variation of the 
armature current of an alternator with variations of generated 
voltage OC. 

For different power output the length of the line BC has a 
different value, but the rest of the construction is identical. 
The loci of the current are given in Fig. 46 for three different 
loads. They show that, for a given watt output, there is a 
certain excitation which gives a minimum current output and 
that this proper excitation increases slightly with increase of 
load. 

The previous discussion holds for cases in which the test 
alternator does not affect the line voltage or the magnetic fields 
of the other machines. Two alternators of approximately the 
same size, operating in parallel, will not give results exactly as 
outlined above because one machine influences the other very 
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much, and the line voltage varies with the excitation of either 
machine. 

It is a very interesting and instructive test to actually measure 
the angle fi (equation 1) for different loads and excitations of the 
alternator, in order to see whether or not the results reached 
theoretically may be experimentally verified. A very simple 
method is here given for measuring P; it is based on the assump- 
tion that whatever manipulations are carried out on the alter- 
nator being tested the field distribution of one of the alternators 
supplying power is not distorted from its normal position. 

It will be remembered that our investigation of the effect of 
armature reaction showed a cross-magnetizing effect, the magni- 
tude of which depended upon the current being carried by the 
armature conductors and upon the power factor of the load. 
We would, therefore, expect a shifting of the field of the alter- 
nators supplying power as the conditions of load and field 
excitation of the test machine are changed. But if the machine 
being tested forms only a small fraction of the total capacity of 
machines connected to the line, this field shifting will be negli- 
gible. The machine used for obtaining the curves given in 
Fig. 44 had a capacity of 3 k.v.a. while the alternator supply- 
ing it with power was of 30 k.v.a. capacity and in addition had 
a very stiff field. 

The scheme for measuring fi may be imderstood by reference 
to Fig. 47. Two discs of some insulating material are used, one 
on the shaft of the machine supplying power and the other on 
the shaft of the machine being tested. These discs are fitted 
with conducting strips running from the center conducting drum 
to the outside of the disc; they are just the same as that de- 
scribed in Elxperiment 1, used in the plotting of curves by the 
method of instantaneous contacts. The brush bearing on the 
periphery of disc A (Fig. 47) is fixed while that on the shaft of 
the test alternator is movable over a graduated arc. It is quite 
evident that the lamp will bum only when the brushes in A and 
B both make contact with the metallic strips at the same instant. 
A voltmeter may be used instead of the lamp, if desired. The 
two discs are, of course, rotating synchronously (if the two ma- 
chines have the same number of poles;, so it is evident that by 
shifting the brush of machine B sl position may be found .such 
that the circuit, containing the lamp, In clofjed once each revolu- 
tion and the lamp will bum« A condenaer shunted across the 
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Set up apparatus about as shown in Fig. 48; using lamps or 
nchronoscope, bring the alternator into synchronism with the 
le and note the current in both field and armature of driving 
otor. Close switch A and note readings of all instruments, 
eeping the motor field at the value just read, vary the alter- 
itor excitation both above and below normal, using for the 
nait of range that field current which gives 25 per cent over- 
ad current in A4. Get readings of all instruments at about 
•^e points above and five points below normal alternator field; 
ad also phase position of armature for each value of field 
rrent. 

With normal field (i.e. the field current which makes the power 
5tor as nearly equal to one as possible; this current will be dif- 
ent for the different loads) on alternator increase the driving 
•que (by decreasing A 2) in steps until load on alternator is 25 
r cent overload. Get about six readings of all instruments, 
d phase position of armature, in the range given. 
With half load and with full load on the alternator, take a 
•ies of readings with different alternator excitations as given 
ove. 

^ake a set of tests using instead of the A.C. line another 
»cmator of about the same capacity as the one being tested, 
ith normal field current on both machines, put on the line 
Bcient load to bring the load on both machines up to rating, 
ijust the prime movers to make the alternators divide the load 
the ratio of their capacities. Adjust the field excitations 
make the load current equal to the sum of the machine 
rrents (if possible). Then leaving all adjustments fixed, 
crease the load to zero in about five steps, reading output of 
ch alternator and load current and line voltage. 
It will be noted that the division of load between two alter- 
itors imder these conditions depends not upon the shape 
the external characteristics of the alternators, but upon the 
rm of the speed-load curves of their prime movers. 
Calculate power factor of the alternator for all readings. 
Plot curves as follows (for tests with line voltage constant): 
On one curve sheet, with alternator field current as abscissae, 
>t alternator armature current, watts output, and power factor 
' the three runs in which the torque of the prime mover was 
lintained constant and the test alternator was connected to the 
istant voltage line. 
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On a second sheet plot the relations of torque of prime mover,* 
watts output and alternator field current to phase position of 
alternator armature, using phase position as abscissae. 

On a third curve sheet plot the results obtained from the test 
carried out with alternators of equal capacities. Using load cur- 
rent as abscissae give curves of watts output and power factor of 
each machine, line voltage and circulating current. Circulatmg 
current may be obtained by use of the formula 

Circulating current = i//2 _ (iLA where 

Wt E and / are the readings of the wattmeter, voltmeter and 
ammeter in the armature circuit. Explain this formula. 
Explain all results using vector diagrams where possible. 

Note. — All of the previous tests upon the alternator have supposed a 
single-phase machine. If desired, some of these tests may be deferred and 
run on a polyphase alternator, after the preliminary tests on polyphase power 
have been performed. 

* For the " torque of prime mover " may be used the product obtained by 
multiplying together the armature and field current of the driving motor. 
This pixxiuct is nearly proportional to the true value of torque. Why? 



EXPERIMENT XVII. 

STUDY OF THE CURRENT AND E.M J*. RELATIONS IN A CON- 
STANT POTENTIAL TRANSFORMER ON NO LOAD AND 

ON FULL LOAD. 

A CONSTANT potential transformer consists essentially of two 
coils of wire, insulated from one another, placed on a laminated 
iron core, in such a way that M^ their coefficient of mutual in- 
duction, is as nearly as possible a constant maximum value. 

If a sine wave of E.M.F. is impressed upon one coil of a 
transformer, the other coil being on open circuit, the equation 
for current in the excited coil may be obtained by solving the 
equation which expresses the relation between impressed force 
and reacting forces: 

If R = ohmic resistance of coil excited. 

F = the field set up. 
E sin co< = impressed force. 

X = current, the general equation will be of the form 

EBm(»it=Rx+j{F). 

The expression Rx gives the reacting force due to the ohmic 

resistance of the conductor and -r. (F) expresses all of the re- 
actions caused by the variations in the magnetic field. In this 
term will be included a dissipative reaction due to hysteresis and 
eddy currents in the iron, a dissipative reaction due to the 
secondary current (if there should be one) and a nondissipative 
reaction ordinarily termed the transformer reactance, which is 
caused by the field flux cutting the conductors of the primary 
coil. 

The above equation is not in a form which is solvable, so we 

must express -tt (F) more in detail. When there is no secondary 
current the equation of reactions may be put 

E sin (at = Rx + L -^ + x-^ (1) 
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where 

X = no-load current. 

R = ohmic resistance of primary coil. 

L = coefficient of self-induction of the coil. 

Now L is defined by the equation: 

L = lixS^M (2) 

where S = number of turns in coil. 

A = area of magnetic path. 
I = mean length of magnetic path. 
At = permeability of iron. 

Now 4> = -AlSlAt. (3) 

By investigation of this formula (3), in connection with a 
hysteresis loop as given in Fig. 52, it is seen that jjl has no real 
meaning when the iron is going through cyclic changes in flux 
density. When the magnetizing force is zero the flux still has 
a considerable value, giving for the value of /x, oo. Where the 
hysteresis loop crosses the axis of M.M.F. the flux has zero 
value, whereas the magnetizing force is not zero. Here the value 
of jjL is zero. 

A sort of average jjl may be obtained experimentally by the 
use of formula (3). If the effective values of and x are known 
from test, and used in this formula, a value of /x is obtained 
which, although its meaning is not obvious, may be used for 
calculation in formulae similar to (2). But such a value of n 
may not be used in equations involving it as does equation (1). 

(dx dL\ 
L-rr +^"717) niust be such a function, that, integrated 

over one cycle, it gives the area of the hysteresis loop. As 
neither L nor x are expressible as simple functions of the time 
it is evident that the solution of the equation is not possible 
without making some assumptions. 

If L is assumed constant, equation (1) may be solved and gives 

X = —r^=^^^=::r^:= slu ((ji)t ^ B) ui whlch tau 6 = -^=r • 
Vi?2 + (a,L)2 R 

In commercial transformers, R is very small compared with 
wL, and B would be nearly 90° if it were not for the core losses 
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iiich have already been mentioned. The hysteresis and eddy- 
arrent losses in the core must be supplied by the exciting 
urrent. 

These losses result in shifting the phase of the current with 
espect to the impressed E.M.F., so that in practice the value of 
> may be between 70° and 80°. 

dx 
In equation (1), assuming that L is a constant, the term L-^ 

is so large compared to R that it may be put, without much 

error, ^ ^^~1J = ^-Jii which gives the angle between the flux 

and impressed force as 90°. 

The investigation of the reactions in the transformers from 
the standpoint of differential equations will not be carried 
further, but the author wishes to point out the fact that the 
ordinary treatment of the transformer using the differential 
equation of reactions is not complete. The circuit as ordinarily 
depicted does not provide for the iron loss in the transformer, 
and, moreover, it cannot be made to do so. If a complete 
mathematical analysis of the reaction,s is attempted^ the trans- 
former circuit must be imagined as made up of two primary 
sircuits instead of one. This is shown in Fig. 49, in which the 




Fig. 49. 

path A is of such resistance that the power absorbed in it is just 
squal to the iron losses in the transformer. Then the line 
C5urrent on the primary side is made up of two components, 
/i, in phase with E and independent of load, and /2, which itself 
will consist of two components; the one component will serve to 
magnetize the field and will be nearly 90° behind the impressed 
E.M.F. in phase (not exactly 90° because of the ohmic resistance 
of the primary coil) ; the other component will be in opposition 
with the secondary current and will be of sufficient magnitude to 
supply a M.M.F. just equal and opposite to that produced in the 
secondary coil by any current that may be circulating in that 
coil. 
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Even if the problem is attacked (by mathematical analysis), 
with the above represented equivalent circuit in place of the real 
circuit, an exact solution cannot be reached because of the vari- 
ability of L (noted above) as the iron goes through the different 
parts of the hysteresis loop. Also in the actual circuit of the 
transformer, the iron losses vary to a slight extent as the load is 
increased, this effect is not accounted for in the circuit of Fig. 36. 

The E.M.F. in the secondary coil is caused by the variation of 
the flux* and so must be in phase with the primary reacting force 






"X 






Fig. 60. 
caused by the flux variation. But at no load this reaction is 
approximately 180° out of phase with the impressed force, so that 
the secondary E.M.F. is also 180° displaced from the impressed 
E.M.F. A vector diagram showing these relations is given iD- 
Fig. 50. Here the effect of losses in the iron core has been. 
neglected and also the IR drop in the primary is neglected. 




Actually the iron losses in a transformer are of such a magnitude 
that Fig. 50 does not represent the case with sufficient accuracy 
and the relations are really as shown in Fig. 51. The exciting 
current x lags behind the impressed force E by the angle 0. 
The component x' serves to magnetize the field and x" supplies 
the no-load losses of the transformer. The field reaction in the 
primary is shown by + 6i, at right-angles to $; in phase with ei 

* See Appendix, Plate 7. 
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shown et, the secondary E.M.F. AB, in phase with x, givea 
le " effective resistance " drop in the primary, so that OB must 
ive the magnitude and phase of the impressed force E. It will 
e BOticed, by comparison of Fig. 50 and Fig. 51, that the effect 
i the primary resistance is to sUghtly change the ratio of in- 
loced secondary E.M.F. to E.M.F, impressed upon the primary 
ad to slightly change their phase relation. The first of these 
fleets is very small when the transformer is not loaded, but the 
econd is easily determined experimentally. 

The vector analysis of the currents and E,M,F.'s when the 
ransformer is loaded are left for the student to discuss. 

It has been shown that if the magnetic reluctance of the trans- 
>rmer is constant the primary exciting current (primary current 
hen secondary is open circuited) is of the same form as the 
ipressed E.M,F. In the actual transformer the exciting current 

far from being a sine wave. The reaction equation of the 
imary circuit when- the resistance component is neglected (in 
icussing the current form this will be done) is 



E„ 



1 w( = 



&e shows that the flux must follow a cosine wave, <p = 4n,cos ut. 
^ow by reference to the curve shown in Fig. 52, ^ving the 
cle of magnetization of the trans- 
tTner, it is evident that, if the r 
■irent values for different values I 

* on the cosine curve are taken _ 
^m this magnetization curve, the I. 
Urent will have the distorted form 
■^own in Fig. 53. Not only is the 
lire distorted but it reaches its 
sro value ahead of the flux by the 
agle X. The value of this angle X 
epends upon the width of the hy- 
leresis loop of the transformer iron 
nd the width of this loop is a 
leasure of the energy loss in the i" 
on. It will be seen that this C 




igle X brings the exciting current fiq. 52. 

ore into phase with the impressed 

.M.F., as it should do to represent energy consumption. The 

Biilt of these differences between the ideal transformer and the 
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rommrrcial one is that the exciting current instead of beings 
sine current lagging 90° behind the impressed E.M,F, has a ^-- 
peculiar peaked form and its zero value lags considerably lea 
than 90° behind the mio 
of the E.M.F. wave. 

When the secondai? 
circuit is loaded (sap- 
pose noninductively) 
then the current flowing 
in the secondary will be 
in phase with, and ot 
the same form as, the 
secondary E.M.F. By 
the principle of conser- 
vation of energy there 
must be an equal and 
opposite current f<'(l into the primary. Then the primary cur- 
rent will be the resultant of this load current and the exciting 
current. Ah the exeiting current is only a small fraction of the 
fulI-Ioud current of a tnuisformer, when there is any appre- 
ciable load on the transformer, the primary current loses its 
distorted shape anil comes very nearly into phase with the im- 
pressed K.M.F. On full load the primary current shows practi- 
cally no disttirtion and i.s displaced only a few degrees from the 
impressed K.M.F, 

With conncetions as shown in Fig. 54, obtain sufficient points 
on the three curves, ])riniary and secondary E.M.F. and primary 
current, to get their 
proper forms. Then 
put full loail oil the 
secondary and get the 
four curves, E.M.F. and 
current for each cir- 
cuit, both for intluetivc 
and uoniuductivo loads. 
In Fig. 54 the leads, 
from wliich the voltage 
curves are to be obtained, are shown connected 




Fig. 54. 



one of a 

series of incandescent lamps. The curve-tracing apparatus, 
described in Experiment 1, permits the tracing of alternating 
E,M,F, waves of not greater than 110 volts maximiuu; the 
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raxLsformer shown in Fig. 39 is supposed to give a UO-llO-volt 
ransformation so that the curves of primary and secondary 
S.lM.F.'s could not be measured with the curve-tracing appa- 
ratus; their maximum values will be about 150 volts. So by 
connecting two lamps in series and taking the wave form of the 
potential difference across one of them the curve obtained is 
exactly similar to the E.M.F. wave desired, but of one-half the 
amplitude. Some such scheme as this is often necessary when 
using curve-tracing apparatus to obtain the forms of high 
E.M.F.'s or currents. 

CaiUion. — Do not insert much resistance in series with the primary 
circuit, otherwise the exciting current will not have its characteristic form. 
Why? Could you measure the power factor of the exciting current from the 
curve sheet? 



EXPERIMENT XVIII. 

REGULATION AND EFFICIENCY OF A TRANSFORMER BT LOADING. 
The regulation of a transformer is defined as 

no-load voltage — full-load voltage 



full-load voltage 



and its efficiency by 



output 
input 



A.C. 
Bupply 



It is the object of this test to find these two characteristics 
of a transformer, and also the power factor, by loading the trans- 
former and reading the proper quantities. 

As the efficiency of a transformer is very high (generally over 
95 per cent), a slight inaccuracy in reading or in calibration of 

instruments makes a 
very appreciable error 
Load in efficiency. If there 
is an error of 3 per 
cent in one of the 
meters the output may 
be read larger than the 
input. For this reason 
the method of losses, 
to be given in the ne3ct> 
experiment, is mucb 
more accurate and to 
be preferred. 

Wire up the trans-^ 
former to be tested as 
indicated in Fig. 55. 
When the same meters are used in both circuits any inaccuracy 
in calibration will be eliminated in calculating efficiency. By 
reading the wattmeter, ammeter and voltmeter in the secondary 
circuit with noninductive load, the calibration curve of the watt- 
meter may be obtained by assuming the ammeter and voltmeter 
correct, and, of course, cos <^ = 1. This procedure is justifiable 
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Fig. 55. 
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cause in getting efficiency the same wattmeter is used in both 
'cuits and in calculating the power factor absolute accuracy of 
e wattmeter is not necessary but it must be accurate with 
spect to the producti volt-amperes as obtained from the am- 
eter and voltmeter. The voltmeter Vi is used merely for 
.aintaining the impressed voltage constant and is left per- 
lanently on the primary circuit. No readings should be taken 
ntil the impressed voltage is exactly at that value which gives 
Btted secondary voltage at full load, noninductive. 

Adjust the impressed voltage so as to give rated secondary 
roltage when full-load, noninductive, current is flowing, and keep 
ihis value of impressed voltage throughout the test. See that 
ihe frequency is kept at that value for which the transformer was 
iesigned. Take readings of input and output for values of out- 
put as follows: 0, |, J, i, f , 1 and IJ rated value. 

Take similar readings for an inductive secondary load of 
108 = 0.8, keeping impressed E.M.F. the same as it was for 
OS = 1. 

Calculate efficiency and power factor of primary circuit, for 
he different loads measured. Plot, on one sheet, efficiency, 
ower factor and secondary volts for the noninductive load, 
sing, for abscissse, secondary load in amperes. On a second 
leet plot similar curves for the inductive load. Calculate the 
igulation for both the inductive as well as the noninductive 



EXPERIMENT XIX. 

EFFICIENCY, REGULATION AND POWER FACTOR OF A TRANS- 
FORMER BY THE LOSS METHOD. 

The two losses in a transformer are the core losses and the 
PR losses in the windings. The core loss is practically indepen- 
dent of load while the copper loss increases with the second 
power of the load. 

As the transformer is loaded, leakage of the flux between the 
two coils occurs. This leakage flux is proportional to the load 
and it so produces eddy currents, etc., that it causes an extra 
core loss, termed the **load loss." In the customary method of 
performing this test the load losses are measured with the copper 
loss and are not separated therefrom. 

The core loss consists really of two parts which may be sepa- 
rated from one another, hysteresis and eddy-current losses. The 
hysteresis loss depends only upon the quality of the iron, the 
maximum flux density and frequency, and would be the same 
if the core was made laminated or solid, i.e., this loss is not 
affected l)y laminating the iron except that thin plates of iron 
may be better anncalcHl than solid pieces. To keep this loss 
small, special quality of magnetic steel is employed and the 
maximum flux density used is comparatively low. 

The effect of the* wave form of the E.M.F. impressed upon the 

core loss of a transformer has been investigated only recently. 

It is found that if two E.M.F.^s of different shapes but the same 

effective values are used in tcisting the core loss of a transformer, 

the losses will be different in the two cases. It is stated by one 

writer that the core loss of a transformer may vary 20 per cent 

under extreme conditions of wave distortion; e.g., tested with 

110 volts (effective) on some commercial circuits the core loss of 

a certain transformer might be recorded as 100 watts, while, with 

the same effective voltage from a different circuit of wave form 

differing widely from the first, the loss might be as much as 

126 watts. 

A peaked E.M.F. wave will produce less hysteresis than a flat- 
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Flux 



topped wave of the same effective value. This is really due to 
the fact that the hysteresis loss does not depend upon the aver- 
age value of the flux density reached throughout a cycle, but 
upon the maximum value, and the flat-topped E.M.F. wave re- 
quires a higher maximum 

value of flux than does a $m^-^ 

peaked wave of the same /\ e.m.p. 

effective value. The core ~~f 
loss of a transformer should ^^ T 
be guaranteed only in con- 
nection with the wave shape 
upon which it is tested. 
The reason for the greater 
maximum value of the flux 

when the E.M.F. wave is flat-topped may be seen by examina- 
tion of the reaction equation of the primary of the transformer. 
Neglecting the resistance reaction (which may be done without 
much error) it is seen to be 

^ ^ dt 

Now we will consider two E.M.F. 's waves of the same effective 
value, namely, 100 volts, as shown in Figs. 56 and 57. One is 

a rectangular and the 
other a triangular wave. 
The rectangular wave 
has a maximum value 
of 100 volts and the tri- 
angular one a maximum 
value of 172 volts. 

Using the equation 
given above we have 




.M.F. 



Fig. 57. 



<!> 



m 






For the rectangular wave this gives <i>m, = 



100 



T 



50 



IT 



2K 
2 X 172^ 



K 



344 7r2 



43 



T 



X. XI. * • 1 .1 rV2Xl72\, ,, 3^ 

For the triangular wave <^m = T? / )tdt = —j^o - r^ • 

A t/o \ TT / ttA o a 

The difference in <^;n in these extreme cases is seen to be about 
14 per cent, and, of course, the hysteresis loss would be subject to 
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a much greater difference than this as it varies with the 1.6th 
power of the maximum flux density. 

The eddy-current loss is kept down by using laminated iron 
for the core. The finer the laminations the less will be the eddy- 
current loss, as will become apparent by considering the effect 
of laminating. In Fig. 58 is shown a cross section of a core with 

laminations much thicker than 
is actually the case. The direc- 
tion of the flux through the iron 
is taken as being perpendicular 
to the figure, so that the induced 
YiQ, 58. E.M.F. in the iron, due to flux 

changes, will be in the plane of 
the figure. The path of an eddy current is shown by the dotted 
line in lamination. 

The magnitude of this current will be 

E 







ijiiiiiirs. 


^•^•^ 


^ 


^ ^ 




v.— 




.Jl 


^ ^ ^ 


m m 


^^ 


1 


r — 

• 
• 
• 




C 




m m 




1 
1 
1 

J 



1 



/ = 



Vfl2 + X^ 

where E = voltage induced in eddy path. 

R = resistance of eddy path. 
X = reactance of eddy path. 

The loss will be PR = —^— (1) 

Vfl2 +X^ 

Now only those paths in the laminations near the outside of the 
core can have any appreciable reactance. In all the laminations 
inside the magnetic field of the core the current in the eddy path 
will be in phase with the time variation of the flux, i.e., the 
reactance of the paths is zero. 

We may, therefore, put 

E^ 
Loss in lamination A = -^« 

Now in laminations B (the two together of the same cross section 

E 

as A) we shall have the relations Ei = -^* 

Ri = R approximately (apparent from diagram). 
Loss in both B laminations = 2 Ii^Ri 



= 2^ = 2^-=^ 
Ri R 2 /£ 



—J 
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So by finely laminating the iron the eddy-current loss in a com- 
mercial transformer is kept very low, being only a small fraction 
of the total core loss. If the core were not laminated the eddy- 
current loss would be many times the hysteresis loss. 

The best quality of iron for transformer cores is one having 
a narrow hysteresis loop and a high ohmic resistance. It must 
also have a high value for fi. 

The core losses are given in the form of an equation as 

watts (per unit volume) = KiBm^-^f + K^Bm^p, 

Where Bm = maximum flux density. 

/ = frequency. 

Ki = constant depending upon area of hysteresis loop 
of iron. 

K2 = constant depending upon ohmic resistance of 
iron. 

The copper losses (ohmic) can be calculated when the resist- 
ance of each coil and the ratio of transformation is known. 
Each (current)^ may be multiplied by its respective resistance; 
or the equivalent resistance Ri + a^R2 (where a is the trans- 
formation ratio) may be multiplied by Zi^. Thjs method, how- 
ever, does not include the load loss and so the copper loss is 
obtamed m another way. 

If the secondary winding is short-circuited, only a very small 
E.M.F. need be impressed on the primary to force full-load cur- 
rent through both windings. If the input in watts is measured 
under these conditions it will be the full-load PR losses + a cer- 
tain small core loss. This core loss is probably greater than the 
actual load loss but is generally used as the load loss. 

To get .the iron loss, have a suitable ammeter, wattmeter and 
voltmeter in the primary circuit and the secondary circuit open, 
then impress a low value of E.M.F. upon the primary and 
gradually increase it imtil rated secondary E.M.F. is reached. 
Adjust the frequency and voltage of supply to proper rated 
value of the transformer. Read current, voltage and power 
* supplied to primary circuit and voltage on secondary circuit. 
This input includes a very small PR loss in primary coil due to 
the exciting current. As this exciting current is generally less 
than 5 per cent of rated capacity and the copper loss varies 
with the square of the current, the copper loss for the exciting 
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Fig, 59. 



current is of negligible value, hence this input is taken as th« core 
loss which is assumed to be independent of load. 

The reason for impressing at first a low value of primary E.M.F, 
and gradually increasing it, instead of throwing the prim&r; st 
once on a line of normal voltage, is the protection of the ammet«r 
and wattmeter in the circuit. With the secondary circuit open, 
after the steady state has been reached in the primary circuit, obIj 
a small current will flow, namely, the exciting current. As this 
current is about 5 per cent of the full-load current, the ammeter 
and wattmeter employed in this test will have a current capacity 
of not more than 10 per cent of the transformer rating. 

The current, which flows in the primary circuit for a short tjme 
after switching to a circuit of normal voltage, however, may reach 
a value much greater 
than full-load cur- 
rent.* This exceaavfi. 
current, although odI; 
acting for a few cy- 
cles, is quite lilcely 
to cause serious me- 
chanciol injury t« the 
instruments. The 
reason for the rush of 
current is given by tlie 
shape of the magnetization curve of iron and the reaction equa- 
tion of the primary circuit. Figure 59 gives the magnetization 
curve of the core iron and the normal hysteresis cycle for the 
same. The maximum flux density normally reached is A. 

Now it may be that tht- power is switched off from the trans- 
former just when the magnetism is at value A. The core will 
start to demagnetize along the upper side of the hysteresis curve, 
and the flux will continue to decrease until some point B is reached. 
The reaction equation of the primary circuit is (when the 
resistance is neglected), 

Impressed E.M.F. = ^^■ 
Hence, so long as the impressed E.M.F. is positive, from AtoB, 



total change in * necessary to balance the impressed E.M,F. from 
* See Appendix, Plate 8. 
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to B (Fig. 60) = twice the maximum flux density in the core 
trmg normal operation. If then the core is left with a flux = 
B (Fig. 59) and the transformer is switched to the supply cir- 
lit when the E.M.F. is zero and increasing (time A, Fig. 60) at 
me B the flux must have reached a value OD (Fig. 59) where 
Z) = 2 0A. 

It is quite evident that this is so far beyond the saturation 
iint in the iron that the inductance reaction becomes nearly 
iro. Hence the impressed E.M.F. is balanced only by the IR 
saction, which, as the resist- 



Qce of a transformer i 



very 



alue of current. If the trans- 

>rmer is switched to the sup- 

ly circuit at time B {Fig. 60) 

le current taken during the suc- 

leding cycles is scarcely more 

lan normal value. The magni- 

ide of the switching current p^^, ^ 

ay be anywhere between those 

ven by the two conditions cited, depending upon the flux re- 

aining in the transformer core and the phase of the E.M.F. 

hen switch is closed. 

With the secondary short-circuited through an ammeter and 
itable ammeter, voltmeter and wattmeter in the primary, 
ipress a very low voltage on the primary. Gradually increase 
lis until j-full-load current is flowing in secondary and read all 
struments. Increase voltage and obtain similar readings for 
, ^-rated and Ij-rated secondary current. These inputs plotted 
ith secondary current as abscissa give the copper loss and 
ad loss curve. 

These two losses may easily be separated; the ohmic resist- 
ices of the primary and secondary coils may be obtained by 
leasurement on direct-current test and these resistances, multi- 
lied by the square of the currents in the respective coils, give 
le actual copper losses of this transformer. 

As a transformer is generally designed the copper losses in the 
TO coils are equal, so that if the copper loss is calculated for one 
)il the total copper loss may be taken as double that amount, 
iowever, the resistances of the two coils must be measured, as 
tmetimes the above relation does not hold. 
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After the ohmic resistacces are known and the copper loBsee 
catculateti and plotted in the form of a curve, the load losses are 
shown by the difference between this curve and that obtained 
in the A.C. copper-loss test. This is shown in Fig. 61. The 
load loss so obtained depends upon the amount of magnetic 
leakage between the two coils; if the coils are well laminated the 
load loss is small, but 
in no case can it be 
zero; unless the resist- 
ance of the coils is zero 
there must be some flux 
in the core while malt- 
ing the A.C. copper- 
loss test; this flux will 
give a load loss. It is 
to be noted that this 
' method of obtaining 
the load loss is purely 
empirical and is prob- 
ably far from being accurate. If the load loss was an important 
factor in obtaining transformer efficiency some better method 
for ascertaining its value could undoubtedly be formulated. 

The different losses are to be plotted on one curve sheet, using 
load current as abHci.s.sa!. 

The results obtained from the copper-loss test and iron-loss 
test may be used for predicting the behavior of the transformer 
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The first characteristic to be predicted is the curve between 
secondary terminal voltage and load current. For the vector 
construction are needed two things: the open-circuit secondary 
voltage (with normal primary voltage impressed) as obtained 
from the iron-loss test ; and the full-load impedance drop. These 
factors may be combined as in the simple diagram given in 
Fig. 62. OZ represents the full-load impedance drop, in terms 
of secondary E.M.F., plotted in proper phase with respect to the 
secondary current 01. With a radius of Eo, the open-circuit 
secondary voltage, an arc is drawn about and then the terminal 
voltage at full load, noninductive, is given by the vector OEi; 
at half-load by OE/, etc. For inductive load of power factor = 
cos 0, the full load terminal voltage is obtained as shown at OE". 
The terminal voltage for any load whatever is obtained by 
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subtracting (vectorially) from ORt the proper fractional part of 
the vector OZ. 

The primary power factor is most readily predicted by the 
formula 

_ total out-of-phase current 
total in-phase current 



tan^ = 



If the load is assumed noninductive the only out^-phaae or 
wattless current is the magnetizing current while the watt cur- 
rent ia equal to the energy component of the exciting current 




Fig. 62. 

plus the secondary current (changed into its equivalent primary 
current by the known ratio of the transformer). If the load is 
assumed inductive, with 
power factor of c 
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13 8, then 
the use of above formula 
for tan ^ necessitates the - 
resolution of the load cur- | . 
rent into its two compo- I ' 
nents, and each must be | 
added to the like compo- g 
nent of the primary excit- i 
ing current. For no load & 
the power factor is, of 
course, that obtained in 
the core-loss test. pT^fla"*" 

The next characteristic 
to be predicted is the efficiency, and the method employed is 
made clear by reference to Fig. 63, which shows the loss curves 
and the curve of secondary volte, obtained as just described. 
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kMl O^. the los k 
k equal to O^ X ^C. 



by ^B. The sec- 

is, there- 



fORr. obUmEd ftf 



0.4 X JC 



ootpm — loses ^OAXAC)+AB 

In^sua^ of usns v€«tor cmstmctiaii to obtain the external 
dianct^rutic and power fartor the diff^^oit quantities may be 
combined anal^tieallv and. if Terv accurate results are desired, 
the analytical method is prefoaUe. 



EXPERIMENT XX. 

RIATION OF CORE LOSSES AND EXCITING CURRENT OF A 
TRANSFORMER WITH VARYING IMPRESSED E.M.F. AND 
FREQUENCY. SEPARATION OF IRON LOSSES INTO 
HYSTERESIS AND EDDY-CURRENT LOSS. 

LTHOUGH not of great value to the operating engineer the data 

ined in this test is important to the designer, and also the 

serves well to analyze the transformer losses. 

be watts per miit volmne used in the core losses are given by 

equation: 

Watts = KiBJ'^f + K^BJP 

nificance of symbols is given in Experiment 18.) 
he value of the hysteresis exponent 1.6 holds only for flux 
dties up to 10,000 gausses; for higher densities the exponent 
)mes greater; for very low densities also this value of 1.6 does 
hold. The value of K^ will of course depend upon the resist- 
i of the eddy-current path, i.e., upon the core temperature, 
i probable that K^ also depends upon the core temperature, 
there seems to be no experimental data to show just how it 

lamination of above equation shows that if voltage is held 
bant, the core loss should decrease somewhat with increase 
equency. The eddy-current losses will remain constant 
a given impressed E.M.F., B varies inversely with the fre- 
cy) but the hysteresis will decrease because B is involved to 
L.6 power, while / is only to the first power. So that the 

core loss will varj' inversely with/-^ (approximately), 
►r a given frequency' the flux density B will varj' directly 

the impressed voltage ''neglecting the resi-stance reaction 
e fundamental equation for the primary circuit;. The eddy- 
3nt loss will, therefore, var>' directly ai^j the second power of 
voltage if the core remain?* at coa»tant temperature, thus 
itaining Kt coniftant. The hyht/^e«i.« lo<s« nil! vary with 
1.6 power of the voltaije, TTie UAnX UfHH will, therefore, vary 
3tly with the imprf^.'^A K.\i.f\ Uf a p^nrer f^ietween 1.6 and 2, 
ending upon the reL&tlve uthiy^iiXw\h^ of the two Ujmes. 
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The exciting current will be directly proportional to the im- 
pressed E.M.F. and will vary inversely with the frequency, so 
long as the reluctance of the magnetic circuit remains constant. 
If the circuit becomes more or less saturated then the current 
will change with the two variables to a power higher than the 
first. When the magnetic circuit becomes saturated a further 
increase in the E.M.F., or a decrease in the frequency, will make 
the current go to excessive values very rapidly. 

For separation of the core losses into the two components, 
only two measurements of the watts are necessary, keeping the 
flux density constant. When the core is operated well below 
the saturation point, B varies directly with E. Hence, if the 
core losses are measured at two different frequencies, keeping 
B constant by keeping the ratio (E.M.F. -h f) constant, then Ki 
and K2 of the loss equation may be foimd. (If two different 
sources of E.M.F.'s are used, care must be taken that the form 
factors of their E.M.F. waves are the same.) 

Eddy-current loss is the same for all frequencies, when im- 
pressed E.M.F. is constant, but varies with (E.M.F.)^ when B is 
maintained constant, so we may put 

Eddy-current loss = aE^, where (a) is a constant. 

Hysteresis loss varies with the frequency and with the (x) 
power of impressed voltage (x will ordinarily be 1.6, but the 
following demonstration is independent of its value). 

Hysteresis = bfB' where (6) is a constant. 

Then for the two values of frequency selected we have 
Wi = aEi^ + bfiB\ 

W2 = aE^+ bfzB'. B is the same in both equations when 

E 

-J is held constant. 

From these two equations the eddy current loss may be 
computed. 

Eddy-current loss (at E^ = 



/2 



This loss varies directly as (voltage) ^ and is independent of fre- 
quency, when impressed E.M.F. is constant, hence it may be 
readily calculated for any voltage other than Ex. Hysteresis loss 
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is then found by subtracting the eddy-current loss from total core 
loss. 

Fmd the core loss and excitmg current at normal voltage with 
normal frequency and values f, IJ, 1^, normal frequency. (If 
such variations in / are not obtainable use four other values in a 
smaller range.) 

Find core loss and exciting current with normal frequency and 
values of voltage |-, f -rated and l|-rated value. 

Obtain values of core loss at normal voltage and frequency at 
one-half normal voltage and frequency, from which calculate 
eddy-current loss at normal voltage. Calculate eddy-current 
loss at the other voltages used above and so calculate hysteresis 
losses for various conditions. 

An exponential curve such as F = X** becomes a straight line 
if plotted upon section paper having a logarithmic scale. The 
tangent of the line gives the value of the exponent. 

Plot on logarithmic paper curves of hysteresis and total core 
loss for normal voltage and varying frequency. Plot similar 
curves for normal frequency and varying voltage. By measur- 
ing the tangent values prove that hysteresis varies with 1.6 
power of voltage and first power of frequency. Upon curve 
sheet use watts for ordinates in both sets of curves. 

Plot the curves of losses and of exciting current upon linear 
coordinate section paper. 

If a transformer designed for 60 cycles is operated at 133 
cycles, what could you predict as to the change in its char- 
acteristics, the supply voltage being the same in both cases? 
What if operated on 25-cycle current at same voltage? 



EXPERIMENT XXI. 

HEAT TEST OF A TRANSFORMER BT OPPOSITION METHOD; 

POLARITY TEST. 

The rating of an electrical machine is determined by the safe 
rise in temperature. A motor, in the construction of which is 
used ordinary insulation (i.e., perhaps cotton and shellac), 
might be rated at 10 H.P. The rating of 10 H.P. means that 
it is the maximum power the motor can deliver without over- 
heating some of its parts. If now asbestos or other heat-proof 
insulation were used instead of cotton, the same size motor could 
be rated at perhaps 15 H.P. A certain percentage of the input 
of the motor is used up as heat in the motor 'itself; when this 
internal loss becomes large enough so that the heat generated 
can just be dissipated by the machine at a temperature which is 
safe for the insulation, etc., then the output of the motor under 
this condition should be its rated size. 

The temperature-rise test is not taken for all machines sdht 
out of a factory but only a few need to be tested, for if the ma- 
chines have the same electric constants (resistance, etc.), and 
have the same radiating surface, they will behave alike in their 
temperature rise. 

To determine the temperature rise of a machine caused by the 
losses which occur at full load it is not necessary to actually load 
a machine. If all of the full-load losses are being generated the 
temperature rise will be the same as though the machine were 
loaded. So different methods have been devised to furnish a 
machine with full-load losses without actually loading it. Gen- 
erally it consists of testing at the same time two identical ma- 
chines so connected together that one has generator action And 
the other motor action, the result being that each machine is 
operating under nearly full-load conditions yet the line is fur- 
nishing merely the losses. 

In the case of two transformers this is accomplished by the 

'' opposition '' method, in which full-load current circulates 

through each transformer thus giving full-load copper loss, and 
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Tated voltage is impressed on eacb of them so that normal core 
loss is generated. The method consists in connecting the low- 
voltage coils in parallel and impressing normal volti^e; the sec- 
ondaries are then connected in series (Fig. 64) with their E.M.F.'s 
opposing. Under this condition normal core loss occurs, but 
in the primaries there is only the exciting current and in the 
secondaries there is no 
current at all. If now 
the secondaries are opened 
and a source of variable 
E,M.F. is introduced into 
the circuit, full-load cur- 

■ rent may be caused to 
flow through both trans- a-c. 
formers (in both coils) by 

- adjusting this E.M.F. to 
a value equal to the sura 
of the full-load impedance 
drops of both transform- Fio. 64. 

ers. It will be seen that 

whereas the primary coils are in parallel (i.e., opposition) for the 
outside circuit supplying core-loss current, they are in series for 
the E.M.F. induced in them by the current which is caused to flow 
in them by the E.M.F. introduced into the secondary circuit. 
Hence full-load losses are occurring in the transformers and their 
temperature" will rise as though they were supplying a load equal 
to their rating. The energy supplied is just equal to their full-load 
losses, hence this method can be used for obtaining efficiency also. 
To know whether or not the secondaries are connected in 
opposition after the primaries have been connected in parallel, 
it is necessary to make a polarity test. Although the terminals 
of a transformer cannot be referred to as positive and negative, 
as they change polarity with the reversal of the alternating 
current, yet all terminals change their pfilarity together and so, 
referred to one another, the terminals may be .said to have 
polarity. If the secondaries an; so connected that at any 
instant their terminals which an; connected together liavr; the 
same polarity, then no current will flow through thu cloKcd 
circuit formed by their coils. If they are connected in the 
opposite manner the current will tx; the Kaiiut as though each 
were short-circuited. 
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■ 

To test whether or not the secondary coils are in oppositicm 
connect together two of the terminals, one on each secondary, 
and measure the voltage between the remaining pair of ter- 
minals. This should be zero if in opposition, but may have a 
small value due to a slight difference in the ratios of the two 
transformers. The voltmeter used must have a range equal to 
twice the secondary voltage. With high-voltage secondaries 
where it is not convenient to use a voltmeter the circuit may be 
closed through a long, thin fuse, which, if the coils are in series 

instead of opposition, will blow before the short- 
' circuit current can do any harm to the coils. 



rUfififift/ 



j-AioiAMKMUMiiii The relative polarity of a primary and second- 

ary may be tested by connecting as an auto 
transformer as in Fig. 65. If the voltage across 
AB \^ less than the voltage BD then A and C have opposite 
polarity and should be so marked. 

The temperature of the coil, case and core are to be obtained 
by thermometers and that of the coils by resistance measurement. 
On the core and case fasten the bulb of the thermometer against 
the iron and cover with a piece of waste or putty to prevent 
radiation from the bulb and so that it may register the true tem- 
perature of the iron. Hang one thermometer in the oil, having 
the bulb near the top, as this will be the hottest part. If the 
thermometer has to be removed to be read, be sure to put the 
bulb back in the same place in the oil, otherwise very irregular 
readings will be obtained. 

If the transformer has been standing some time (say 24 hours 
for a small one) since being used, the coils may be taken to be the 
same temperature as the oil when beginning the test. Measure 
their resistance before current has been passed through them 
long enough to heat them appreciably. Call this their resistance 
at the oil temperature. At any other resistance their tempera- 
ture t may be calculated by the formula /?< = /2o (1 + 0.00380. 
Take readings every ten minutes until nearly uniform tempera- 
ture is reached, when they need not be taken so frequently. 

If the rise in temperature is small compared with the absolute 
temperature of the body the rate of radiation may be assumed 
as directly proportional to the diiSference in temperature between 
the body and the surrounding medium. Under such conditions 
the temperature rise will be a logarithmic curve and the final 
temperature rise may be predicted from the first part of the 
«iu:ve: 



THE (CONSTANT POTENTIAL TRANSFORMER 119 

Assume T = temperature of the body. 
H = specific heat X mass. 

A = radiation per degree of temperature diflference. 
K = rate at which heat is supplied to body. 
To = temperature of surrounding medium. 
t = time during which heat is supplied. 



H^ + A{T^To)=K, 



dT 



At At 



+i^ = S+5^» = ^''°Kf+^^)^"='''^" 



dt 
This is seen to integrate into the form, 



At TJ^fTT At 



in which Kq is the integration constant. 

When t = 0, take T = To, then ^o = j' 

Therefore, T - To = ^(l- e'^j- 

Therefore, from two points in the first portion of the temperature- 

rise curve, the final temperature rise -j may be predicted. 

Plot temperatures of the four parts measured for both trans- 
formers using time as the abscissa. 

Caution. — After a resistance reading has been taken be sure to disconnect 
fhe D.C. voltmeter before the D.C. circuit is opened. The energy stored in 
the magnetic field of the transformer has to be discharged when the circuit 
is opened and if the low-reading voltmeter is across the coil it will furnish a 
path for this energy discharge and will probably be injured. 



EXPERIMENT XXII. 

STUDY OF THE CONSTANT-CURRENT TRANSFORMER AND DETER- 
MINATION OF ITS CHARACTERISTICS. 

For ordinary installations of power the supply circuit should 
be constant potential, and the constant-potential transformer is 
designed so that the ratio of primary to secondary E.M.F. is 
practically independent of load current. For some special pur- 
poses (notably, series arc lighting) a source of constant alter- 
nating current is desired, and to satisfy this requirement the 
constant-current transformer has been designed. On a series 
arc-light system when the number of lamps varies (e.g., some of 
them go out because of short carbons or other reasons) the 
current through the line must be maintained constant. But as 
the number of lamps in the circuit varies, the E.M.F. necessaxy 
to maintain constant current varies also, so that the requirement 
of the arc-light transformer is that it must maintain constant 
current while the resistance of the outside circuit is varied from 
zero to the value which gives rated capacity of the transformer. 
The equation of reactions in the two coils of a transformer are: 

L ,/ + Rx + M ji = E cos o)t, 
at at 

L = coefficient of self-induction in primary. 
It = effective resistance in primary. 
X = current in primary. 
y = current in secondary. 
N = coefficient of self-induction in secondary. 
S = effective resistance of secondary + outside circuit 

in series with secondary. 
M = coefficient of mutual induction of the two coils. 
E cos wt = E.M.F. impressed on primary. 

The constant-current transformer is made with the coils 
movable with respect to one another and it was found, in Expert' 
ment 5, that M varied with the relative positions of the coils. 

120 



THE CX)NSTANT CURRENT TRANSFORMER 121 

D M and L are constant quantities (as in constant-poten- 
Qsf ormer) the interpretation of these differential equations 
difficult and leads to the ordinary circle diagram. But 
I and L vary as they do in a constant-current transformer, 
ations of the different quantities involved can best be 
bood by analysis of the vector diagram as given in Fig. 66. 
flux threadmg both coils, when secondary is open-circuited, 
jsented in phase by $ and the primary current, to produce 
X and supply hysteresis loss, by OA. Actually this flux, 
}he current OA, will change somewhat for different loads 
transformer, but as OA is only a small part of the total 
y current its changes will be neglected. The secondary 
mce is assumed constant, which is another questionable 
)tion. However, a vector diagram constructed upon these 
sumptions very nearly represents the actual case. 
)ose when M has its greatest value the transformer has a 
f 1:1. The voltage impressed on the primary has the 
it value given by the radius of the circle Ei^EiEi\ The 
t to be delivered by the secondary has the constant value 
)y the radius of the circle I^Ii' . Hence the primary cur- 
sing the vector sum of the exciting current and the second- 
Tent reversed in phase, will be given by a vector from 
sircle /i/i", which circle is constructed about -4. as a center 
iius = Ii, 

generated secondary voltage (for a given value of M) is 
by the vector OE'i . If, from this, the secondary imped- 
oltage /2Z2 is subtracted, the vector so obtained gives the 
ary-terminal voltage OE1, As we have assumed a non- 
ive secondary load the /2Z2 drop must be so subtracted 
E'l that its /2-R2 component is in phase with the current /2, 
ase of which has not yet been obtained. The method of 
action to satisfy these two conditions is to represent /2Z2 
two components, then to change the position of /2Z2 until 
22 component if projected passes through 0. Having now 
condary current (magnitude assumed and phase just 
ed) the primary current is obtained at 0I\, The three 
Lg forces m the primary circuit which must add vectori- 
give the impressed force are the IiR\ drop, the I\X\ drop 
le E.M.F. given by O-B2' reversed in phase. The IxR\ 
nent and OEi' are known in phase and magnitude and 
3 known in phase as it must be displaced 90° from 0I\. 
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>mbinmg IiRi and OE2' gives OB, To OB is added a vector at 
:ht angles to the current OF. This vector is continued until 
intersects the circle EiEi' at Ex'. This gives the phase of 
e primary impressed E.M.F. and so the problem is solved. The 
wer factor of the primary circuit is given by cos 0. 
If it is assumed that O/i remains constant in magnitude (which 
vill do approximately) and the losses in the transformer are con- 
nt (copper losses are practically constant, iron losses increase 
jhtly with increasing load) we may put I2E2 = IiEi cos <t> = Ky 
ich shows that as E2 increases the power input to the trans- 
trier must correspondingly increase; as /i is constant this 
ans that cos increases directly with the load, which will be 
nd nearly true for values of cos less than 0.9. 
The locus of the secondary terminal volts is given in Fig. 66, 
I it is seen that, throughout the working range of the trans- 
mer, this locus is nearly a straight line, 
rhe diagram may also be satisfactorily constructed by suppos- 

that all of the transformer inductance is in the primary circuit; 

secondary coil having resistance only, its current and generated 
^.F. should be then considered in phase with each other. In 
ny ways such a diagram gives a more logical idea of the trans- 
txier quantities than the one given here, which is similar to the 
Lai transformer diagram. 

Connect the primary to a source of constant potential, of volt- 
5 and frequency the same as transformer rating, and put in the 
auit proper instruments for measuring the power input and 
ative phase of E and 7. In the secondary circuit put an am- 
ter and voltmeter. (If an incandescent lamp load is used a 
ttmeter is not needed. If arcs are used for load, a wattmeter 
1 be necessary.) A potential transformer will probably be 
Pessary for the voltmeter on the secondary circuit. 
After adjusting the counterweights so that rated current 
ws in secondary at full load, vary the load from zero to full 
id in about eight steps, reading all instruments and height of 
3ondary coil. 

Take two other runs, with the secondary underbalanced and 
erbalanced, to see how the transformer will regulate for other 
an rated current. Only secondary-current, position and sec- 
dary E.M.F. need be read for these two tests. 
Construct a vector diagram of the E.M.F.'s in the two circuits 
' 0, z, ^, I and full load on secondary. 
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Construet curves (with watts load as abscissse) of efficiency, 
power factor, secondary E.M.F. and secondary current and posi- 
tion of secondary coil. On another sheet plot the curves of 
secondary current and position for the two conditions of in- 
correct counterbalancing. 

How will the different losses in such a transformer vary with 
the load and why? 

As the transformer efficiency is not very high and the power 
factor is very low at low values of secondary voltage, it is custom- 
ary to use, on commercial circuits, transformers having several 
taps on the secondary coil, so that the transformer may be oper- 
ated at high power factor on different circuits, having different 
numbers of lamps; the low voltage tap is used for a circuit having 
few lamps, etc. 
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EXPERIMENT XXIII. 

ARALLEL OPERATION OF TWO CONSTANT-POTENTIAL TRANS- 
FORMERS. 

The conditions which affect the parallel operation of alter- 
liators, i.e., wave form, equality of voltage and phase, are also 
present to affect the operation of two transformers in parallel, 
h the case of the alternators, however, the attendant can regu- 
ate the conditions to reduce the cross current, etc., whereas, if 
ransformers are connected in parallel to one feeder, the con- 
ations cannot be readily changed. It is quite evident that if 
le transformers are to operate most efficiently there should be 
^ cross current exchanged by their secondaries. If this is to be 
•> the instantaneous values of the induced secondary E.M.F.'s 
inns the respective iD[ipedance drops, due to load current, must 
vvays be equal, otherwise enough cross current will flow to 
iog about such a condition. 

CJonsidering first two transformers of the same capacity, it is 
"ident that for such condition to be satisfied their respective 
^pedances must be equal and they must have the same char- 
"teristic angle. This means that the respective resistances and 
^ctances must be equal. The two transformers might have the 
^Oae value, e.g., for full-load impedance drop, but if the re- 
'tiance of one transformer is greater than that of the other (the 
^iresponding resistance being less) then, although the terminal 
^Itage of the two transformers will be of the same magnitude 
tien full-load current is flowing, there will be a vector difference 
-tween the terminal E.M.F.'s which will cause a cross current 
^ flow. Of two transformers connected in parallel the one 
^vmg the poorer regulation will carry the smaller share of the 
►ad. 

Now if it is desired to operate in parallel two transformers of 
ifferent capacities, the full-load impedance drop (not impedance 
self) must be of the same magnitude and phase in the two. 

Connect two transformers of same design and capacity in 

arallel and vary the load in steps of about one-fourth of the 

125 
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p-ia. 67. 



combined capacity of the transformers. Read the currmtEUid 
watts output furnished by each and load (noninductive) curraik 
Obtain the Impedance nA 

p® phase angle of the impei 

ance drop for each tra» 
former. 

Perform the same tots 
for two transformers of & 
ferent design and capaotS' 
Calculate the value t! 
the cross currents for both cases, making the calculation it 1 
every one-fourth increase in load current. If connections are I 
mode as in Fig. 07, it is seen that the cross current may be lib- | 
tained as follows: 

Wi = wattH output of transformer A. 
/] = total current output of transformer A, read on am- 
meter .-1 . 
E = voltage of load circuit, read on voltmeter V. 

Wi 

^ E 



The in-phase current furnished by transformer A = 



The 



current of A =y /i^— f-tr) ■ 



wattless or (juadrature 

Two 3-K.W. transformers of commercial design, supposed to 
be identical in all respects, Rave results as shown in the curved 
of Fig. (ib. A and li 
represent the currents 
supplied l)y each trans- 
former to the load cir- 
cuit and C is the cross 
current circulating be- 
tween the two second- 
aries. The cross cur- 
rent was calculated l)j' 
the formula given above 
and so represents the 
wattless current only. 
But the true cross cur- 
rent is not altogether 

wattless; at light loads, one transformer may supply consider- 
able energy current to the other. This occurs in the above 
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ves, when the load was 18 amperes; at lower values of load 
rent there was not only a wattless current circulatmg between 
two secondaries but a component of current in phase with 
line voltage. The dotted portion of curve C represents a 
ss current made up of two components, a wattless current 
i an energy current. The above curves show the be- 
vior of two transformers which had slightly different ratios 
ving the no-load circulating current) and also different im- 
dance. By adding external resistance to one secondary circuit 
d some inductance to the other these two transformers were 
ide to divide the load equally at full load, but the equal 
i^ision was not maintained when the load varied. The no-load 
culating current could be brought to zero only by changing 
^htly the ratio of one of the transformers. 
Explain the results of the test by vector diagram where 
isible. 

f time permits, add either inductance or resistance to the 
isformer secondary circuits to see whether or not the load 
i be equally distributed and whether the equal distribution 
be maintained as load is varied.' 



EXPERIMENT XXIV. 

TWO-PHASE POWER, UlflFORMITT OF POWER, DIFFEREIVT 

METHODS OF CONNECTING, VECTOR ADDITION OF CX7R- 

RENT AND E.M.F., POWER AND POWER FACTOR. 

A POLYPHASE system is one in which are combined two or more 
single-phase E.M.F.'s diflfering in phase. In a symmetrical poly- 
phase system the different E.M.F.'s are equal and equally dis- 
placed from one another in phase; in a balanced polyphase 
system the loads on the different phases are equal and the power 
delivered by such a system is uniform, whereas on a single-phase 
circuit the power supply is pulsating. 

That the power delivered by a balanced polyphase system is 
uniform with respect to time may be easily shown. Consider 
a two-phase circuit, the voltage, current and power factor of each 
phase being the same. 

Total power 

= Em cos (Jjt Im cos {0}t — <t>) + Em COS lo)t + | j Im COS («^ + H " ^j 
= Emim (cos cot COS {cot — </>)+ siu 0)t SlU {o)t — (f)). 

This gives by expansion : 

Total power = EmIm cos 0, 

which is evidently independent of time. In the same way a three- 
phase circuit may be shown to supply energy at a uniform rate. 
The advantages of the polyphase systems over the single-phase 
systems are economy of material in machine construction (poly- 
phase machinery, e.g., generators, motors and transformers, 
have less weight per K.W. capacity than single-phase machines) 
and economy in transmission-line construction. Also certain 
machinery, especially induction motors and rotary converters, 
practically require polyphase power for satisfactory operation. 
The single-phase induction motor, has, per se, no starting torque; 
the single-phase rotary has only a small percentage of the 
capacity of the same machine run polyphase and its operation 
is less satisfactory, etc. 
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Of all poljrphase systems the two-phase is the simplest. It 
consists of two single-phase circuits interconnected or not, their 
respective E.M.F.'s being displaced 90° from each other. Such 
a system may be nm four wire (in which case the two single- 
phase circuits may be entirely independent) or three wire, in 
which case a common wire is used for the two single-phase cir- 
cuits. As this common wire carries more current than the other 
two it is made larger. 

In case the phases are interconnected so as to give four 
E.M.F.'s equal and equally separated in phase it is styled the 
quarter-phase system. The connections, for two-phase three 
wire, are given in Fig. 69 (a) ; the two connections for the quarter- 
phase system, star and mesh, are given in Fig. 69 (b) and (c). 
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To study the E.M.F. and phase relation in the two-phase cir- 
cuit make connections of phases as given in Fig. 70. Measure the 
voltage between 1-2 and 2-3 and 1-3. Then put a noninductive 
load on phase 1-3 and connect the pressure coils of the watt- 
meter to 3-2. From the 
volt-amperes on the watt- 
meter and watts indicated 
we may calculate the phase 
displacement between the 
voltage 1-3 and 3-2 (as a 
noninductive load is used, 
current in 1-3 is in phase 
with voltage 1-3). 

Put an equal noninductive load on each phase and measure 
the current in each line. (Use a dynamometer board and the 
same ammeter for the three readings so as to minimize calibra- 
tion errors in instruments.) Measure the power supplied by 
each phase, using one wattmeter, connecting its current coil 
successively in each of the two outside lines and its potential 




Fig. 70. 
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coil from each outside to the common wire as in Fig. 71 (a). ' 
Then measure the power with the same load by insertmg the 
current coil of the wattmeter in the common wire and connecting 
its potential coil, one side to the common and the other to the 
two outer wires successively, as in Fig. 71 (b). Make the same 
tests with inductive load. 




^ 



'0 



o- 



iifififififi L 



rwww 



Fig. 71. 

The power factor of the load may be found by the formula: 
Watts i)er i)hase = {EI) (per phase) X cos 0. 

When thr wattmeter is connected as in Fig. 71 (b),the potential 
coil being connect ihI to ui)per line, the reading of the meter will 
give 

IFi = EI V2 cos (45° + «), 

and with it connected to the lower line will read 

Wo = EI \^ cos (45° - «), 
so that 

]\\ + ]]\ = EI V2{2 cos 45°cos 0) = 2 E7 cos <t>. 

This is evidently the true power of the system. It will be no- 
ticed that when the power factor of the system is not = 1, then the 
two wattmeter readings will not be alike; if the phase angle of the 
load is 45° one of the meters will read zero. If the lag or lead is 
more than 45° one of the meters will read negatively, under which 
condition its potential coil (or current coil) must be reversed, 
the reading taken and called negative, in which case the total 
power supplied = Wi — Wo. 

The power factor of the system may be obtained from watt- 
meter readings alone as shown by the following derivation. 

Wi + W2 = EI2V2 (cos 45° cos 0), 

Wi-W2 = EI2V2 (sin 45° sin 0), 

W1-W2 



so that 



tan0 = 



W1 + W2 



POLYPHASE POWER 131 

CJalculate <t>, for the inductive load, by this method and compare 
"with value obtained by formula (1). 

By means of the wattmeter prove that the two single-phase 
circuits do have their E.M.F.'s diflfering in phase by 90°. 

Make the two connections for quarter-phase system and meas- 
ure the different voltages. If one of the coils is connected wrong 
in the star connection (i.e., 180° out of phase), the different 
quarter-phase voltages will not be equal. In making the mesh 
connection, before the mesh is closed, measure the total E.M.F. 
in the mesh by connecting a voltmeter across the open " corner." 
This should be zero but will not be in case one of the coils is 
reversed: If the mesh is closed with one of the coils wrongly 
connected a large current will flow around the closed circuit. In 
each of the quarter-phase connections measure the diametrical 
voltage and each quarter-phase voltage. 

Plot all E.M.F. and current measurements as vectors on sec- 
tion paper and explain the different results obtained. 



EXPERIMEXT XXV. 

CUUtERT AHD EMS. RELATIOHS IN A THREE-PHASE CIRCUIT; 
POWER AHD POWER FACTOR; " EQUIVALENT " 
RESISTANCE AND CURRENT. 

A THREE-PHASE svstem b one in which the voltages generated 
in the three-phase windings, from which the three-phase system 
is obtained, are 120'' apart. That this angular displacement of 
E-M.F/s is so follows from the placing of the coils on the arma- 
ture. These three single-phase windings may be connected to- 
gether in star iorYj shown in Fig. 72 (a) ; or they may be connected 
in delta 'or mesh ) shown in Fig. 72 (b). When connected in delta 
the line voltage is quite evidently the voltage generated per 





Fig. 72. 

phase. In the Y connection this is not so and the relation 

of line voltage to phase voltage constitutes the first part of this 

test. The three-phase voltages are represented by equal vectors 

spaced 120°. 

If equal noninductive loads are connected to each of the three 

phases it is evident that the three lines 1', 2' and 3', in Fig. 73, 

will be carrying equal currents 120° out of phase with each other. 

But the sum of three equal vectors 120° apart is zero. Hence 

the three lines 1', 2' and 3' may be joined together for their 

whole length and no current will flow in the resulting conductor. 

But if no current flows in it the conductor is useless and so is not 

used and we have the normal three-wire Y connection given in 

Fig. 72 (a). The current in line 1 will be in phase with the 

E.M.F. of phase 1 — 1', that in line 2 will be in phase with E.M.F. 

in phase 2—2', etc. 

132 



POLYPHASE POWER 



133 



Now to get the voltage between lines b and c, Fig. 73, it is 
evident that the voltage Ob must be subtracted vectorially from 
the voltage Oc, But vector subtraction is performed by revers- 
ing the vector to be subtracted, then performing vector addition. 
This is shown on the vector diagram. Fig. 73, as 0&' and the 
voltage between lines b and c will be the resultant of Ob' and Ocj 
given in the diagram by OB. Now the angle c OB = BOb' = 30°, 
hence OB = Oc Vs. In the same way the voltage between lines 
c and a is given by the vector OC and between lines a and b 





Fig. 73. 



is given by the vector OA. We have, therefore, the fact that 
in the Y connection the line voltages are 120° apart and equal 
to Vs X (phase voltage). The line current is evidently the 
same as the phase current. 

In the delta connection the relation between phase current 
and line current may be also determined by vector diagram. 

Suppose the phases are not connected, but each is supply- 
ing a noninductive load. Fig. 74. Then the currents in the 
different circuits will be 120° apart as represented by the vec- 
tors. Fig. 74 (b). Now if the two lines 1 and 1' be replaced 
by a single line the current in this line would evidently be current 
in (a) minus current in (b). In the vector diagram this is shown 
by reversing vector Ob to Ob\ then adding Oa and 06' to give the 
line current OA, In the same way when the lines 2, 2' are joined 
and 3, 3' their respective currents will be given in the vector 
diagram by OC and OB, respectively. In the delta connection 
then the line currents are 120° apart and equal to the (phase 
current) X V^. (Proof same as for E.M.F.'s in Y connection.) 
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For either connection it is evident that if e and i represent the 
phase voltage and current respectively, when the loads are 
balanced, the power being supplied by the three-phase system 





Fig. 74. 



= 3ei (suppose p.f. = 1) or = 3ei cos </> if the load is inductive. 
Calling E and / the line E.M.F. and current we have 

in star connection E = e Vs, I = i, 

m delta connection E = e^ I = i a/3. 




Using these values in above expression for power, we have 

Power supplied by three-phase system = EI Vs cos <^, 

and this expression is the same whether star or delta connections 
are used. 

These relations between E.M.F. and current may now be 
collected and we may represent vectorially the currents in the 
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lines and the E.M.F/s between lines for each connection, first 
considering noninductive load. Conditions for Y connections 
are given in Fig. 75 (a) and for delta connection by Fig. 75 (b). 
If the load is inductive of power factor = cos 0, the conditions 
are represented for the two cases by Fig. 76. 





(b) 



Fig. 76. 



Now, if it is desired to measure the power output of the three- 
phase system, only two wattmeters are necessary as will be 
shown. Suppose the current coils of the two meters are con- 
nected in the lines 1 and 2. The 
potential coils are to be con- 
nected, one end to the line in 
Tv^hich the current coil is placed 
and the two free ends both con- 
nected to the third line. The 
meters will be as represented in 
Fig. 77. The reading of watt- 
meter No. 1 will be 7i E21 cos 
(0 - 30°) and wattmeter No. 2 
will read Iz i?23 cos (0+30°). In the balanced system 7i = 72 = 73 
and Ei2 = -B23 = ^31, so that 

TF1 + TF2 = S7{cos (0 + 30°) + cos (0 - 30°)| = 2 KIcos<t>cos 30° 

= EI V3 cos 0. 

But, as has been shown, ElVz cos is the power de- 
livered by the three-phase system, hence the sum of the readings 




Fig. 77. 
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of two wattmeters so connected will give the total power of the 
three-phase circuit.* 

From inspection of the two equations just given it is evident 

that the power factor of three-phase circuits = -7=^' 

If = 60'', then W2 = EI cos 90° = and if is greater than 
60° the meter W2 will be deflected backwards. Its potential coil 
must then be reversed and the reading be called negative. If ♦ 
is such that the current leads (instead of lags) then Wi reads 
zero at = 60° and reverses for greater values of 0. 

For values of less than 60°, power = Wi + Wt and for ^ 
greater than 60°, power = (TTi — TF2). It is quite evident that 
if one of the meters is indicating negative power it must be 
the one having the smaller reading. When doubt exists as to 
whether or not the power factor of the circuit is less than 0.5 
(i.e., > 60°) the power factor of the load should be increased 
somewhat; if the indication of one of the meters decreases, it is 
recording negatively. 

All of the above discussion supposes a balanced load. It can 
be shown that two wattmeters will measure the power of the 
three-phase circuit for any condition of balance and power 
factor. In case the load is unbalanced the term " power factor" 
loses its significance, as it may be figured out to have several 
different values according to how the readings of E and / are 
used and averaged. 

If it is known that the load is balanced, then only one watt- 
meter is necessary. The current coil is connected in one line 
and one end of the potential coil to the same line. A reading is 
taken with the free end connected to each of the other lines and 
the sum of the two readings gives total power. 

* Another analysis which shows that the two wattmeters do record all of 
the three-phase power is as follows: 

Let ii, 12, ^3, be the instantaneous values of the currents in the three lines. 
Let Ci, C2, 63, be the instantaneous values of voltage across the three phases of 

the load, supposing a Y-connected load. 
Then we have 

Wi = ii (ci + 63) = eiii + Czii. 

W2 = 'k (C2 + 63) = 6212 + eik, 
Wl-\-W2= Ciii + ^212 + Ca (12 + ii). 

But, evidently, at any instant we must have ii + 12 = iz so that Wi + W2 — 
eiii + eiii + eziz, which is the total three-phase power, at any instant. Hence 
the two wattmeters record at any instant the total three-phase power, irrespec- 
tive of power factor or balance. 
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The power factor of the three-phase circuit may be measured 
rith the use of ammeter, voltmeter and wattmeter; or from the 
quations derived for the readings of Wi and W2 it is seen that 

Tan 6 = — ^4 — r^sF — (derive this formula) 

Wi + W2 

« that ammeter and voltmeter are not necessary to find 0. 

Polyphase circuits are more readily solvable when their 
luantities are expressed in " equivalent " single-phase quanti- 
fies. " Equivalent " single-phase current is the value of /, 
which, multiplied by E cos 0, gives total power of circuit. In 
!^liree-phase circuit equivalent single-phase current 7' = Vs X /. 
Fhe equivalent single-phase resistance is that quantity, which, 
nultiplied by {Fy, gives total energy used as heat in the system. 
?or either a Y or delta load, 22' is equal to one-half the re- 
istance measured between lines. 

With lamp banks for load prove the relation of voltage and 
'Urrent in line and phase for Y and delta connections of load. 
^80 by two wattmeters measure the power of the three-phase 
ystem and prove (by measuring the watts in the separate phases) 
•hat Wi + W2 = total power, both for balanced load and un- 
>alanced load. 

Obtain a three-phase load (Y connection is the simpler) whose 
Power factor can be made small. Take readings of Wi and W2 
(also of watts per phase) with <^ less than 60° and^'greater than 
60° for balanced and unbalanced load. Account for values 
observed. Calculate the equivalent resistance and current for 
the inductive load. 

To balance a Y-connected load, open phase 3, and, by adjust- 
ing for equal voltage drop across phases 1 and 2, balance these 
two. Then open phase 1 and balance phases 2 and 3, making all 
adjustment on phase S; then phase 1 may be connected and the load 
vdll be balanced. 



EXPERIMENT XXVI. 

GENERAL POLYPHASE TRANSFORMATION; TWO-PHASE TO 
THREE-PHASE TRANSFORMATION WITH BALANCED 

AND UNBALANCED LOAD. 

It is impossible to change, by means of static transformers, 
single-phase power into polyphase power, but having one poly- 
phase system, it is possible, by selecting transformers of proper 
ratio and properly connecting them, to change to any other poly- 
phase system. In a balanced polyphase system whether two-, 
three- or six-phase, the power supply is uniform and constant, 
whereas, in a single-phase system, it pulsates between zero and 
a maximum. Now, aside from the small amount of energy 
stored in its magnetic field, it is quite evident that a static trans- 
former cannot act as a reservoir for energy, i.e., cannot take it 
in at one instant and give it out the next. Hence it is evident, 
from the standpoint of energy, that single-phase pulsating power 
cannot be transformed by ordinary static devices into a poly- 
phase system giving off a constant supply of power. 

Single-phase power can, however, be changed into a balanced 
polyphase system by the use of rotating apparatus. In such, the 
average single-phase power input will equal the constant value 
of polyphase power output (neglecting the small losses in the 
machine itself). When the input is in excess of the output 
th(^ surplus input will be stored in the form of kinetic energy 
ill the rotating member, and will be given out again when the 
input power falls below the output. 

Using exactly the same line of argument, it can be proved that 
it is impossible to draw single-phase power from a polyphase 
system and keep the polyphase system balanced when using 
static transformers. When such a transformation is attempted 
it will be found that the polyphase system is not evenly loaded, 
which means that its power supply is pulsating; in fact, the 
power supply will be just as variable as is the single-phase output. 

It has been remarked that any polyphase system, in which 

the load is balanced, supplies constant, nonpulsating power (the 

student should prove this point both analytically and geometri- 
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cally). Such being the case, there is no reason from the stand- 
point of energy why one polyphase system cannot be changed 
by static transformers into any other polyphase system. If one 
system is balanced, its power supply is constant so the other 
system must also be delivering constant power, i.e., it also must 
be balanced. If the load on one system is unbalanced it may be 
imagined as a balanced polyphase load (which is delivering con- 
stant power JEtnd which must, therefore, be supplied by constant 
power) and superimposed upon it a single-phase load which 
utilizes pulsating power and must so be supplied by pulsating 
power. This component of the total load, i.e., the amount by 
which it is imbalanced, must be supplied by one phase of the 
polyphase supply and so the supply system will be unbalanced. 

The transformation from polyphase to single-phase power can 
be accomplished without unbalancing the polyphase system if 
rotating machines are used. In this transformation the rotating 
member acts as an energy reservoir so that a pulsating power 
may be drawn out while constant power is supplied. 

It will be shown how any polyphase system can be transformed 
into any other, with special reference to the two-phase three- 
phase transformation. 

Consider a two-phase supply and two separate transformers 
connected to the two phases, the secondaries to have a number 
of taps (as shown in Fig. 78), so 
that different ratios may be obtained. 
Let A and B represent the two trans- 
formers with extra taps as shown. 
The quarter-phase star-connected 
system could be obtained by con- 
necting together taps, 2, 3, 2' and 3'. 
If a quarter-phase system of lower 
voltage is desired the coils may be 
connected in mesh. 

To transform a two-phase to three- 
phase system the T or '' Scott " connection is used. On one of 
the transformers {A in Fig. 79), an extra tap, 5, is brought out. 
The tap is so conliected that the ratio of the voltage between 1 
and 4 is to that between 1 and 5 as 1: 0.800. Tap V is con- 
nected to the junction of taps 2 and 3 and the three-phase sys- 
tem is obtained from taps 1, 4 and 5 a.H shown in Fig. 79, where 
a, 6, c is the three-phase line. 
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it'< 



rpWDSST] 



140 ALTERSATIXG CURRENTS 

That such a connection will give a true tbree-phaae system, 
the line voltages being equal and 120° out of phase with each 
other, will be shown by the vec- 
tor diagram of Fig. 80. The sec- 
ondary voltages of A and B will 
be 90° apart but not equal, as 
there are fewer turns between 1' 
and 5 than between I and 4. 
If the voltage 1-4 is taken as 
100 volts then voltage l'-5 = 
86.6 volts. The vector diagram 
of the line voltages is shown in 
Fig. SO. In plotting the diagram 
Yia. 79. of E.M.F. the actual connection 

as given in Fig. 79 must be con- 
sidered, to show whether vectors must be added or subtracted. 
The voltage ab is 100 and is put in its proper phase in Fig. 80 
directly from Fig. 79. The vol- 
tage b-c is the resultant of 4-3 
and 3-5. But as both these vol- 
tages act toward 6, they must 
be reversed in direction and 
added to get the voltage 6c. 
The resultant, 4-5, is plotted in 
the lower part of Fig. 80, as b-c. 
The magnitude of voltage b-c 
is equal to v'scyij' + 50=^ = 100 

volts. Its phase position with respect to ab is 1 90° + tan~' -jA 
= 120°. ^ "^^ 

Therefore, be = ab, and as vectors they are 120° apart, and 
be is so shown in dotted lines in Fig. 80. 

The voltage ca is evidently the vector difference of 5-1' and 
3-1, or the vector sum of 5-1' and 3-1 reversed, and is so con- 
structed in Fig. 80. Its magnitude = V86.6' + 50* = 100 volts 
and its phase angle with respect to be is 120°, and it is so plotted 
in dotted lines in Fig. 80. So that this " T " connection of 
transformers changes two-phase to three-phase power. 

The neutral point of this three-phase system may be obtained 
by bringing out a tap in transformer A, one-third of the way 
from 1' to 5 as indicated at X. 
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The question of power furnished by each transformer is im- 
portant. If we assume a noninduetive load of 10 amperes per 
line on the three-phase line, the load and volt-ampere readings 
of the two transformers, on the three-phase side, will be: 
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From this it is seen that in the Scott connection slightly more 
transformer capacity is required than in the delta or star three- 
phase connection, in both of which cases the total volt-amperes 
for all transformers, for noninduetive load, is equal to the watts 
load, whereas in the T connection the transformers must have 
about 8 per cent greater capacity. 

Any vector may be resolved into two components at right 
angles to each other. Hence any polyphase system may be 
obtained from a two-phase system, the only requisite being that 
the transformer ratios must 
be certain values and that 
the sections of the two trans- 
formers must be connected 
in series in right relations to 
one another (i.e., direct or 
reversed). 

With two transformers ar- 
ranged for Scott connection, 
connect to a two-phase sup- 
ply as in Fig. 81. With no 
load on the three-phase side, 

measure all necessary voltages to prove that the above given 
vector construction is correct. The equality of the three-phase 
voltages may be directly tested by the voltmeter. That the 
three voltages must be 120° apart may be seen by supposing the 
three lines connected by equal resistances as in Fig. 82. By volt- 
meter we measure the magnitude of the voltage AB\ then that of 
BC and then that of CA. But as A cannot have, at any instant, 
more than one value of potential, so that in traversing the circuit 
ABC we come back to a point of the same potential as that from 

Note, — It is left for the student to prove by vector construction the power 
factors assumed above for the transformers A and B and also the statement 
made in regard to the A and Y connection of transformers. 
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which wf rtarud. the three voltages AB, BC, and CA, when plotted 
a> a tmngie. must clo=e. But the onlj' trian^e having sides of 

equal magnitude is one in 
which the sides are 120° 
apart. Of course it must be 
remembered that if the 
sides of an equilateral tri- 
angle are considered as 
vectors, plotted in the same 
fiiriciloft amuii'l thf- triangle, these vectors are 120° apart and not 
60' Li- mii;}iT U- sai>po?ed if the inside angles of the triangle were 
con-i'ivrt>i. 

Now put a ]»alanced noninductive load on the three-phase side 
and n«:»t^' whether the two-phase side is balanced. Take similar 
rra-iiiij:- with two conditions of unbalance on the three-phase 
side. By taking suitable meter readings when the three-phase 
load is halanet-d. show that the jwwer factors assimied for trans- 
formers A and ^ in the foregoing discussion are correct. If the 
threo-pha<e system is only loaded in phase ab how much load 
will each transformer carr>-? If onlj' loaded on phas^ ac or 6c 
how will the two-phase system be loaded? Prove both of these 
answers bv suitable measurements. 



1 



EXPERIMENT XXVII. 

THREE-PHASE TRANSFORMATION; HIGHER HARMONICS IN 

THREE-PHASE CIRCUITS. 

The transformation of a three-phase system from one voltage 
to another may be accomplished by means of one three-phase 
transformer, also by two or three single-phase transformers. 

From the standpoint of first cost and electrical eflSciency the 
one three-phase transformer is to be preferred, but for reliability 
of operation the three single-phase transformers give better 
results. The possible connections of the single-phase trans- 
formers are 
With three transformers: 

(1) Primaries, delta secondaries, delta 

(2) Primaries, star secondaries, star 

(3) Primaries, star secondaries, delta 

(4) Primaries, delta secondaries, star 
With two transformers: 

(5) Primaries T-connected secondaries T-connected 

(6) Primaries V-connected secondaries, V-connected 

(7) Primaries V-connected secondaries, Y-connected. 

The different methods give different ratios of transformation and 
also different possible output of transformer groups. 

(1) and (2) give the same ratio of transformation, and the 
possible output of the group is equal to the sum of the ratings 
of the three transformers because the power factor of each 
transformer is one, on noninductive load. 

(3) and (4) also have a group rating equal to the sum of the 
separate capacities. In (3) the ratio of transformation (for 1 : 1 
transformers) is VS: 1, while the same transformers connected 
as in (4) give a ratio of voltage of 1 : Vs. 

For method (5) the two transformers are connected as in Fig. 83. 
The ratio of the transformers may be 1 : 1 and not 1 : 0.866 as in 
the Scott two-three-phase transformation. The T connection, 
however, gives a group capacity only equal to 86.5 per cent 
that of the sum of the capacities of the individual transformers. 
This is due to the fact brought out in Experiment 26, that even 
^hen the three-phase load is noninductive, one of the trans- 
formers furnishes a current of 30° out of phase with its E.M.F. 
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With a noninductive load the three-phase voltages with th 
T connection will remain equal, but with inductive load thg 
will become unbalanced owing to the fact that the curreatin 
one leg of the transformer A tends to come into phase with tk 
transformer E.M.F. when the load current is lagging, and, as 
proved in an earlier experiment, a transformer regulates better 
on noninductive than on inductive load. This effect is dia- 
grammed in Fig. 84, which gives the vector relations of E and 
/ in the two transformers. The vectors a, 6, c show the line 
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currents on the secondary side of the transformers with non- 
inductive load while a', b\ c' show the same quantities when the 
line currents lag by an angle <^. 

The half of transformer A which is carrying current a' will 
regulate worse than the other half because of the greater lag 
angle of its current. It is to be noted that B will have less than 
rated core loss. 

Method (6) is very frequently employed where an early 
increase in power consumption is expected. If, e.g., the present 
load is 2000 K. V.A. and it is expected to rise to 3000 K. V.A., then 
it is likely that two 1000 K.V.A. transformers will be installed 
and connected in F. Then when the capacity is to be increased 
the third 1000 K.V.A. transformer will be added, completing 
the delta installation. With the two 1000 K.V.A. transformers 
in Y the group capacity will not be 2000 K.W. because of the 
phase relations of E and / in the transformers. Their combined 
capacity will be about 1730 K.W. and adding the third 1000 
K.V.A. unit will raise the group capacity to 3000 K.W. 

Method (7) does not give a balanced three-phase system on 
the secondary and so is seldom used. It gives what is called 
the '' unsymmetrical Y.'' 

In connecting up for method (6) it is quite likely that the 
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Fig. 85. 



secondaries may be so connected that they are in opposition 
(Y) instead of delta and for this reason, and also to investigate 
the vector relations in the circuit, method (7) will be tried. 

The question of upper harmonics in the E.M.F. wave of an 
alternator becomes of importance in connecting the three-phases 
of the alternator if the machine is delta wound, or if the phases 
of the alternator are connected in Y, then the upper harmonics 
may cause trouble in connecting transformers to the line and 
so the question will be investigated at this point. 

If there were any even harmonics in the E.M.F. wave of an 
alternator the two halves of the wave would not possess *' mirror 
symmetry," i.e., if the 
negative loop were 
moved backward 180® 
the two loops would 
not be symmetrical 
with respect to the time 
axis. This is shown in 
Fig. 85, which illus- 
trates a wave contain- 
ing no even harmonics 

because the loop 6' (6 moved back 180°) is symmetrical with a, 
when the time axis is used as reference line. 

That an alternator can generate only such waves becomes 
self-evident when the process of E.M.F. generation is considered. 

If the winding of a single- 
phase alternator be devel- 
oped as in Fig. 86, it is seen 
to be made up of sets of in- 
ductors, a, 6, c, in series with 
each other and these sets of 
inductors are exactly similar. 
Hence, whatever E.M.F. is 
generated at a certain instant 
will be exactly duplicated 180° later when inductors b occupy 
the field previously occupied by c, and inductors a are in the same 
field previously occupied by inductors b. Hence, whatever is 
taking place at any instant is exactly duplicated (in opposite 
sense) 180° later. This similarity of the positive and negative 
loops does not necessitate the loops themselves having a sym- 
metrical form with respect to an axis, through the point of 
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maximum value, and, in general, they do not possess this 
symmetry. 

It follows that there are no even harmonics in an E.M.F. wave 
but there are nearly always some odd harmonics, those of the 
lower frequencies having the larger amplitude unless some 
special condition emphasizes one of the higher ones. If the 
magnetic field was constantly symmetrical, and of proper distri- 
bution, with respect to the centers of the poles then no odd har- 
monics would appear, but armature reaction, inequalities in the 
air gap, etc., act to prevent this. 

The above remarks on generation of upper harmonics have 
been made upon the assumption that the strength of magnetic 
field was constant with respect to time, i.e., that the field was 
possibly distorted, being stronger in one part of the pole face 
than in another, but that it did not pulsate. If, however, the 
field is not constant then odd harmonics will be produced by this 
variation of field strength. In an alternator, having few slots 
per pole, the reluctance of the magnetic circuit changes con- 
siderably with the angular 
position of the armature be- 
cause at certain times there 
will be one more tooth under 
the pole face than at others. 
This will be understood by 
reference to Fig. 87, which 
supposes a three-phase arm- 
ature having one coil per 
Pio. 87. phase per pole. Such an 

armature will cause pulsa- 
tions in the field of six times the frequency of the armature 
E.M.F. Calling the frequency of these field changes p, and 
that of the generated E.M.F. in the armature co, then there will 
be superimposed in the frequency co a harmonic of frequency 
(p — co) which will always be odd, because p is an even multiple 
of CO.* In a certain machine having a three-phase winding of 
two coils per pole per phase, the air gap being small, there is a 
very pronounced eleventh harmonic. t 

* A more complete explanation of the effect of field variations upon wave 
shapes in the rotating armature will be given shortly. Prof. Pupin has been 
doing a deal of experimental work on the question and the results will be 
published soon. 

t For curve of E.M.F. generated by this machine see Plate 7 of the Appendix. 
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The distorted curve showing the magnetizing current of a 
transformer has for its principle harmonic the third. Un- 
doubtedly all the higher odd ones are present but only the third, 
fifth and possibly the seventh will have appreciable magnitude. 
If two harmonic functions are represented by two vectors 120** 
apart it is evident that the vectors showing the third harmonic 
of these functions will be directly in phase with one another. 
Hence, if three transformers are connected in delta to a three- 
phase line on which there is a marked third harmonic in the wave 
of E.M.F. their third harmonic currents will be in phase with each 
Dther and so will flow in the local path formed by the primaries. 
This third harmonic will not appear in the line but will do harm 
in heating the transformers.* 

If / = line current, It = current in transformer coil and Iz = 
Eunplitude of third harmonic, then 

I 



V3 



= V7,2 - 7,2. 



This will only represent approximately the condition as h will 
include the 9th, 15th, etc., harmonics. 

If the primaries of the transformers are connected in Y and 
the secondaries neither connected in A nor loaded, then the volt- 
age wave form across a primary coil will be much distorted. 
The resulting voltage across any transformer Et will be greater 

than (—7=) X line voltage by an amount which equals vectorially 

the reaction E.M.F. of the third harmonic. 

E y 

Expressed algebraically —y= = y/E? — E^. This condition re- 
sults in what is sometimes called the '' wabbling neutral''; the 
voltage from one corner of the Y to the center is constantly 
changing due to the third harmonic E.M.F. 

If a third harmonic E.M.F. is generated in the alternator coils 

and the coils are connected in delta, then a considerable current 

may circulate in the armature even when the load is zero. This 

will cause useless heating of armature. With delta-connected 

armature, the third harmonic cannot appear in the line E.M.F. 

(Why?) But in a star-connected alternator the line E.M.F. will 

contain the third harmonic. If, then, three transformers are 

* For curves showing voltage and current forms in three-phase groups of 
transformers see Appendix, Plates 9-14. 
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connected in delta to the line a circulating current will flow m ■IrI'^ 
their primary coils. Incase the primaries are connected star and l|cx '^^ 
the secondaries delta, the circulating current will appear in then |itb>^ 
secondaries. In case everything is connected in star no tiuid* 
harmonic current will flow unless the neutral points of alternate 
and apparatus are grounded.* |il ^ 

Make connections and measure E.M.F.'s for all methods ol 
transformation. Obtain sufficient readings that vector dia- \^:x^ 
grams of the E.M.F.'s may be constructed for each connection. | \^ 
By loading with balanced, three-phase, noninductive load and 
adjusting load imtil each transformer is operating at rated 
current, prove that methods 3 and 4 have group capacity equal | ^^i^ 
to sum of separate capacities while methods 5 and 6 give only 
56f per cent the capacity of a group of three transformers, each ||i^ 
of same capacity as one of the two used. With the primaries 
of three equal transformers in delta and not loaded get sufficient 
data to calculate the value of the third-harmonic current cir- 
culating in the delta due to distorted magnetization curve. 

By means of the ondograph get the curve of phase E.M.F. of 
a three-phase alternator giving a distorted wave form. Connect 
the phases in delta and measure the circulating current by an 
ammeter. Get the ondograph curve of this circulating current, 
and on same sheet get curve of phase E.M.F. for reference. Get 
the curve of line E.M.F. Cormect the phases in star and again 
get the curve of lino E.M.F. 

Befoni making the last connection for a delta circuit, whether 
alternator or transformer, always measure the voltage across the 
open terminals. The last connection must not be made until this 
voltage is practically zero. If it is not approximately zero, one 
of the phases is connected in the circuit 180° out of its proper 
phase and it must be reversed. 

In case the transformers are connected Y — A the open cor- 
ner of the connection may show quite a large value of voltage 
due to the adding up of the third-harmonic E.M.F.'s around 
the A. This third-harmonic voltage will produce practically no 
current in the A when it is closed. An unbalanced voltage 
(third harmonic) of 65 volts on some 3 K.W., 110-220-volt trans- 
formers caused a circulating current of less than 1 ampere 
when the A was closed. As soon as the A is closed a small 

* For more complete analysis of the third hannonic in three-phase circuits 
see Franklin's " Electric Waves." 
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irmonic current flows in the secondary circuit and the 
f this current is to damp out the third-harmonic E.M.F. 
primary circuit. This point may be investigated by 
ing one voltmeter across the line and one across one 
T and noting the readings of the two instruments before 
er the secondary A is closed. Before it is closed the 
J of the two voltmeters indicate perhaps a large third- 
ic E.M.F.; after closing the secondary this disappears, 
bruct vector diagram of all E.M.F. relations obtained and 
group capacity^ etc. Explain curves obtained from the 
jor. 

is a three-phase transformer more eflScient electrically 
ree single-phase transformers of same combined capacity? 
e three single-phase transformers more economical from 
idpoint of reliability and maintenance cost? 



EXPERIMENT XXVUl. 

PHASE CHAXACTEKISTICS OP A STHCHROHOUS MOTOR; CAPAC- 

irr Acnoir oir ah ixducttve uhe, •'huhtihg" of 



If two iil'[*mh.UjTr' hr*r op^T&x'mz in pandlel and the driving 
pcnr-r :* tiik*-!. iwiv frc»ra one of them it will continue to nin, 
ci:>eri::::j! i* i iiioT'.tr iijjd 'irawing its necessary power from the 
oiijer ii.:*-niir-..r- Mitr^jver. it^ «peed will be exactly the same 
i.- ;: :.id f':»r viir^^l oper^ition as a generator. From this fact 
:: Lir i*-riv»-.d it* 1^:1111^: a r-jTichronous motor, being supplied 
w;:l >:.w^r of i ■> rtnir. frt-f^uency, will always operate as a motor 
it tLat rj^'-^-d which it would require as a generator to give the 
fr'-qu-Dcy with which it i> -upplied. 

A .-ATichr- -nour mot^fr miiv be either single phase or polyphase, 
and to milk'- thv di>curv-ion more simple a single-phase motor 
will \^ con>id*-r^-d. T'hr characteristic feature of the synchro- 
ji'ju.- motor. «^ut-idv of it> constant speed, is the fact that it can- 
not Ix' start»*d )}}' r-ujiTilying power to its armature through a 
rh<-o-t:at. a- rn;iy h^- d'»ii»- with other tj'pes of A.C. motors and 
al>o ]).('. in'^tur>. Thi> remark will be qualified later when 
applied to i)olypha>f' motors.) The reason for this lack of 
-tartiiiK torqijf' hf'Com»s evident when the relation of the arma- 
ture current and the niatnietic field i.s con.<idered. 

Thf field, being supjjlied from some D.C. source, is imiformin 
din*ction and magnitude. The current circulating through the 
armature conductors is alternating with the frequency of the 
supply circuit. It is a fundamental principle that a conductor 
carrying current, plac(»d in a magnetic field (not parallel to the 
field;, will be acted upon by a force which will tend to move the 
ccjnductor at right angles to itself and the flux. The direction 
of this force depends upon the direction of the current and of 
th(; field; if either of them is reversed the direction of the force 
rcivcirses, but if both of them reverse the force on the conductor 
will be in its original direction. 

Now consider the stationary armature of a single-phase 
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synchronous motor as in Fig. 88. One coil of only two con- 
ductors A and B is considered, as all of the winding will act in 
the same way as one coil. At the instant considered A is under 
a tJ pole and current is out of the paper so that the force will 
tend to move the armature 
in a clockwise direction. In 
conductor B the current is 
in the opposite direction as 
is also the field flux (into 
the armature imder ii and 
out of it under S) so that 
the force on B will also tend 
to move the armature in the 
clockwise direction; hence, 
it will begin to turn. Owing 
to the inertia of the anna- Fiq gg^ 

ture it will not have moved 

very much before the current in the conductors will have re- 
versed. The conductors will still be in practically the same 
position as shown in Fig. 88, because if a frequency of 60, e.g., 
is used, it is quite evident that the armature starting from rest 
could not have moved far in xirr of a second; but if the current 
in the conductors reverses and they remain in a field of same 
direction as before then their force will be reversed and the 
torque will be counterclockwise. So that the motor could not 
start, per se, from standstill because the torque varies in direc- 
tion with the same frequency as the power supply. 

But if the armature is revolving rapidly in a clockwise direction 
at the first instant considered, then by the time the current re- 
verses in direction conductor A will have moved under the & pole 
and B will be under the next tJ pole. So in this case the current in 
the conductor and the direction of the magnetic field in which the 
conductor is lying both change at the same time and hence the 
torque will remain in the clockwise direction. If A moves from 
a JV pole to a S pole in the time of one alternation of the current 
then the armature is revolving at synchronous speed. This 
discussion gives the reason why a synchronous motor, running 
at synchronous speed, exerts torque constantly in one direc- 
tion, and if not at synchronous speed gives a torque alternating 
in direction, and so is not capable of doing work. So far as 
torque is concerned a three-phase motor may be considered as 
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three single-phase motors with this exception, that a pol3rplia8e 
s>7ichronous gives practically uniform torque while in a single- 
phase motor it varies between zero and a maximum with twice 
the frequency of the power supply. 

In Experiment 15 the conditions to be obtained, before an 
incoming alternator can be connected in parallel with the line, 
are enumerated. The synchronous motor must be brought to 
synchronous speed and these same conditions obtained before it 
can be connected to the supply line. With some polyphase 
synchronous motors, however, no extra driver is required to 
bring them to synchronous speed. A set of transformers with 
low voltage taps supplies to the stationary armature a polyphase 
voltage of such a magnitude that the armature current is not 
excessive (as there is no C.E.M.F. with the armature stationary, 
normal voltage would cause abnormally large current to flow in 
armature). The polyphase currents distributed in the polyphase 
winding of the armature produce a rotating field (to be taken up 
later on in connection with the induction motor). This field 
produces eddy currents in the pole faces which react upon the 
armature so that it is dragged around in the opposite direction 
to that of its rotating field. It will accelerate, therefore, until 
nearly synchronous speed is reached. 

During this accelerating period there is no direct-current 
excitation in the field and the field circuit is split up into sections 
to keep down to a safe limit the induced voltage in the field 
windings. This voltage may get high enough to puncture the 
field insulation unless proper caution is exercised in employing 
this method of starting. When the armature has accelerated up 
to nearly synchronous speed, normal voltage is applied to the arma- 
ture (generally by means of a double-throw switch connected to the 
half voltage taps on one side and full voltage on the other) and the 
field is gradually excited. The motor will then generally pull into 
synchronism and proper phase or 180° out of phase; in the latter 
case it must be forced to slip one pole or the field current may be 
reversed. In other methods of synchronizing, employing auxil- 
iary power for starting, a lamp or synchronoscope is used; the 
operation of synchronizing may be done automatically by a 
synchronizer. 

As the field strength and speed of this type of motor are con- 
stant the C.E.M.F. must be constant, so that it is not at once evi- 
dent how the motor can accommodate itself to different loads. In 
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motors the C.E.M.F. drops just enough below the impressed 
.F. to permit the required current to flow. In the synchro- 
motor, the C.E.M.F. may be very much less than, equal to, 
ren greater than the impressed E.M.F., and still the motor 
operate well for different loads. The explanation of this 
is to be seen by means of the vector diagram of the motor, 
er normal operation the C.E.M.F. will be nearly 180° dis- 
3d from the phase of the impressed E.M.F. as shown in Fig. 
pehere OEi = impressed vol- 
, OEn, = counter E.M.F. of 
)r and OEr = their resultant, 
le impedance of the arma- 
is Z then the current in 

OEr 



irmature = 



and will lag 




^Ei 



ly 90'' behind OEr because of 

inductive character of the armature circuit. The output of 
motor = OEra XI cos a = OEm X OA, 
now OEm remains constant and more load is put on the 
hronous motor, the armature will be retarded slightly so 
its space phase with respect to the time phase of the im- 
pressed E.M.F. is different. It 
will still be running at synchro- 
nous speed, however. This phase 
displacement of the armature re- 
sults in E.M.F. relations, as shown 
in Fig. 90. Here the resultant 
E.M.F,, OErj is much larger and 
hence the current 01 is much 
larger. 6 has its same value but a 
is slightly less. The motor output 
5ain OEm X 01 cos a = OEm X OA, which is about twice as 
e as its previous value. 

now the load be maintained constant and the field current 
'aried (thus changing OErr) 01 must so change that OEm X 
!0S a remains constant. 

I Fig. 91 are given the different conditions under which this 

it occur. Using the phase of the current as reference line, 

assuming a certain value of current 07i, then the position 

magnitude of OEr are immediately obtained. A circle is 

ribed about with radius equal to line voltage OEi. If the 
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motor output = JST, then we must have OEm X 01 cos a = L 
Draw a line. BC. perpendicular to 01 such that OD X 01 =K. 
Then whatever value OEm may have its projection upon 01 must 
be equal to OD, i.e., we have to construct a parallelogram hav- 
ing OEr for diagonal, one side terminating on the arc E/'Ei and 
the other on the line BC, Two such constructions are possible, 
a.* shown, so that either of two excitations will satisfy the condi- 
tion. For another value of current and the same load construct 
the line BT' perpendicular to 01 and so that OD' X 01' =K, 
and so two more excitations will be found. In such a manner 




Fig. 91. 



it will be found that for any given load on the motor (within its 
rating) the armature current may vary throughout a wide range, 
there being two value.s of excitation for each value of armature 
current, the greater excitation giving a current leading the 
impressed force Ei and the other a lagging current. For any 
load there will ])e a minimum value of current which will be a 
singly valued ])oint. 

The curve showing the relation between armature current and 
excitation for any given load is called the '' phase characteris- 
tic " or '' V '' curve of the motor. For any given load the most 
efficient operation will be obtained by adjusting the field excita- 
tion to give the minimum value of armature current for that 
load, because under this condition the armature PR loss will 
be a minimum. If other than this excitation is used the PR 
loss will be greater and also the core loss will be different. For 
superexcitation the core loss increases and under excitation it 
decreases. For most efficient operation the total losses (PR + 
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core losses) should be a minimum. This will always occur when 
the motor is operating close to the bottom of one of the V curves. 

It will be noticed in Fig. 91 that overexciting the motor makes 
the current lead the impressed E.M.F., i.e., the overexcited syn- 
chronous motor acts like a condenser, the amount of condenser 
action depending upon the amount of superexcitation. 

As the ordinary transmission line and its load are inductive 
the current in the line is a lagging one, and so the power- 
transmitting capacity of the line is less than it should be. A 
synchronous motor connected to such a line may be made to over- 
come the inductance of the line and its load so that the line has 
its maximum capacity. As the excitation of the synchronous 
motor is increased, first the inductance drop on the line is over- 
come, and the only drop is the IR drop. If the excitation is 
further increased the current in the line becomes a leading one 
and will raise the voltage of the generator by its magnetizing 
action. Also, if there is a concentrated inductance in the line 
near the motor, the condenser action of the motor may give 
what is called a " resonant rise " in voltage, resulting in a higher 
E.M.F. at the motor terminals than at the beginning of the line. 
This is resonance in the same way that an actual condenser and 
inductance resonate. 

The " hunting '' of a synchronous machine will be briefly 
taken up here because, in the following tests, hunting of the 
synchronous motor may occur. 

The hunting of a synchronous motor is generally the result of 
weak synchronizing power; the phase position of the motor 
oscillates about some proper value of P (for meaning of the terms 
employed see the discussion on parallel operation of alternators, 
Experiment 15), this proper value of P depending upon the load 
the machme is carrying. Now if the change in torque, for a 
given change of /3, is small, then the motor is likely to oscillate 
violently around this mean value of jS, and under some conditions 
actually pulls itself out of synchronism with the line. 

A synchronous motor is, in this action of hunting, analogous 
to a balance-wheel pendulum. The change in motor torque with 
variation in /3 (this change is nearly proportional to change in /3) 
corresponds to the spring action of the pendulum, and the mass 
of the motor armature corresponds to the mass of the balance 
wheel. 

Now a balance-wheel pendulum has what is called its " natural 
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period of oscillation " and so has the synchronous motor. If a 
periodic force of frequency equal to that of the natural period of 
such a pendulum is impressed upon it the pendulum will oscillate 
with continually increasing amplitude and the system is said to 
be in resonance. The amplitude to which the oscillations will 
build up depends upon the value of the dissipative reactions 
which are brought into play by the motion — if the friction of 
the system is low very violent oscillation will result. 

In the case of the synchronous motor a similar occurrence may 
take place ; if the load, e.g., is variable and changes in such a way 
as to r(»sult in a periodic fluctuation, the motor will behave as 
though it was b(»ing acted upon by a periodic force. If the period 
of the fluctuation is near that of the natural oscillation period of 
the armature the value of the phase displacement angle jS will 
periodically vary and the armature oscillates around its normal 
value of fij which, of course, depends upon the average load. 
This oscillation of the armature is called " hunting." It is 
s()ni(»tiines so violent that it is impossible to hold a motor syn- 
chronized with the line. The amplitude of the hunting of the 
synchronous motor depends upon the value of the synchronizing 
force and upon the dissipative reactions which occur due to the 
oscillations. As the value of P periodically changes, the phase 
l)()siti()n of the armature reaction, hence the position of the field 
flux, ('hanjz;('s also. Damping grids, so placed in the pole faces 
that this ficki fluctuation causes large eddy-current losses in 
tlu^ni, tend to keej) the hunting of low amplitude, and so practi- 
cally all api)aratus, such as synchronous motors or converters, 
are ecjuipped with such preventive grids. 

If there occurs a large drop in E.M.F. in the line feeding the 
synchronous machine, so that, with change in current, there 
occurs a large change in 6, the E.M.F. impressed on the machine, 
the synchronizing effort of the machine is correspondingly 
reduced as may be seen from the equation given in Experiment 

15, which was ^^ = — ^-^ . This shows the synchronizing 

op Z tia 

force to depend directly upon e. It also depends upon JS?, the 
generated E.M.F., of the armature. 

A synchronous machine connected to a high impedance line is, 
therefore, very likely to hunt, and if the hunting is caused by the 
excessive line drop even damping grids will not remedy the 
difficulty. The impressed voltage of a sjmchronous machine 
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must be nearly independent of the current being taken by the 
machine if hunting is to be eliminated. 

The hunting of a synchronous machine may sometimes be 
eliminated by changing its natural period; e.g., a small rotary 
converter hunted so violently that it would not remain in syn- 
chronism with the line; a flywheel was mounted on the armature 
shaft, thus increasing the mass of the oscillating member and 
so changing its natural period; the hunting after this addition 
was imperceptible. 

With no load on the synchronous motor, and rated voltage 
and frequency impressed, reduce the excitation until 150 per cent 
rated current is flowing in the armature. Read impressed volts 
and frequency, amperes armature and field and watts input to 
armature. Then increase the field excitation until about the 
same value of current is obtained leading the impressed E.M.F., 
and take same readings as before. Get about eight readings in 
between these two extremes. Get a similar set of readings for 
half load on the motor and for full load. Take a 25 per cent 
overload run if the motor will carry it. If the motor has a 
tendency to " hunt " the readings for low power factors will be 
difficult to obtain, as under these conditions the tendency to 
" pull out " is accentuated. 

With the synchronous motor running light and at cos <^ = 1, 
impressed voltage and frequency at rated values, take a reading 
of terminal volts and field current. Keeping the generator field 
(i.e., the generator supplying power), constant and the motor 
still unloaded, increase motor-field current and take another 
reading. Take about eight similar readings with the field of 
motor superexcited more each time. 

Make another set of readings with a concentrated inductance 
in series with the line supplying the motor. Read terminal 
volts, generator volts and field current. In this run the terminal 
volts may rise above the generator volts due to the " resonant '' 
action of the line and motor. 

Try the efifect on the operation of the machine of inserting 
some resistance in series with the supply line. 

Plot on one sheet the phase characteristic curves, power factor, 
and watts input curves and on another the curves of terminal 
and generator voltages. On both sheets use field current of 
motor as abscissae. 






EXPERIMENT XXIX. 

WITH MOTOR EXCITATION CONSTANT, TO FIND THE REUHOlf 
BETWEEN LOAD CURRENT AND POWER FACTOR; PHASE 
SHIFTING WITH VARUTION OF LOAD. 

It is the object of this test to investigate the changes which 
occur in the armature current of a synchronous motor as the load 
is increased and the motor C.E.M.F. is held constant; how the 
phase of the current with respect to the impressed E.M.F. alters 
with load, and how the phase position of the armature changes as 
the load is varied. 

Referring to Fig. 92, it will be seen that if the impressed volt- 
age and the field current of the motor are held constant, then 
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the loci of El and Em must be circular arcs about O, The cur- 
rent, 07, will be used as reference line and then the resultant 
of the motor E.M.F. and line E.M.F. must constantly be on 

2 wfL 
the line OA, displaced 6 from 01 where tan 6 = — ^— , L and R 

being the constants of the motor armature. If Zm = impedance 

OEr 

of motor armature, 01 = -^ • 



'm 



If the E.M.F. relations are to be investigated for a certain 
load Ky we shall have the following relations: 

K = EmI COS a and Er = IZ^- 
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Now Er = VEm^ + Ei^ + 2 EmEi COS (a - <A). 

We have /3 = (^ - <^) or (a - <^) + (^ - /3) = a, 

j5i + Em cos (a - <A) 



where 
Then 



cos j8 = 



Er 



= ^m( 



i/m'' + S,2+2 £„S, COS (a-«) 



'm 



)cos((a-0) + (^-^)). 



Now assuming a certain value for {a — <^) and knowing Em, Ei 
and Z,„ it is evident that we can obtain the power output, input, 
efficiency, etc. The power factor of the motor is at once ob- 
tained for any value of (a — 0) by the equation 

Although Ely Emj and (a — <^) are known it is not readily seen 
how <l> will vary, because Er is itself an involved expression. 




Fig. 93. 

Instead of calculating the various quantities derived above they 
may be predicted by vector construction. Assuming another 
value of the current = 0/', then OE/ = OV X Zm and with Er' 
as center and radius = OEmy cut the locus of Ei at Ei, The 4>' 
is at once obtained and -&;,»'/' cos a is also determined. 

The application of the circle diagram to the synchronous 
motor is shown to be possible in " Electric motors,^' Crocker & 
Arendt, from which volume it is here reproduced in Fig. 93. 
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OEg is taken as reference line. About O is described a ciide 
with radius = Em and another circle of the same radius is 
described about the point E^. This second circle is the locos 
of Er. The line OK is drawn at the angle $ with OEg and OK => 
OEm!* The center of the current-locus circle is obtained at B 
by making BK = OEm- The scale for the current is obtained 
by dividing the volt scale by Zm- To use this diagram, the an^ 
between Em and Eg is selected and OEm is drawn. EmEr is 
parallel to OEg, With O as center and OEr as radius cut the 
current locus at I, and 01 represents the magnitude and phase 
position of the motor current. Then E^I cos 0m = motor out- 
put and Egl cos <f> is the value of the input. Cos is the power 
factor of the motor and it may be seen from the diagram that 
the value of for any load depends upon the relative values of 
Em and Eg as was found out in Experiment 28. 

Adjust the motor voltage equal to that of the line from which 
power is to be taken, and synchronize the motor. During the test 
k(*ep the impressed voltage constant. Read armature current, 
watts input, watts output, phase position of armature (i.e., angle 
jS, Experiment 15) and impressed voltage. This reading should 
bo taken with no load on the synchronous motor. In case a 
gciKTutor is used for load the connection diagram will be as 
shown in Fig. 94. The core loss of the D.C. generator must be 



Thrvi' ph»iie_ 
powiT lupply 
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Fig. 94. 



measured at a given generated voltage and its field current kept 
at the value which gives this voltage. The resistance of the 
generator armature must be measured so that the armature PR 
loss may be calculated. 

By means of the D.C. generator (or brake) put on j, i, f, full 
and IJ load on the synchronous motor and take same readings 
as for no load. The field of the synchronous motor is to be kept 
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constant. Then take a similar set of readings for excitation of 
the synchronous motor which give motor voltage 25 per cent 
above and 25 per cent below normal. Measure the impedance 
and resistance of the motor armature. 

Construct three circle diagrams for the three dififerent motor 
excitations and from them obtain (for such values of the angle 
as will give approximately the same motor loads as those actually 
measiu'ed) the values of armatiu'e current, <^, watts input, and 
watts output of motor. 

Plot curves from the experimentally obtained results of arma- 
ture current, power factor of motor, phase position of armature 
and watts input to motor, against watts output as abscissae. 
On the same curve sheet plot the same quantities as they are 
obtained from the circle diagram. 

Instead of the circle diagram, the diagram given in Experiment 
15 serves excellently to analyze the action of a synchronous 
motor, with varying excitation and load. The IZ drop in the 
armature must be reversed in phase to what is shown in Experi- 
ment 15, and current phase will be changed, otherwise the con- 
struction is the same. 

iVote. — The circle diagram for the synchronous motor is derived on the 
supposition of constant impressed E.M.F. and C.E.M.F. In the above test the 
impressed E.M.F. is maintained constant but how nearly constant the C.E.M.F. 
of the motor remains is difficult to determine. It is evident that as the phase 
of the current in the motor armature changes it may have either a magnetizing 
or demagnetizing action upon the motor field.* In the above test the motor- 
field current is maintained constant and the effect of the armature reaction is 
ignored. This may, of course, produce some discrepancy between the actual 
Tslues of the quantities plotted and their values as predicted from the circle 
diagram. 

* For ciures showing how the variation of field strength may change the 
form of the C.E.M.F. wave see Appendix, Plate 15. 



EXPERIMENT XXX. 

8TDDT OF ROTART CONVERTER RUHKHTG FROM THE DX. ERD; 

VOLTAGE RATIOS FOR VARIOUS ITUMBER OP PHASES; 

VARIATIOH OF VOLTAGE RATIO WITH FIELD STRENGTH; 

EXTERNAL CHARACTERISTIC FOR INDDCTIVE 

AND NONINDUCTIVB LOADS; 

EFFICIENCT. 

The voltage ant! current relations of a rotary converter can 
best he »tudiod by supposing that two different windings actu- 
ally exist on the same armature, the two windings being exactly 
Bimilar as to number of inductors and their place upon the armv 
ure core. One winding is connected to slip rings and the other 
commutator. First a single-phase converter (one having 
;ap8 180° apart and which really is a two-phaae winding) will be 
considered. Suppose there are eight coils in each winding and 
he machine is bipolar. When the arma- 
ure is rotating each coil will generate a 
wave of E.M.F. {if the field distribu- 
13 suitable) and these E.M.F. 's will ■ 
differ in time phase by the same amount as 
,heir resppctive coils differ in space phase.* 
The vector reprcHcntation of these E.M.F.'s 





is given in Fig. 95 (a). As the coils are connected in series the 

E.M.F. in the whole armature circuit is zero as shown in Fig. 

* K the number of coils is sufficient (say three or more per phase per pair of 

poles) the E.M.F. relations obtained in the following discussion hold good even 
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95 (6), If, however, the wmding is tapped at two connections 
180° apart and these taps connected to slip rings it is evident 
that there will be an alternating E.M.F. on the rings, the max- 
imum value of which is the diagonal of the octagon. This max- 
imum value occurs when the points tapped to the rings are in 
the neutral plane of the magnetic field. The effective value 

of this alternating E.M.F. will be — ^ where Em = diagonal of 

v2 
octagon. 

Now the second winding is connected to a commutator and 
the brushes continually connect to the taps which are temporarily 
in the neutral plane, so that the E.M.F. at the brushes is Em* 
If now the armature, instead of being driven by some outside 
power, is used as a synchronous motor, power being supplied to 
the collector rings, the ratio of the voltage on the D.C. winding 
to the impressed E.M.F. will be practically V2 : 1, for when the 
impedance drop in the A.C. winding is small (which it generally 
is) the impressed and counter E.M.F.'s are nearly equal. 

The current which flows in the A.C. winding will be nearly 
in phase with the impressed E.M.F., which means that it is 180° 
out of phase with the vector representing the E.M.F. generated 
by the group of coils connected in series between taps. The 
current in each coil will be a sine wave. 

If now a current is taken from the D.C. winding the current 
will flow in phase with the voltage at the brushes (i.e., in phase 
with the generated voltage of the group of coils on one side of the 
armature) and this means that it is in phase with the C.E.M.F. 
of the synchronous motor and hence 180° out of phase with the 
current in the A.C. winding. Also the current in the D.C. 
winding is not a sine function but has a constant value for one- 
half a revolution of the armature, reversing its direction to a 
negative quantity (of same magnitude as before) just as the coil 
undergoes commutation. 

Now, if the two windings are one, the same winding being con- 
though the wave form of the E.M.F. generated in a single coil is widely differ- 
ent from a sine wave. An irregular wave, such as is generally developed in a 
single coil, signifies the existence of upper harmonics in the E.M.F. wave and 
these higher harmonics tend ordinarily to neutralize one another when several 
differently placed coils are connected in series with each other, as they are on 
a rotary armatiure. So that with the E.M.F. generated per coil an irregular 
curve the form of the voltage wave between ISO** or 120° taps of the rotary 
approximates closely to a sine wave. 
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nected to slip rings on one end and to a commutator on the otliei, 
exactly the same relations of E.M.F. and current will be true, 
The ratio of A.C. to D.C. voltage is as 1 : V2, and in each onl 
there will be the resultant of a sine ciu^e alternating current and 
a constant current which reverses its direction once for eacb 
alternation of the A.C. current. As this D.C. reverses in tbe 
different coils at different times while the A.C. current has the 
same phase in all coils, it is evident that this resultant current 
will be different for the different coils. As the rating of a ma- 
chine depends altogether upon its heating, and the heating upon 
the current, it is important to consider here more in detail tbis 
resultant current. An eightHjoil armature will be considered 
and the different coils num- 
bered for identification as 
in Fig. 96. The effect of 
losses in the machine itseU 
will be neglected, so that 
output = input. The slip- 
rings are represented outr 
side the commutator and 
time is reckoned zero when 
coil 1 is just enterir^ the 
neutral plane, i.e., the D.C. 
component of current in 
No. 1 is just going to re- 
verse. As the A.C. taps are also in the neutral plane, the A.C. 
C.E.M.F., and hence the A.C. current, are at their maximum 
valuoH. 

Now if the D.C. voltage = 100, the A.C. voltage (effective) = 
70.7; and as output = input, if we assume a direct current of 10 
amperes, the maximum A.C. current will be 20 amperes. These 
line currents are twice as large as the coil currents, the armature 
being two circuit. Then just before commutation the current in 
coil 1 = 10 — 5 = 5.0 amperes and just after commutation (the 
A.C. current still being a maximum) the current in the coil = 
10 + 5 = 15.0 amperes. After the armature has revolved 45" 
the A.C. current has a value of 10 X cos 45" = 7.07 amperes, 
so at this instant current in coil No. 1 (and also 2, 3 and 4) = 
7.07 + 5 = 12.07 amperes; but coils 8, 7, 6 and 5 will have 
7.07 — 5 = 2.07 amperes at this time. At time = 90° the 
A.C. current = 0, so that all coils have 5 ami)ereB. By taking 
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successive intervals of time in this fashion and finding the current 
in each coil it will be found that the current distribution is not 
regular, those near the A.C. taps carrying much more current 
than the others; the form of current wave for two typical coils is 
shown in Fig. 97.* For this reason the heating of the armature 



Coll mlJway between 




Fig. 97. 

of a rotary converter is irregular, those coils next to the A.C. 
taps becoming the hottest. If, however, the A.C. current is not 
in phase with the impressed E.M.F. 
then the hottest coils will not be 
those adjacent to the A.C. taps but 
will be more towards the center of the 
group. Also, for a given load, the ac- 
tual value of the current in all the 
coils, and hence the heating, will be 
greater than where cos <^ = 1. 

If now we consider a polyphase 
converter instead of a single-phase, 
the ratio of A.C. to D.C. voltage will 
evidently be different. For a bipolar 
machine the D.C. voltage is equal to 

the vector sum of the E.M.F.'s generated by one-half of the coils 
as before. But the A.C. voltage will depend upon how many coils 
are included between taps. If, e.g., a three-phase converter is 

* For experimental determination of these current forms see Appendix, 
Plates 20-23. 
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considered it is evident that this A.C. voltage will be different 
than that of a single-phase converter of the same D.C. voltage. 
For the three-phase machine the A.C. voltage may be found as 
indicated in Fig. 98. Construct a circle having for diameter 

= — p:D.C. volts. This diameter represents the A.C. voltage 

for a single-phase rotary where the taps are 180° apart. When 
the taps are 120° apart the effective A.C. voltage between taps is 
equal to the chord AD, because the circumference represents the 
circumscribed circle of the polygon formed by the vector 
p].M.F.\s of all the armature coils, and one-third of the armature 
coils add (vectorially) their E.M.F.'s to give the voltage AD, 
If a six-phase converter is used the voltage between adjacent 
taps is equal to the chord AE, 

If a = angle between taps it is clear that 

A.C. voltage = ( ^D.C. voltage j sin ^• 

As the number of taps (i.e., the number of phases) increases, 
the heating of the armature will decrease due to the fact that the 
mean resultant current in the different coils decreases with 
increase of taps. A given rotary having a capacity of 1 used 
three-i)hase will have a capacity of 1.44 where used six-phase 
and a capacity of 0.75 if used as a D.C. generator. (For a more 
C()nii)l('tc discussion of the heating of rotary converters the 
student is referred to '' A.C. Motors '^ by McAllister.) 

As the A.(./. voltage bears a constant relation to the D.C. 
voltage it is seen that with constant impressed D.C. voltage the 
A.C. voltage cannot be varied by changing the field strength. 
If, e.g., the field is decreased to \ normal value the speed of the 
rotary (running inverted) will increase to twice normal value 
and so the A.C. voltage will remain constant. If, however, the 
D.C. voltage is changed, the A.C. will change in the same ratio. 
It has been said that the ratio of A.C. to D.C. volts is constant, 
but this is only true when the armature-impedance drop is 
negligible. As the load on an inverted rotary increases its 
C.E.M.F. decreases and so the terminal E.M.F. on the A.C. side 
will decrease. 

When the alternating current taken from the rotary is in phase 
with the generated voltage there will be no appreciable change 
in field strength due to the armature reaction, because the D.C. 
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and A.C. reactions just neutralize one another. If, however, the 
A.C. load is inductive, armature reaction will demagnetize the 
field and hence the speed must increase to keep the C.E.M.F. 
on the D.C. end nearly equal to the impressed E.M.F. In some 
cases this field weakening may be great enough to cause the 
rotary to run away. This is likely to occur when an induction 
motor is started with power furnished by an inverted rotary of 
somewhere near the same size as the motor. 

For a given size machine the stray-power and field losses will 
be approximately the same whether it is used as a D.C. machine, 
an A.C. machine, or a rotary converter. The armature PR losses 
will be considerably less in the last case, however, so that in general 
a rotary converter is slightly more efficient than either an A.C. or 
D.C. generator of the same size. 

For a given impressed D.C. voltage, find the A.C. voltage 
between each and every tap of a single-, three-, quarter- and six- 
phase rotary converter. Construct a circle having a diameter = 

— - — '-= and check the vector diagram given in the previous 

v2 

discussion. 

With a fixed D.C. voltage vary the field strength through as 
wide a range as is permissible and read D.C. volts, A.C. volts 
and field current and speed. Explain results of these two tests 
and plot curves to show relations between variables involved. 

With constant-rated impressed D.C. volts, and field-current 
constant at normal value, load the converter on the A.C. side with 
noninductive load. Read D.C. volts, A.C. volts, field-current, 
D.C.-current and A.C.-current speed. Take readings at about 
six different loads between zero and 50 per cent overload. Take 
a similar run with an inductive load, using wattmeter on A.C. 
side to get power factor. Maintain power factor constant at 
about 0.8. Care must be observed that the safe speed is not 
exceeded. 

From data of these two runs calculate efficiency of rotary. 

Plot curves of A.C. volts, speed and efficiency, against A.C. 
current output as abscissa. 
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EXPERIMENT XXXI. ■ f<= 

KOTART COHVERTCR RUHIIING FROM A.C. END; STARTING BI ||^^ 
VARIOUS METHODS; EXTERNAL CHARACTERISTIC, WITH 1^ 
AND WITHOUT SERIES FIELD ON INDUCTIVE LINE |r^ 

AND NONINDUCTIVE LINE. I^'^ 

Thtkf an? various methods employed for starting rotary con- 1^-^ 
verter? and getting them to the proper speed for synchronizing tj^i 
with the A.O. power supply. \^ 

If a suitable source of D.C. power is available the rotary may 
be stariovi trv>m the D.C. end as a shunt motor. Where the 
rv^arit^ alrt^ady running are supplying a lighting system the 
voltage on the D.C. line will be fairly constant and the incoming 
rv^tarv mav Iv starttni from the D.C. bus bar. If the D.C. load 
is ruihvay work the sudden and wide fluctuations in power con- 
sumption cause the bus voltage to vary and hence the speed of 
the incoming rotar>- being started from such a line will vary and 
the prvvt^ss of s^^lchronizing is more difficult. Where a station 
is t\|uipjHHl with a storage batterj' to carry peak loads this 
battery is a convenient source of power for starting the rotaries. 
If tlie substation is completely shut do\^Ti the first rotary must 
be starteil from storage battery or else one of the methods for 
starting from the A.C. end may be employed. If several sub- 
j>tations are operating in parallel on a distribution system the 
first rotarv in anv station mav be started from the D.C. end with 
power furnished by one of the other stations. 

Probably the best way to start up a rotary is to have a small 
polyphase induction motor directly connected upon the shaft of 
the converter. This motor need only be large enough to fur- 
nish the normal stray-power losses of the rotary and must have 
such a speed-load characteristic that when furnishing power 
enough to supply the no-load losses of the rotary, it gives the 
proper speed to make the rotary run in synchronism with the line. 
This will always necessitate the induction motor having at least 
one pair of poles less than the rotary. It is impossible to design 
an induction motor so accurately that its speed, when carrying 
the load necessary to run with the rotary light, is exactly the 
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demanded by the rotary. If its speed is slightly too high 
K^ may be reduced by increasing the resistance of its rotor end 
K^izigs or by putting a small resistance in two of the leads (on a 
Isluee-phase motor) supplying its power. 

Per the process of synchronizing small changes of speed are 
3H.^cessary to get correct phase, etc. These slight changes may 
accomplished by altering the field strength of the rotary, thus 
.anging its core losses. This change will result in the rotary not 



ving exactly the same A.C. voltage as the line with which it 

to be synchronized, but generally this will do no harm. Its 

^>xjy efifect is that the current taken by the rotary upon synchro- 

"XUzing is somewhat larger than it should be. After the rotary 

Ixas been switched on to the A.C. line the power circuit to the 

induction motor is opened and its rotor allowed to run free. As 

there will be no flux in the motor the continuous motion of its 

rotor, while the converter is operating, requires practically no 

power. 

In using either of the methods so far described a synchronoscope 
or lamps may be used to determine the proper instant for closing 
the synchronizing switch. The lamps may be connected for 
either " dark " or " light " synchronizing, being cross connected 
for the latter and straight across switch blades for the former. 
If the lamps used on a polyphase converter do not flicker in phase 
with one another, one of the phases on the rotary is reversed and 
a pair of the supply lines must be reversed. Referring to Fig. 99, 
if the three lamps a, b, c flicker simultaneously the supply line 



a 

X 



n, 



Three phase 



power supply 



n 



c 



Three phase rotary 
"■o or synchronous 
jQ motor 



Fig. 99. 

is properly connected to the rotary, but if they brighten in 
rotation, as a — b — c, then two of the leads A, jB, C, must be 
interchanged. 

As has been remarked in one of the experiments upon the syn- 
chronous motor, a polyphase synchronous machine may be 
started as an induction machine if its field is left without excita- 
tion and a reduced voltage is applied to its armature. The 
current taken is excessive but not enough so to overheat the 
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machine during the short time necessary for starting. In start- 
ing by this method a field break-up switch must be used^ other- 
wise the field coils, acting as the secondary winding of a step-up 
transformer (the armature coils being the primary), may generate 
sufficient voltage to break down their insulation. 

The recent tendency in rotary converter design has been towards 
higher voltage machines, 1200 volt rotaries now being used. This 
high voltage necessitates the use of commutating poles on the 
rotar>', as the voltage per coil is higher than with the 600 volt 
machine, and therefore commutation is more difficult to accom- 
plish. Now, the use of commutating poles brings about a difficulty 
wh(»n the rotarj' is starte<l as an induction motor. As the poly- 
l)has(» field, developetl by the currents of the rotary armature, 
l)ass(\s the commutating poles, owing to the low reluctance of the 
l^ath of the leakage flux (the face of the commutating pole forming 
l)art of th(» magnetic i)ath) a very heavy current will flow in that 
coil which is short-circuited by the brushes in the D.C. end of the 
machine and violent sparking at the brush contacts will result. 
This sparking is so pronounced in the starting of commutating- 
IH)le rotaries by the induction motor principle, that the method 
cannot be employeil unless some special precautions are observed. 
One ty])e of high- voltage* int(Tpole rotary has been designed with 
a brush-lifting mechanism; while the machine is being started all 
of the D.C\ l)nish(\s are lifted from the commutator, then after the 
machine* has reached synchronous speed they are lowered into their 
pr()])er i)lace on the connnutiitor by a simple lever action. 

The induction-motor method of starting will fail if the poles are 
laminated and no damping grids are used on the pole faces. 
However, as heavy grids are necessary to prevent hunting of the 
rotary this nn^thod of starting may nearly always be used, but the 
large starting current necessary disturbs the line voltage to a 
considerable extent and may even throw out of step other ma- 
chines already synchronized. 

When this method of starting is employed the transformers are 
provided with low-voltage taps and a double-throw switch is 
used. The low voltage is applied to the armature until it reaches 
nearly synchronous speed, when the switch is thrown over and 
the armature is connected to the power supply of normal voltage, 
when it will generally pull into synchronous speed. The polarity 
of the D.C. end of the rotary, as shown by the voltmeter, may, 
however be reversed; this signifies that the rotary has slipped into 
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synchronous speed 180° out of its proper phase and some 
method (as, e.g., restartmg) must be used to make it slip back 
one pole. If the rotary has come into synchronism, in the correct 
phase, the field current may be gradually increased until such a 
value is reached as makes the armature current a minimum. 

Ordinarily the voltage on the D.C. end of a rotary will fall 
as the load is increased, for two reasons. The impedance drop of 
the line increases with increase of load as does also the imped- 
ance drop in the armature of the rotary. Hence, if a shunt-wound 
rotary is connected to an A.C. power line the voltage of which is 
maintained constant at the generator end, the D.C. voltage of the 
rotary will fall off considerably as load is applied, the drop being 
proportional to the armature impedance and line impedance. 

As will be readily appreciated, if the line supplying power to 
the rotary has an extra inductance inserted the drop in D.C. 
volts will be greater than before, for same values of loads. 

So far we have considered a rotary running with constant field 
strength, i.e., constant C.E.M.F. Now a rotary field may employ 
series-field excitation as well as shunt-field excitation, in which 
case the field strength, hence the C.E.M.F. of the rotary, will 
increase with load. In the discussion of the synchronous motor 
it was shown that if the C.E.M.F. of a synchronous machine is 
greater than the E.M.F. of the line supplying its power, then the 
current taken by such a machine will lead the impressed E.M.F. 
by a certain angle, the value of which depends upon the amount 
of superexcitation of the field of the synchronous machine. 

A rotary converter having series-field excitation, being supplied 
with power through an inductive line, tends to automatically 
compound itself as the load increases; but it has been shown in 
Experiment 30 that the ratio of D.C. volts to A.C. volts in a 
converter is constant provided that there is no field distortion 
(this question of field distribution will be investigated in Experi- 
ment 32). Hence it must be that if the D.C. volts of the rotary 
increase with the load the A.C. voltage impressed must cor- 
respondingly increase. This is what actually occurs, and the 
cause of such rise in A.C. voltage at the end of an inductive 
transmission line will be seen from the accompanying vector 
diagrams. 

Suppose that the rotary has such fif^ld excitation that the cur- 
rent fed into the transmission line i.s in phase with the generator 
voltage. Then the E.M.F. relations will J)e as represented in 
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Fig. 100. 



Fig. 100, in which OG represents the magnitude of the impressed 

voltage and the phase of the cur- 
rent. The impedance drop of the 
line is OZ and the A.C. voltage 
impressed on the rotary is obtained 
by subtracting this from OGj giving 
the rotary voltage OC, which is 
somewhat less than OG. If now the 
rotary is much underexcited so that 
the current in the transmission line 
lags behind the generator volts the rotary volts will be given by 
the construction in Fig. 101, in which the letters have the same 
significance as in Fig. 100. Here it 
is seen that the rotary voltage is 
much less than if the current is made 
to lead the generator volts by over- 
exciting the rotary; in such case 
the rotary volts may be larger than 
the generator volts, as shown in Fig. 102. Now, if the rotary 

will maintain at all loads a 
leading current it is evident 
that the machine will be com- 
pounding. In Fig. 103, for 
example, at no load the A.C. 
voltage on the rotary is rep- 
resented by OA . At half load 
it increases to OB and at full 
load is OC, If the angle <^ 
should decrease with increase of load then the compounding will 
not be so marked, and if increases with load, compounding will 




Fig. 101. 




Fig. 102. 




Fig. 103. 



exist to a greater extent than if <t> remains constant from no load 
to full load. If there are enough turns in the series field the 
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angle may be lagging at no load and when the load increases 
it will gradually change to a leading angle. Under such con- 
ditions; compounding will exist to the greatest degree possible. 

As may be seen from this discussion and the vector diagrams, 
for a rotary to be automatically compounding (not considering 
the synchronous booster) it must be operating on an inductive 
line and have sufficient series turns to overcome the inductance 
of the line. The amount of compounding depends upon the 
amount of inductance in the line and the strength of the series 
field. 

It should be noted that the use of an overexcited rotary for 
neutralizing lagging current, existing in the transmission line to 
which the rotary is connected, is not generally advisable. As has 
been pointed out the heating in the coils of a rotary is very un- 
equal, and although the machine, as a whole, may be running cool 
enough some few coils may be overheated. This possibility is 
much exaggerated if the rotary is made to operate at power fac- 
tors other than one. 

In the laboratory to get an inductive line the rotary is supplied 
through a concentrated inductance. In this case a still greater 
rise of E.M.F. at the rotary may occur, due to a kind of resonance 
between the inductance and the superexcited rotary. In this 
case the terminal voltage of the rotary may become larger than 
the E.M.F. of the generator supplying power to the rotary. 

Try the various methods of starting a rotary; when using 
lamps to synchronize, try both connections. Explain the effect 
observed when the phases are incorrectly connected for Hynchrr>- 
nizing. With constant generator voltage, obtain the exU^nial 
characteristic of the rotary on inductive and on a noninduc- 
tive line, without the use of the Herie» field. Obtain similar 
curves when the series field is uised to comjxiund the rotary. 
Keep the shunt-field circuit resistance coriJ^ant througfjout the 
test, at normal value. For all curves r^^l input ^H,mjMtntn, voMa 
and watts) and output, ako g<>rj/^rat/^r voItai^e. 

Plot curves of D-C- volt«, irupmhi^A AM. volt*, j^/w^r faeU/r 
and efficiency, adng D.C, anJi>*rr*« I//ai/l a* ab^ri^^^a. If th/r ^nsxmn 
rotary is used in thi^ t^«t a« in KxfM^iQ^tt V^^ *^pWm Hitj 
discrepancy in tb^e; effiies^sM^ ^!P»irY*s» f/f tii^ iwo Uj^. 



EXPERIMENT XXXII. 

STUDY OF THE AUXniART POLE ROTARY CONVERTER; Vm. 
HON OF VOLTAGE RATIO WITH DIFFERENT FIELD EX- 
CITATIONS AND EXAMINATION OF FIELD FORM 
TO CHECK VOLTAGE RATIOS. 

In the auxiliary-pole rotary the compounding is obtained by 
altering the field from its normal distribution. The method 
can be applied only to three- or six-phase converters, the reason 
for which will become apparent later. 

The D.C. voltage of any generator depends upon the average 
value of the field under an entire pole face. The exact distribution 
of the flux is of no moment. Whether the flux density is 
uniform or not under a pole face will produce no diflFerence in the 
D.C. voltage generated provided the average flux density is the 
same in both cases. 

In the same way, when an A.C. wbiding is considered with 
taps 120° apart, the distribution of the flux in the 120° spanned 
by the coil is not of so much importance in determining the value 
of the E.M.F. genorated. The field distribution will alter the 
wavo form somewhat,* but in a three-phase winding this de- 
parture from a sine wave is exceedingly small even when the 
field has an excessive distortion. The factor which must be ob- 
served to maintain constant generated alternating E.M.F.is that 
the maximum flux which can be embraced by a coil remains con- 
stant, i.e., if the flux density is increased in one part of the space 
covered by a coil, it must be correspondingly decreased in an- 
other. Suppose then that the pole of the converter is made in 
three parts (in which form it was first projected), the excitation 
of each part being under separate control. Then if all three 
parts are magnetized equally the field distribution may be 
represented as by the full-line diagram in Fig. 104. The average 
value of this field is X and hence X may be taken as a measure 
of the D.C. voltage generated and also of the A.C. voltage. 
Now if the part B is weakened and the part A and C both 

* This change is very slight as shown by the results given by Flaite 27 of 
the Appendix. 
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strengthened by an equal amount it will be evident that the 
total flux under the pole face has been increased and hence 
the average flux density has been increased. The value of the 
average density is now given by the line Y and so F is a meas- 
ure of the D.C. voltage 
which would be gener- 
ated by such a field. 
But it will be noticed 
that the average density 
for that part of the field |T 

embraced in 120** of arc Yx jj Magnetic FIux Distribution 

(i.e., distance between Uj // 

A.C. taps) is just the |^ 

same as it was before » 
the field was made non- 



i 



-120^ 



-1802 



Fig. 104. 



uniform. This is due to the fact that 120° includes only two of 
the pole parts and one part is strengthened just as much as the 
other is weakened. Hence the C.E.M.F. generated between A.C. 
taps by the machine will be the same with this irregular distri- 
bution as it was for uniform field, and as the C.E.M.F. is practi- 
cally of the same magnitude as the impressed voltage it is seen 
that a three-phase rotary, designed for a certain normal field, 
will operate just as well with a distorted field, provided that the 
distortion Introduced does not change the total flux embraced 
by the windings of one phase and that the distortion is not 
sufficient to change the form of the C.E.M.F. wave. If such a 
distortion was introduced that the wave form of the E.M.F. 
generated was changed, then magnetizing currents would flow 
from the line into the armature and would immediately neu- 
tralize the distorting M.M.F. and bring the field back to its 
proper form. 

The distorted field represented by the dotted line in Fig. 104, 
however, does change the D.C. volts generated and changes this 
voltage in the ratio of Y to X, Therefore, it becomes evident 
that by suitably distorting the field of a rotary the A.C. end will 
operate as though no distortion occurred, but the D.C. voltage 
will be raised. 

li the middle section of the pole was strengthened and the 
two outside sections weakened by an equal amount the A.C. 
voltage would still be the same but the D.C. voltage would be 
smaller than X. 
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If the A.C. t^i6 were 180^ apiat (a two- or four-phase ccm- 
verter) this field-distortion oomponnding method could not be 
used because both the magnitude and form of the A.C. wave 
generated in 180^ of the winding will change when the field is 
distorted as above described.* 

To make each field pole in three parts produces a cumbersome 
and expensive machine. It has been found that the idea of a 
compounding by field distortion can be carried out with two-part 
poles practically as well as though three parts were used. One 
section of the pole is considerably larger than the other. As a 
two-part pole can be made much smaller and less expensive than 
a three-part, all split-pole rotaries are at present made with the 
two-part poles. In the two-part pole construction, however, 
more difficulty is experienced with the shifting of the commuta- 
ting plane as the field undergoes distortion. The three-part pole 
gives practically no shift as the field is distorted. By the use of 
commutating poles this difficulty of commutation is readily 
overcome in the two-part pole construction. 

Owing to the broken-up character of the magnetic path of this 
type of converter it will not synchronize readily when started 
from the A.C. end as an induction motor. Such a converter is 
very likely to stick at one-third or one-half synchronous speed 
and not accelerate any more. 

The two-part pole and its possible field forms are shown in 
Fig. 105,t where A shows field of main pole alone and B and C 
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Fig. 105. 



show the two forms produced when the auxiliary pole is used; 
in B its current is in the same direction as the main-field current 
and in C it flows in the opposite direction. As will be noticed 

* For curves illustrating this point see Appendix, Plate 27. 
t For curves showing experimeQtally determined field formB see Plates 
24r-26 of the Appendix. 
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from the figures considerable change may occur in the field at the 
point of commutation. In this type of converter there is some 
change in the wave shape of the A.C. E.M.F. when the field 
k altered. This results m a magnetizmg current flowmg mto 
the machine from the line and reduces its power factor. In order 
to keep this power factor as high as possible the main field has 
to be changed somewhat as the auxiliary field is changed, thus 
tending to keep the C.E.M.F. wave of the same form and mag- 
nitude as that of the impressed E.M.F. 

An idea of the corrective effect of the magnetizing current 
which flows into the A.C. side of a converter when there is a 
difference in wave form between the generated and impressed 
E.M.F.'s may be obtained by reference to Fig. 106, in which the 
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Sine E.M.F. impressed 




'Ma£rnetizing> 
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Fig. 106. 

field when not subject to armature reaction is supposed to be of 
such distribution as to give the generated voltage of a form shown 
by the curve so marked, while the impressed E.M.F. is supposed 
to be a sine curve shown by the sine curve of Fig. 106. 

From a to 6 the coil is in too strong a field and the C.E.M.F. 
is greater than the impressed so that the" magnetizing " current 
taken from the line during the time a-b will be a demagnetizing 
current. (It was seen in the experiment in the synchronous 
motor that an overexcited motor draws a leading current, de- 
magnetizing the motor field, and an underexcited motor a lagging 
current, magnetizing the motor field from the line.) Hence, 
during the time a-b the whole field embrace<l by the coil will be 
subjected to a demagnetizing action « At time B this magnette- 
ing current falls to zero value beoauHC tho normal field of the 
rotary is of the proper value to give a C.E.M.F. equal to the 
line E.M.F. During time &-e the rotary voltage is leas than 
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the impressed E.M.F. and so the magnetizing current will flow in 
a direction opposite to what it had during the time a-&. Haicej 
while the coil travels from 6 to c the rotary field is subjected to 
the magnetizing action of the armature and so the whole field 
in the coil becomes stronger, thereby raising the value of the 
C.E.M.F. as it should be raised during the time &-c. 

The magnetizing current alternates with a frequency equal to 
one-half the number of contacts of the two E.M.F. waves. Hence 
the field of the rotary will fluctuate with the same frequency. 
When this fluctuation in strength of the rotary field is examined 
more closely it is seen that it really produces a field which oscil- 
lates across the pole face, i.e., at one instant the field is strongest 
at a, and then at 6, etc. This fluctuation in the field strength 
has two bad effects. It dissipates energy in the pole faces by 
the production of eddy currents, and it is likely to cause " hunt- 
ing '* of the rotary. As explained in the analysis of the synchro- 
nous motor this hunting may be much lessened by making the 
field " stifler,'* usually accomplished by placing heavy grids of 
some good conductor in slots in the pole faces. The flux in 
crossing this grid sets up large eddy currents in the bars of the 
grid, which currents react upon the field to retard its motion. 

In operating a split-pole converter it is desirable to change 
tho current in the auxiliary pole continuously from a positive 

maximum to a negative maximum. For 
o ' o 1 this purpose a special rheostat with two 



o 6 



contact arms is used. The connections 
of this rheostat are designated in Fig. 
— t^ .<-t— 107 where A and B represent the mov- 

J I ing arms which travel across the resist- 

FiG 107 ^^^^ ^ opposite directions. With A at 

a the auxiliary field gets a maximum 
current in one direction; when A and B come together in the 
middle the field has no excitation and then as A moves farther 
towards h the current reverses. A and B are mounted on the 
same shaft but on oppositely facing dials, so that by the same 
shaft motion one is moved in a clockwise direction and the other 
travels in the opposite direction. 

The compounding in this type of rotary might be made more 
or less automatic by using the auxiliary pole to carry a series field, 
but such is not done on commercial machines. 
Make a study of the split-pole rotary and try diflferent methods 
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of synchronizing; notice any peculiarity in its behavior and 
explain it. Obtain the external characteristic of the rotary when 
only the main field is used; adjust the main field before syn- 
chronizing so that it gives the proper voltage on the A.C. side, 
and keep the value of field-circuit resistance at this value during 
the run. Read amperes, volts and watts input, and amperes 
and volts output and field current. 

With no load on the machine and maintaining constant im- 
pressed voltage, take a series of readings to show how the voltage 
ratio may be changed by means of the auxiliary pole. Begin 
with maximum negative current in the auxiliary poles and adjust 
the main field to give maximum power factor (i.e., to make the 
C.E.M.F. wave as nearly as possible similar to the impressed 
E.M.F. wave). Read amperes, volts, watts and power factor 
(with power-factor meter) on A.C. side, volts on D.C. side and 
both field currents. Note, by sparking at brush contacts, if the 
field distortion produces shifting of the commutation plane. 
Get about eight readings in the maximum range of the auxiliary- 
pole field current. 

Make a similar run with full load on the converter, making 
same adjustments as before and reading the same quantities and 
also D.C. load current, which is to be maintained constant at rated 
full-load value. Try one rim as above with the commutating 
poles and one without them and note especially their effect upon 
commutation. 

Running the machine from the D.C. end with constant im- 
pressed E.M.F. take ondograph curves of the E.M.F. wave forms 
between the different taps; by means of a search coil and ondo- 
graph get proper curves to show the field distribution under 
three conditions of the auxiliary-pole excitation (zero and maxi- 
mum in both directions) and obtain under the same conditions 
the A.C. voltage generated between 180° taps and 120° taps on 
the A.C. winding. 

Plot curves of external characteristic, efficiency, power factor, 
and field current, from the results obtained in the nm when main 
field only was used; use load current as abscissae. Plot on an- 
other sheet curves between voltage ratios and auxiliary field cur- 
rent, and on a third sheet curves between main field and auxiliary 
field current, using auxiliary field as abscissae. On these two 
sheets plot curves for both the no-load and full-load runs. 

There are in use two other methods for compounding rotary 
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bends ibe two Sh^trmd in Experiments 31 and 32. 

Cmt mraind nss sl indnrckii resgolaux' in series with the A.C. 

fnzic£T ^c^ xikf rDUzj. &zid the other method employs a synchro- 

nciQf rictct!u«r ol like- sune sii&ft &s the rotary armature. 

A sm^Mitikat mdarLiaii re^^olator uses the principle of a 

One ooO is ccmnected in shunt with 
the line supplying the rotary 
with A-C. power and the other 
coil, in series with the line sup- 
plying power to the rotary, 
consisting of fewer turns than 
the first (the number of turns 
depending upon the amount 
of compounding desired) is 
placed at right angles to the 
first. A movable iron core 
changes both the direction 
and amount of flux produced 
bv the first coil which cuts the 
second, the iron core being in 
position D (Fig. 108) to assist 

thv i:r.prt-?i>t-i E.M.F. and in position D' to crush the impressed 

E.M.F. The- TWO coils A 

B 

B 
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ar.i B :xt< w, -.::: i ir. sl:':> in 
the !rar.::n:a:rv: v.-k-- T. and 
the ni'jvable core D is ma- 
nipulated by means of a 
hand-whet'l and worm gear. 
The poh'phase induction 
regulator is essentially an 
induction motor with a 
wound rotor. The rotor 
cannot revolve but may be 
moved (automatically or 
not, as desired) through an 
arc of about 180 electrical 
degrees. The stator winding is connected across the supply line 
and the rotor winding is put in series with the power supply of 
the rotary (or vice-versa). The magnitude of the voltage gen- 
erated by the rotor coils is constant (as a polyphase magnetic 
tactically constant in strength) but the phase in which this 
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rotor voltage is combined with the line voltage may be altered 
by turning the rotor in different angular positions. In Fig. 109, 
OAy OB and OC represent the supply voltages and AA', BB' 
and CC\ the voltage generated in the rotor coils. Accordingly 
as these E.M.F.'s are added to the line E.M.F. in phase, 180** out 
of phase, 90° out of phase, etc., the rotary will be supplied with 
voltage 0A\ OA" 0A"\ etc. 

In the synchronous-booster system a machine of the same 
number of poles as the rotary is placed on the same shaft with 
the rotary; the armature windings of this machine connect to 
slip rings on one side and on the other connect to the A.C. taps 
of the rotary. The field of this synchronous booster is adjustable 
and the supply voltage to the rotary may be changed by varying 
this field, the maximum range being from full negative field of 
the booster to full positive field. If the rotary is to be com- 
pounded automatically the booster field may be wound in two 
coils, one carrying a field current which crushes the line voltage 
and remains constant, the other coil will be in series with the 
rotary load and has, at full load on rotary, twice as many 
ampere turns as the other coil. By this means the effect of 
the booster is automatically changed from a negative E.M.F. to 
a positive E.M.F. as the rotary load increases. 

At no compounding the booster is more efficient than the in- 
duction regulator because it has no core losses, while the regu- 
lator core losses are independent of the amount of compounding 
obtained by its use. 

If time permits make a study of the induction regulator, 
polyphase and single phase, also rim a test on a booster com- 
pounded rotary. 
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EXPERIMENT XXXIII. 

STUDY OF THE INDUCTION MOTOR; OBTAINING ITS CHARACTER- 
ISTICS BT LOADING WITH FRONT BRAKE OR GENERATOR. 

The production of the rotating field in an induction motor by 
polyphase currents and windings has been so thoroughly dis- 
cussed in various text-books that it will here be taken as under- 
stood.* Although the field in such motors is not exactly constant 
it is so nearly of uniform strength that for test purposes it may 
be considered so. 

In the squirrel-cage rotor the conductors are short-circuited 
through end rings mounted on the rotor; in the wound rotor 
the ends of the rotor windings are connected to slip rings, which 
rings may be either short-circuited or connected together 
through suitable resistances. In the squirrel-cage rotor the 
resistance of the paths may be made very low as the winding 
generally consists of only one bar per slot, but in the wound rotor 
the resistance of the paths cannot be made extremely low as the 
brushes and brush contacts offer considerable resistance, however 
small the resistance of the winding may be. 

The currents in the rotor and stator hold the same relations to 
one another as in a static transformer and it is therefore evident 
that if but few turns are used in the rotor its current must be 
correspondingly large; as such large currents would demand 
heavy rings and brush rigging and would dissipate a lot of 
energy in the form of heat at contact points, it is customary to 
put in the rotor winding a number of conductors much greater 
than in the case of stj[uirrel-cage rotors. In two sample motors, 
e.g., the rotor has one-third and one-fourth as many turns as the 
stator winding. The rotor and stator are not necessarily wound 
with the same number of phases. 

The torque of a polyphase induction motor is given by the 
equation: ^ NiHh-^s /.n| 

* See Crocker and Arendt, " Electric Motors," page 180. 
t See Crocker and Arendt, " Electric Motors," page 165, et seq. 
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^Tiere N2 = number of turns per secondary circuit. 

6 = induced volts per turn of secondary circuit when 

s = l. 
r2 = resistance per secondary circuit. 
X2 = reactance per secondary circuit when « = 1. 
8 = rotor slip, 
w = speed of rotating field. 

This torque evidently depends upon r2 and it is found to be 
% maximum when rj = 8X2. This condition is obtamed by dif- 
ferentiating the torque equation with respect to r2 and placing 
ts coefficient equal to zero. 

The physical significance of this condition for maximum 
torque may be obtained by analyzing the relation between the 
3urrent and field which 
produce the torque. The 
field of an induction motor 
is generally such that its 
space distribution around 
the periphery of the rotor 
may be represented ty 
the equation <l> = <l>m cos a, 
where a is the angle (in 
electrical degrees) between 
the point considered and 
the axis of the field, as 
shown in Fig. 110. 

Although the following 
analysis may be readily 
carried out for any value 

of slip, it becomes simpler when it is assumed that s = 1, and such 
value of 8 is here used. The rotor being stationary and the field 
rotating with a velocity of w in the direction shown, there will 
be produced in conductor A an E.M.F. which has a frequency 

of jr— , and has its maximum value when the conductor occupies 

the most dense part of the field, as shown in Fig. 110 at A. 

If A is part of a rotor coil of very high resistance the current 
in A will be in phase with the generated E.M.F. and will have its 
maximum value when the conductfir occiipifis the position shown 
at il. If the reactance of the coil in Vffry hi^h the current will 
reach its maximum value when the K,M.F« ha» fallen to zero; for 
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TnaxiTnnm current value the conductor will have tiie poitiai 
shown by ii", as here the conductor occupies a field of m 
intensityi where the induced E.M.F. is evidently lero. Ii 
Hg. 110 it is assumed that the rotor has turned backward DOT. 
(We assumed the rotor to be stationary and the field to mo?e,M 
it is easier in the diagram to show the relative motion by monig 
the conductor from A to A'\) But whenever either tlie natr 
ance of the coil or the reactance is very large no torque is po- 
duced, as may be seen from Equation (2). 

If t's » value of current in conductor when it is situated in a 
field of density 0, then 

torque = K^t, (2) 

where /iC is a constant depending upon length of conductoTi 
diameter of rotor and units in which It and 4> are measured. 

If Em — maximum value of E.MJP. induced in coil. 

Im = maximum value of is. 

E 
t» = /mC08(a)^ — ^)« * = COB (erf — g) 

E 

= —^ COS (cjt — 6) sin 6, 

in which t = when conductor is in magnetic axis (as at A) and 

. = t.n-.(S) 

where 8X2 and r2 are the rotor reactance and resistance. Sup- 
pose that at the instant considered the conductor is as shown 
at A\ Then 

torque = T = KIm4>m cos j8 cos {(ot — ^), 
but as 

P = cot, T = KIm<t>m cos (at cos (cjt — $). 

The torque produced thus by a single conductor is a double- 
frequency quantity but it can be shown that the resultant torque 
of all the conductors on the rotor is a constant quantityi the 
value of which depends upon the maximum value of the torque 
produced by one conductor. 

Now the maximum value of the torque produced by any con- 
ductor depends upon the maximum value of the current in the 
conductor and the intensity of the field in which the conductor 
is situated when the current reaches its maximum value. 
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e majdmum current in a coil 

Im = — = = — Sin 9, 



e strength of field in which the conductor lies when this 
num current occurs is <t> .= <t>m cos i3, but it will be noticed 
ihe time phase of the current = space phase of field, so that 
, hence: torque when maximum current occurs 

r = — ^ 0w sin j3 cos i3. 
t condition for maximum torque, we put 
-^ = Tr<t>m (cos2 j3 - sin2 j3) = 0, 

op SX2 

cos^ P = sin^ j3 which means that j3 = 45°. 

ace, for a given inductance of the rotor coil the torque will 

latest when the resistance of the coil is so adjusted that the 

of lag of current in the coil is 45°. But this occurs when 

e above discussion is carried out in the assumption that 
, as we supposed the rotor stationary. The same result will, 
veTf be obtained whatever value is assumed for the slip, 
get a high starting torque the resistance r2 should, there- 
be made equal to the standstill reactance of the rotor; 
ich a high value of resistance will give a very small torque 
synchronous speed because here SX2 is small and r2 should 
respondingly small. Of two motors having the same stray- 
• losses, the one having the smaller slip for a given load 
ave the higher efficiency. It may be shown that if the 
power and primary PR loss are neglected the efficiency of 
or = (1 — s).* Therefore an induction motor should give 
ied load with as small a value of slip as is possible. 
Qg the same symbols as before 



'm 

m' 



J 2 = 



^2' + SX2' 

3 Em is fixed, for a certain value of Im (as e.g., that required 
ted output) as we have 

r^ = K, Si constant, independent of s, 

* McAllister, " Alternating Current Motors," page 21, 
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Putting 

we have 
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which gives s = art, where a — y ^ _ . „, , a constant. 

From this it is evident that if it is desired to keep the slip smaU, 
ri must be kept small. Hence the conditions for good starting 
torque and high running efficiency conflict with one another. 

The problem is solved commercially by having a wound rot«, 
generally three phase. The rotor slip rings are connected through 
a three-phase resistance and a controlling switch by wtiich the 
amount of external re- 
sistance in each phase 
can be cut down in 
steps from a matdinuiii 
at starting to zero at 
normal speed. For 
small motors the resis- 
tance is sometimes 
located in the rotor 
spider and a lever with 
a sliding sleeve on the 
shaft takes the ])lace of the control switch used with larger 
motors. 

The variation of starting torque with rotor circuit-resistance 
is given in Fig. Ill, in which case the maximum starting torque 
occurs when the resist- 
ance of the rotor circuit 
is 0.4 ohm. Hence, if the 
rotor circuit itself has a 
resistance of 0.1 ohm, 
the proper external re- 
sistance to add for maxi- 
mum starting torque is Pio, 112. 
0.3 ohm. For a three- 
phase rotor the circuit would be as shown in Fig. 112, in which 
the three-phase external resistance and controlling switch are 
shown. For starting, the switch position is shown by the full 
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ines in the diagram, while for normal running conditions the 
switch would be in the position shown by the dotted lines. 

Besides increasing the starting torque the introduction of extra 
resistance into the rotor circuit has the effect of cutting down the 
starting current of the motor. The motor is essentially a short- 
circuited transformer and even though the reactance of the 
windings is high (due to leakage Sux) still the current taken at 
standstill may be several times full-load current unless the exter- 
nal resistance is used. The starting-current curve of the motor 
having external resistance is shown in Fig. 113. The curve 
ABODE shows the variations in starting current as the various 
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steps of extra resistance are cut out with increasing speed and 
the curve A'B'C'D'E' gives the corresponding speed-torque 
relation. If the control switch is properly used the motor will 
operate at nearly maximum torque (= OA') during the whole 
time of speeding up. The current OA is generally somewhat 
more than full-load current. 

A small motor, equipped with squirrel-cage rotor, gives small 
starting torque and excessive starting current. 

Curves, similar to those of Fig. 113, are given in Fig. 114 for 
a squirrel-cage motor thrown directly on the line. From a com- 
parison of these two sets of curves the advantage of the wound 
rotor over the squirrel-cage rotor is at once apparent. 

Many times a motor equipped with squirrel-cage rotor is fitted 
irith a double-throw switch and ia first thrown on to low-voltage 
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tape of the supply transformera and not connected directly to 
the line of aormal voltage until approaching synchronous speed. 
The advantage of low-voltage taps is the decrease in starting 
current. The starting torque is also decreased by this methcui 
of starting. 

The direction of rotation of a three-phase motor may be 
reversed by interchanging two of the supply wires and of the 
two-pha»o motor by interchanging the wires of either phase. 

The effect of increasing the impressed voltage of an induction 
motor is to increase its speed for a given torque, increase of 
" pull-out torque," increased magoetizmg current and iron loss 
and slight increase in efficiency. The increase in maguetiiing 




current boconu's very rapid fur an increase of voltage of more than 
about 20 per cent !il)ove rating and results in poor power factor, 

A variation in the frequency of the supply gives results similar 
to those obtained for the transformer, a decrease in frequency 
causing larger magnetizing current, greater core loss, dte, 

Under normal conditions the slip of an induction motor having 
no extra resistance in its rotor circuit is small and the speed 
cannot be accurately enough obtained by the ordinary speed 
counter. Several methods have been devised, however, which 
permit very exact determinations of the speed. They all work 
on the idea of obtaining the slip, from which the actual speed can 
easily be obtained. 

The stroboscopic method employs an A.C. arc fed from the 
supply line of the motor and a disc mounted on the end of the rotor 
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shaft. This disc is painted alternately black and white in sectors, 
there being as many white sectors as there are poles on the motor 
(or some submultiple of the number of poles on the motor). 

Suppose a two-pole motor is considered; the disc will be painted 
in quadrants one black and the next white as in Fig. 115. Sup- 
pose the rotor is turning at synchronous speed and that the rotor 
is in the position shown when maximum E.M.F. occurs, which will 
be the time when the A.C. arc is most brilliantly illuminating 
the disc. As sector a moves away from the upper position the 
arc dies down and does not again have its maximum illuminating 
power for one-half cycle, in which time, if the rotor is turning 
synchronously, a will be in the lower position on the disc and 



Power^ 
Suppljr 




Reflector I Arc. 



Fig. 115. 



white sector c will be occupying the position which a occupied 
one-half period previously. The eye is unable to distinguish the 
difference between sectors a and c and so gives the impression 
that sector a is stationary in space. 

When such a disc is turning at synchronous speed the disc, 
therefore, appears stationary; but if the rotor has some slip, 
sector c will occupy some position lower than the upper one at 
the end of one-half period, while sector a will occupy a position on 
the lower side of the disc but not so far advanced as that occupied 
by c one-half period previously. The eye interprets this phenom- 
ena by giving the observer the impression that sector a (and of 
course all the other sectors) are moving slowly in a direction 
opposite to the motion of the rotor. The number of apparent 
revolutions of the disc per minute divided by synchronous speed 
gives the per cent slip. 



190 ALTERNATING CURRENTS 

Another convenient method, for measuring fhe slip, consists d 
lighting an incandescent lamp from the motor's supply circuit 
through an insulating disc having a conducting strip on part of 
its periphery. The disc and brush may be moimted on the 
spindle of a speed counter. Connections for this scheme are 

shown in Fig. 116. If 

the disc is turning at 

^SS^StM ^ synchronous speed the 

condenser will receive 
the same charge at 
every contact so that the 
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Metal .^^^ . 

Btrip-rO 1 Fiber disc on splndlo . mi i. -xu • 

\ Jot revolution counter lamp WlU DUm Wltn uni- 

Y^^, iig form brilliancy, but if 

the disc is running at less 
than synchronous speed the condenser receives a varying charge 
according to the value of the line voltage at the time of contact. 
The lamp will give a bright period for every time the rotor slips 
an alternation, i.e., for every 180° (electrical) of slip. Hence, the 
number of bright periods per minute divided by the number of 
poles on the motor gives the slip in r.p.m. and the slip in per cent 
is obtained by dividing this number by the (revolutions indicated 
on the counter + the number obtained as slip). 

If the slip is so groat that the number of flickers caimot be 
accurately counted, the connections as given in Fig. 116 maybe 
modified as shown in Fig. 

5^1 




Power Supply 
for Motor 



117. By connecting theD.C. 
line in series with the A.C. 
line, the number of flickers 
per second will be reduced to , .^ . ,,^ ,^ 

^ I ^ J 110volt> 

one-half the previous value. \^ y n.c. uno 

The effect of the D.C. line in Fig. 117. 

series with the A.C. is to 

make all of the alternations positive (or negative) ; of course the 

lamp used must be able to stand 220 volts instead of 110 volts as 

for connections of Fig. 116. With connections as made in Fig. 117 

the formula for obtaining slip becomes 

e,,. number of flickers 

Shp = 



pairs of poles on motor 



Many modifications of this method will occur to the student, e.g., 
counting the beats in a telephone receiver properly connected. 
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There is on the market a slip-meter, from the indications of 
which; by use of a table sent with the instrument, the per cent 
slip may be directly obtained. 

Study the construction of the three types of motors discussed 
above. Try the effect upon the rotation of reversing one of the 
phases; of reversing two of them. 

Perform a load run on a polyphase motor, using a prony brake 
or generator for load. Impress normal voltage and frequency 
and keep these quantities constant during the run. Measure the 
current, volts, watts input and torque. Obtain speed by using 
one of the above-mentioned methods for obtaining slip and calcu- 
late synchronous speed from frequency and number of poles. 
If the number of poles cannot be ascertained by examination run 
the motor light, under which condition it will run at a speed 
within a fraction of one per cent of synchronism, from which the 
number of poles, and hence synchronous speed, can be computed. 
A very little practice with induction motors is needed to tell 
immediately the number of poles; e.g., a motor supplied with 
60-cycle power rimning at 875 r.p.m. could not be other than an 
8-pole motor. (If external resistance is used in the rotor circuit 
this method of reasoning will not hold, as it might be a 6-pole 
motor with a proper resistance in the rotor to cut the speed down 
from its normal value, which would be between 1150 r.p.m. and 
1200 r.p.m.) 

Take readings with the motor running light, also at |, J, ^, f , 
full and 1^ rated load. For setting the brake to its proper value 
for these loads, the torque for the various loads may be calculated 
upon the assumption that the motor will maintain synchronous 
speed. Then adjust the brake to get approximately the value 
so determined. 

Plot curves of speed, efficiency, power factor, current (equiva- 
lent single-phase) and torque, with H.P. output as abscissa for 
all curves. 

Note. — If a three-phase motor is used, two wattmeters will be used and 
at light load one of them is very likely to read negatively. See experiment on 
" Measurement of three-phase power." 



EXPERIMENT XXXIV. 

PREDICTION OF INDUCTION-MOTOR CHARACTERISTICS B7 THE 

METHOD OF THE CIRCLE DUGRAM. 

All of the characteristics of an induction motor can be pre- 
determined from the " circle diagram^ '' for the construction of 
which it is necessary to take only two sets of readings from the 
motor. The application of this circle diagram depends upon 
the following fact; as the load upon an induction motor in- 
creases its rotor circuit may be accurately represented by a 
resistance and inductance, in series with each other, connected 
to a constant-potential line, the resistance having different values 
corresponding to different loads upon the motor, and the induct- 
ance remaining constant. The locus of current for such a 
circuit is a semicircle, as was proved in Experiment 9. As the 
induction motor is essentially a transformer in its current and 
E.M.F. relations, any current in the rotor must have an equal 
and opposite current in the stator. The stator current will 
be represented, therefore, by the rotor current plus whatever 
current flows in the stator circuit when the rotor current is 
zero. 

Before the use of the circle diagram is justified it must be 
shown that the effect of putting mechanical load on the motor 
has the same effect upon the stator and rotor currents as is 
produced upon the secondary and primary currents of a trans- 
former when the secondary resistance is varied. 

It has been shown previously that for any definite value of rotor 
current we have s = ar2. Now when s = 1 the motor can be 
doing no mechanical work and so all the energy fed to the rotor 
must be used up as PR loss, as it is in a static transformer feeding 
lamps; but for any value whatsoever of 1 2, r^ can be so chosen 
that 5 = 1, ((a) involves the values of 1 2 considered). Hence 
the current relations in any induction motor can be accurately 
represented by considering it as a static transformer the resist- 
ance of whose secondary circuit can be altered to correspond to 
the load on the motor. 
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As is usually done; the motor will be considered a transformer 
with ratio of 1 : 1 because the different quantities are then more 
easily compared. The circuit of the induction motor may then 
be represented by the upper diagram in Fig. 118, which is really 
the same as the lower figure. The ro and Xq paths in the lower 
figure are of such values that their admittances permit the pass- 
age of two currents of such value 
that they represent accurately the 
power component and magnetizmg 
component of the primary current 
in the upper circuit when the sec- 
ondary is open. The combined 
current of the paths xq and ro repre- 
sents the " running light '' current 
of the induction motor. With the 
circuit depicted in Fig. 118, this 

current will decrease as the value of R is changed, owing to the drop 
through ri and Xi. This change in " running light '' current actu- 
ally does occur when the motor is loaded but the change is only 
a few per cent. As this " running light " current is itself not 

large compared with full-load cur- 
rent of the motor, the error intro- 
duced, by considering the "running 
light " current (/o) to be independ- 
ent of load, is small, and, as it 
simplifies the problem, it is consid- 
ered constant when predicting the 
behavior of an induction motor. The motor circuit is now 
represented by Fig. 119. In such a circuit 



Fig. 118. 




Fig. 119. 



/i = 



E 



V{xi + X2y + (ri + r2 + Ry 



and / = Ji -h /o (vector addition) . 

In the above equation for /i, the only variable is R, hence the 
circuit is equivalent to that of Experiment 9, and the locus of /i 



will be a semicircle of diameter = 



E 



Xi + X2 



; the locus of I will be 



the same semicircle but I will be measured from a different origin. 
All of the quantities discussed here are shown in their proper 
relations in the diagram shown in Fig. 120. 



194 



ALTERNATING CDRRENTS 



.w^-^F—- -.. 




x.-t-x. 



The measurements necessary for the constructing of this &- 
gram and the method in which they are used are as follows: 
With normal voltage and frequency, the input in volt-amperes 
and watts is read with no load on the motor. This is the nm- 
ning light current and by means of the calculated power factor 
it may be separated into its energy component and magnetizing 
component. These quantities reduced to equivalent single- 
phase values are shown in Fig. 120, OZ is the running light cur- 
rent, OP and OQ are 
its magnetizing and 
energy components, 
respectively. 

The next test to 
make is the " locked- 
saturation " curve. 
This curve is obtdned 
by clamping the short- 
circuited rotor so that 
-jC it cannot move, and 
impressing various 
voltages upon the 
stator and reading the 
corresponding input in watts and amperes. A low voltage is 
impressed at first and this is increased imtil about 300 per cent 
rated current is flowing. About six readings distributed through- 
out this range will be sufficient. In reading the higher values of 
current the work must be done very rapidly and the current need 
not be brought up to its high value until every man who is 
engaged in the test is ready to read. As soon as a reading has 
been taken the rotor should be allowed to revolve for a few 
minutes to give it a chance to cool off. 

When the '^ locked-saturation " curve is plotted it will be 
foimd to be practically a straight line, which means that the 
impedance of the windings is a constant. This is to be expected 
because normally the iron in the motor is worked at such a low 
density that even 300 per cent rated current may not saturate 
the path of the leakage lines. As soon as the teeth become 
saturated then the impedance will change. 

The results obtained from this test are plotted as in Fig. 121 
and the curve extrapolated to get current with normal voltage 
impressed (OA). In the test probably not more than 60 per 



Fig. 120. 



THE POLYPHASE INDUCTION MOTOR 



195 



t normal voltage caa be impressed without danger of burning 
motor. From the value of watts and current input calculate 

effective resistance of the motor for the different readings. 
s should be nearly constant. Use the average value of this 
stance and calculate what will be the PR loss for current OC. 
;he power factor of the " locked-saturation " input at normal 
,age can be calculated and so the current OC may be separated 
' its magnetizing and energy components. These currents 
quivalent single-phase values are laid off in Fig. 120 at PD 

NC, the line ZN being constructed parallel to the X axis; 
!F the line ZC. This will be a chord of the semicircle and the 
rsection of its perpendicular bisector with the line QN will 
; the center of the 
icircle at 0'. Then 

semicircle is con- 
icted with a radius = 
The length of the 
CN multiplied by 
;d voltage of motor 
!s the input with nor- 

voltage and locked 
»r and so is all PR 
. The division of this 

between stator and 
»r may be found by measuring the ohmic resistance of the rotor 
livalent single phase) and subtracting this value from the total 
stance calculated from the locked-saturation curve results. 
CH ^ rotor resistance 
CN total resistance 
■here are several assumptions made in constructing this 
;ram which make it inaccurate for the prediction of points 
t maximum output. As the diagram is only used over 
laps 60" of arc these discrepancies do not show themselves 
reciably and this method of determining the characteristics 
he motor is probably more accurate than by loading. 

fate. — It is to be noljced that there is, in this diagram, a peculiar com- 
tion of vectors. From the nature of a vector representing an alternating 
:nt it ia evident that two vectors can be combined to give a resultant 
or only when the two have the same frequency. Yet in this diagram the 
r current ZE has a frequency of tf and the stator current has a frequency 
How then can they be combined as vectors? 




































ImpiegBcd Voltage 
Fio. 121. 



!n the point H is so taken that the ratio y 
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At any value of the stator current /, the rotor current is givei 
by Iiy and the running light current by /o. On the diagram, 
currents measured along the X axis are wattless and those 
measured along the Y axis are watt components. (The diagram 
is constructed for a motor having the same number of turns per 
circuit in the rotor and stator. If such is not the case the vector 
addition cannot be directly used.) 

The power factor of the motor is given by the ratio of its watt 
current to total current, or is cos <l> for the value of primary 
current = /. The rotor power factor = cos <f>\ The power 
factor of the motor is most readily obtained by constructing a 
quadrant of a circle with center at 0. Have the radius OK = 
100 units of the section paper on which the diagram is con- 
structed. Then the power factor is directly obtained by pro- 
jecting to the 1' axis the point of intersection of the primary 
current with the circular arc. In Fig. 120, e.g., the power factor 
of the motor when taking current = / is obtained by projecting 
the point E to the Y axis, as at J, and the value of cos read 
directly on the scale of which OK = 100. 

For the same value of primary current the slip in per cent is 

FG 

obtained by the ratio of -„^ and motor efficiency is obtained by 

EF 

the ratio of ,,.-• Th(* rotor PR loss is obtained by the length of 

F(r and tlie stator copper loss by the length GM, The energy 
curn^nt to supply stray-power losses is given by OQ and the 
magnetizing (Mirn^it by OP and the leakage current by FB. 
Torque in pound-foot is givcm by the expression 

EF X 7.05 EF X 7.05 



syn. speed (1 — s) 



syn. speed fl - ^j 



Maximum torque obtainable is found at the point W and is 
obtained by using above formula for current OW, W is ob- 
tained by constructing a radius of the semicircle perpendicular 
to the line ZH and W\ the point of operation for maximum 
output, is obtained by constructing a radius perpendicular to 
the line ZC, 

Perform Experiment 34 on the same motor as was used for 

* The student may derive this expression easily or look it up in some such 
book as McAllister's " A.C. Motors." 
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Experiment 33 if possible. Obtain necessary data to construct 
eircle diagram. Construct this diagram carefully upon section 
paper and obtain from this diagram the following curves: power 
factor; efficiency, speed, torque, and plot them against H.P. 
output as abscissae. Obtain points at about every i rated load 
up to 150 per cent rated load. Predict maximum torque and 
maximum output of the motor. 

Note, — The circle diagram must be very carefully constructed and should 
have a diameter at least 8 inches. 



EXPERIMENT XXXV. 

THE VARIABLE-SPEED INDUCTION MOTOR, ITS CHARACTERISTICS 
BY TEST AND CIRCLE DIAGRAM; VARUTION OF STARTING 
TORQUE WITH ROTOR RESISTANCE.. 

While an induction motor is essentially a constant-speed 
machine, still, for special purposes, it may be used as a variable- 
speed motor by introducing resistance in the rotor circuit. Its 
use under such conditions is very inefficient, the method being 
exactly analogous to the speed control of a shunt D.C. motor by 
introduction of resistance in its armature circuit. In using the 
induction motor as a variable-speed device, resistance is intro- 
duced into the rotor circuit and hence the rotors of such motors 
must be wound and attached to slip rings from which the rotor cir- 
cuit is closed through the rotor rheostat and its controlling switch. 

The speed control of an induction motor by this method 
results in both decreased efficiency and maximum output. It is 
seen at once that whatever heat is dissipated in the rotor rheostat 
is so much waste energy, and as the motor has the same maximum 
torque whatever the resistance of its rotor circuit, any decrease 
in speed for a given torque must result in corresponding decrease 
in maximum output. The construction of the circle diagram for 
a motor having various resistances in its rotor circuit is evidently 
the same as would be employed if the rotor was short-circuited. 

E 

The diameter of the semicircle still equals ; — , and this 

value is independent of r^. In Fig. 122 the diagram of Fig. 120 
is shown and this diagram will hold good for the same motor 
even when the resistance is added in its rotor circuit. The 
running light current will still be OZ, the same value it had for 
short-circuit rotor; but the point C will be changed. If resist- 
ance is added to the rotor circuit then the current value ascer- 
tained for the locked saturation curve will be less than before 
and the extrapolated value of locked rotor current imder normal 
impressed voltage will be now only 0C\ smaller than it was 

before but still on the same semicircle. 
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For further increase of resistance in the rotor circuit, the point 
C moves to C", giving a still smaller locked rotor current. The 
maximum torque is fixed by the line WE {O'W being perpendicu- 
lar to ZB) and it is evident that the rotor resistance does not 
a£Fect the maximum obtainable torque until the external resist- 
ance added is sufficient to bring the point C to W. With this 
value of rotor resistance, maximum torque is obtained at stand- 
still; any further increase in resistance would require a back- 
ward rotation to develop maximum torque. 

For a given primary current the torque is evidently the same, 
i.e., independent of rotor resistance. Also the power factor for 
a given primary current is independent of rotor resistance. For 



cCJT. 




a given input (i.e., for a given torque) the slip is directly pro- 
portional to the total rotor resistance, while the efficiency and 
maximum output decrease with increasing resistance. This is 
exactly analogous to the action of a resistance put in series with 
the armature of a D.C. shunt motor for speed control. 

The effects of added rotor resistance upon the running char- 
acteristics of the motor are, decrease of speed directly with the 
amount of added resistance, decrease of efficiency for a given 
output and decrease in a maximum possible output. The 
effect upon the starting characteristics of the motor are, increased 
torque (until r2 reaches a value equal to 0:2, after which torque 
again decreases), increased power factor, and decrease in start- 
ing current. 

In Fig. 123 are given two sets of curves to show the effect of 
resistance upon the running characteristics of a motor, the full- 
line curves being for a short-circuited rotor and the dotted 
curves for rotor with added external resistance. 
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In Fig. 134 are ihown the effeets of added rotor resitaDS 
upon the starting oharaetmsties ol an induction motor. 

llieie are other methods for controlling tlie speed oF mdnetia 
mOUm. When used fwrailw^r purposes they may be used mi 




kind of seriea connection, called concatenation, or cascade c 
trol. In this method the rotor current of one motor Bupplies 
power for the stator of the second, the rotor of the second b< 
shortHiircuited or may be used with external resistance, 
stator of the first motor is connected to the line. 




The motor may have its stator wound in such a manner 
the number of poles is varied by proper switching arrangemi 
Both of these methods are more efficient than the contro 
rotor resistance. 

The frequency of the power supply to the induction motor 
be varied, although this is not a practical scheme commerci 
because usually power is distributed at only one freque 
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le voltage supplied to the motor may be varied either by a 
mpensator or an adjustable resistance. Both of these schemes 
^e very poor regulation and are used only in exceptional eases. 
Using a prony brake or generator for load, take a series of runs 
7om no-load to IJ full-load current) on an induction motor, 
ing different resistances in the rotor circuit for each run. 
Bad volts, amperes and watts input, speed, frequency and 
rque. Have voltage and frequency at rated values. Take 
16 run with the rotor short-circuited. Take proper measure- 
ents for the construction of the circle diagram of the motor 
ider the different conditions. 

With about | rated voltage impressed in the stator and the 
•tor locked take a series of readings to show the effect upon 
le starting characteristics of the motor as the rotor resistance 
varied from its maximum value to short-circuited rotor. 
Read volts, amperes, watts and torque. 
Construct a circle diagram for the prediction of the runnmg 
laracteristics of the motor with its different rotor resistance. 
Plot curves (from test results) of efficiency, power factor, 
►eed, torque and primary current for the different resistances. 
11 curves to be plotted with H.P. output as abscissa. Upon 
lese curves indicate (using different color of ink) the points as 
jtermined from the circle diagram. 

Upon another sheet plot curves of starting torque, starting 
irrent and power factor, using total rotor-circuit resistance as 
)scissa. 

All of above curves are to be plotted with equivalent single- 
lase values of the quantities involved. 

If time permits try one of the other methods mentioned for 
>eed control of induction motors. 



EXPERIMENT XXXVI. 

THE SINGLB-PHASB INDUCTION MOTOR; ITS CHARACTERISTICS; 
APPUCATION OF CIRCLE DIAGRAM FOR PREDETERMmATION; 

STARTING AS A REPULSION MOTOR. 

The question of the rotating magnetic field is not quite so 
readily solved for the single-phase induction motor as it is for 
the polyphase motor. It is not directly evident how one set of 
magnetizing coils, supplied with single-phase current, can pro- 
duce a magnetic field of practically uniform strength, rotating 
in space. As a matter of fact, the stator coils of such a motor 
can produce only an alternating field, stationary in space, and 
it is only by the reactions of the currents in the rotating second- 
ary circuits that a rotating magnetic field is produced.* 

After the rotating field has been proved then the treatment 1 
of the single-phase induction motor is essentially the same as 
that of the polyphase motor. 

The principle characteristic of the single-phase motor is the 
absence of starting torque. The reactions of the rotor currents 
to produce a rotating magnetic field only occur after the rotor 
has acquired some angular velocity. Such a motor will not 
start by itself but if the rotor is given a start (and there is no 
load on the motor) then the motor will accelerate and come up 
to nearly synchronous speed in the same direction as the rotor is 
started. The operation of the motor is just the same in whatever 
dir(»ction it revolves, and this is determined by the starting effort. 

Compared with the polyphase motor it may be said in general 
that the power factor, efficiency and pull-out point are all some- 
what lower for the single-phase machine, while the speed regula- 
tion is somewhat better. 

If the stator coils of a polyphase motor produce a rotating 
field of constant strength, then at synchronous speed there will 
be no currents in the rotor coils. With the single-phase motor 
there is a large magnetizing current of double line frequency 
flowing in the rotor at synchronous speed; owing to this fact 
there is considerable rotor PR loss at all speeds, while in a poly- 

* See Crocker and Arendt, " Electric Motors," page 213, et seq, 
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e motor this loss is negli^ble at synchronous speed. At any 
i other than synchronous there will be in the rotor a combina- 
of this magnetizing current and an energy component depends 
ipon the load. Hence for given load the rotor I^R losses are 
ter in the single-phase than in the polyphase motor. For a 
1 capacity a single-phase motor must have more iron and 
■er than a polyphase motor, resulting in slightly greater stator 
and /'fl losses. These three effects result in giving the 
phase motor a shghtly greater efficiency than the single phase. 
le decreased " pull-out " point of the single-phase motor is 
lined by the fact that as the motor slows down the quadrtt- 
component of its field decreases and so results in decreased 
age field strength and so a decreased torque. 
1 many single-phase induction motors are started as repul- 
motors the underlying principle of this type of motor will be 
ly discussed. The armar 
of such a motor is drum 
ad and connected to a com- 
ator, exactly similar to an 
lary D.C, motor arma- 
; in the repulsion motor, 
ever, the brushes are con- 
ed directly together and 
irmature is not electrically 
lected to the power supply. 
' the E.M.F. and torque 
■rated by such an arma- 
can most easily be dis- 
ed by supposing the arma- 
winding to consist of only one turn, this turn being constantly 
ght angles to the commutating plane. Such an armature is 
uhed in Fig. 125. Now, if the brushes are so placed on the 
mutator that the armature winding is represented by the coil 
t is evident that there will be no current set up in the coil 
to the alternation of the magnetic field because the flux does 
mt the coil, the flux being parallel to the plane of the coil. 
, however, the brushes on the commutator are shifted 90° 
trical), so that the armature winding may be represented 
lie coil (6) a heavy current will flow because the winding acts 
the short-circuited secondary of a transformer. In this 
}ion, however, armature can exert no torque because the sides 




Fig. 125. 
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of the coil b can move only in a direction parallel to the field. 
Hence with the brushes in either position a or b the rotor will exert 
no turning effort. Now, if the brushes are set at some intenne- 
diate position (so that the armature winding is represented by 
coil c) a current will flow in the coil and also the coil sides are in 
a field so that torque will be exerted, tending to turn the anna- 
ture in, say, clockwise direction. At the next alternation of the 
field the current in the armature will reverse but the field will 
also lx» reversed and so the torque will again be in clockwise direc- 
tion. The result is a pulsating unidirectional torque and such an 
A.C-. motor gives characteristics very similar to those of the D.C. 
series motor, giving a heavy starting torque, decreasing its torque 
and current as the specvl increases and having no fixed speed limit. 

The magnitudes of the starting torque and current depend 
upon how much the brushes are shifted from their neutral 
position, i.e., the angle in Fig. 125. 

The Wagner single-phase induction motor is equipped with 
commutator and short-circuited brushes and is started as a 
repulsion motor, giving a starting torque considerably greater 
than full-load running torque if so desired. When the motor 
approaches synchronous speed, a centrifugal device throws off the 
brushes and short-circuits all of the commutator bars, thereby 
changing th(» armature to a squirrel-cage rotor. The machine 
then operates as a single-phase induction motor. 

If the brushes and centrifugal governor are correctly set, the 
transition from repulsion motor to induction motor takes place 
without too viol(*ut a change in either torque or current. In 
Fig. 120 in clotted lines are given the speed-torque and speed- 
curr(»nt curv(»s of tlu^ motor when operating on the repulsion 
principle and the full lines give the same curves for the motor 
operating as a single-phase induction motor. The proper speed 
fur the centrifugal switch to act is indicated in Fig. 126; this speed, 
it will be noticed, is such that the repulsion motor still has some- 
what greater than full-load torque when the switch changes the 
motor to the induction principle. The repulsion motor character- 
istics may be readily altered by changing the angle at which the 
brushes are set on the commutator. 

Study the construction and operation of a Wagner single- 
phase motor. Take a load run to get power factor, speed and 
efficiency as related to the output of the motor. 

Try the effect on starting torque and current of changing the 
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ai^ular position of the brushes (this test may be run at 50 per 
cent rated voltage so that motor will not overheat) . With about 
50 per cent rated voltage on the motor terminals obtain its 
characteristics as a repulsion motor from standstill to that speed 
at which the brushes throw off. 

Obtain sufficient data to construct the circle diagram for this 
motor. The centrifugal device must be clamped while taking 
the locked saturation curve From the circle diagram get the 
curves given m Fig 126 and see how nearly the conditions be- 
tween repulsion and induction characteristics of the motor tested 




agree with the curves given in Fig, 126. If they do not agree 
what would you do to the motor to make it act as described in 
the discussion of Fig. 126? 

On one sheet of section paper plot curves of efficiency, power 
factor, speed and current against H.F. output as abscissa, using 
teat results. On another sheet construct the circle diagram and 
plot the values of primary current obtained from test to see how 
nearly they lie in the circular locus. To lay off these values 
lay off the energy component of current up the Y axis of the 
drcle diagram, and through this point draw a line parallel to the 
X axis. Then with as center and primary current as radius, 
intersect this line. Intersection is point desired. 

Upon another cross-section sheet plot curves similar to those 
of Fig. 126 and mark speed at which brushes throw o£f. 



EXPERIMENT XXXVII. 

STUDY OF THE INDUCTION GENERATOR; MAGNETIZATION 

CURVE; EXTERNAL CHARACTERISTIC WHEN EXCITED 

BY SYNCHRONOUS MOTOR; CHANGE FROM 

MOTOR ACTION TO GENERATOR ACTION 

WITH VARUTION OF SPEED, WHEN 

CONNECTED TO SUPPLY OF 

CONSTANT FREQUENCY. 

If the rotating field produced by the stater windmg of a poly- 
phase induction motor is such that its density may be represented 
by <t>m cos a, where <t>m is the maximum density and a is the angle 
between the point considered and the axis of the field, then when 
the rotor is turning at synchronous speed there will be no current 
flowing in the rotor conductors, as each conductor will continu- 
ally occupy a position where the magnetic field has a constant 
value and so the conductor generates no E.M.F. If the stator 
coils are not so distributed that they produce a field of cosine dis- 
tribution, this statement is not true; even at synchronous speed 
currents will flow in the rotor circuits which, by their reaction 
upon the stator fi(»Id, transform it into a field of cosine distribution. 

With the rotor turning at synchronous speed, the current in 
the stator will have a magnetizing component of sufficient 
strength to produce a field which by its change gives a C.E.M.F. 
practically equal to the impressed E.M.F., and an energy com- 
ponent suflScient to furnish the iron losses of the motor. 

Now, no matter what the speed of rotation may be the current 
relations in the stator and rotor must be the same as exist 
between the primary and secondary current of a static trans- 
former. When an energy or wattless current is flowing in the 
secondary the primary must also be carrying an equal current 
plus its no-load current. Hence, when the rotor of an induction 
motor is carrying a certain current the stator must be carrying 
the same current (or rather an equal current in the opposite 
direction) plus its no-load current (1 : 1 windings considered). 

If the rotor of an induction motor is turning at less speed than 
the magnetic field it is said to have a positive slip. The rotor 
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cjonductors, cutting flux, will generate what we will call a positive 
U.M.F. and there will flow in the rotor circuits a current which 
"will be nearly in phase with the rotor E.M.F. The lag of the 

current will be tan-^ = — and for small values of s this angle 

will be small. This rotor current must have its counterpart 
in the stator and if the slip is positive this stator current will 
be such that its product with the impressed E.M.F. repre- 
sents power input to the machine, and it is absorbing electric 
power and giving out mechanical power, i.e., is running as a 
motor. 

If the rotor is connected to some driving device (e.g., another 
motor) and is driven at some speed higher than synchronous, it is 
at once evident that the E.M.F. generated in the rotor conduc- 
tors will be in the opposite direction to what it previously had. 
Hence the direction of current in the rotor will be opposite and 
so must its counterpart in the stator windings. This means, 
of course, that the current in the stator, due to the rotor currents, 
is in a direction opposite to what it had when the machine was 
operating as a motor; the energy component of stator current 
is, for this condition, flowing in a direction opposite to the im- 
pressed E.M.F. Hence, the machine must be giving oflf power 
and so is a generator. Such a machine is called an induction 
generator; as the frequency of current delivered is not equal to 
the rotational frequency of the machine, it is sometimes called 
the asynchronous generator. 

As the slip of an induction machine changes from positive to 
negative, it has just been shown that the energy component of 
the stator current changes phase 180° with respect to the im- 
pressed E.M.F. 

The wattless or magnetizing component of the stator remains 
in the same phase, however. With respect to the impressed 
E.M.F. of the motor, this is a lagging current; reckoned from the 
phase of the motor C.E.M.F. it would, therefore, be a leading 
current, so that referred to the phase of the generated E.M.F. of 
the asynchronous generator its magnetizing current is a leading 
current. For the induction generator to be operative, therefore, 
it must be connected to a line of certain frequency and some 
device in the line must be capable of drawing a leading current 
from the line, the magnitude of this leading current being the 
amount of magnetizing current required by the generator. 
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The magnitade of rotor emrenty and hence of the state ein- 
rent, depends upon the amount of negative slip. The voltage 
of the generator depends upon the strength of its field, i.e., upon 
the amount of magnetising current furnished .to it. These two 
characteristics are the diHtinguishing features of the induetioQ 
generator. 

An over-excited synchronous motor has both of the featura 
necessary to make an induction generator operate; it has & 
definite frequency and draws a leading current. If, therefore, ft 
synchronous motor, with sufficient field excitation, is conneeted 
to the terminals of an induction machine of higher rotatknul 
frequency than the motor, the induction machine will generate, 
supplying the amount of power to nm the motor, and other load 
(as e.g., lamps) may be operated from the line. 

In starting, the two machines may be electrically conneeted 
and both be brought up to a speed somewhere near the propa 
running speed of the induction machme, then the driving power 
may be taken from the synchronous machine and it will, if 
sufficiently excited, continue to run, drawing sufficient power 
from the generator to supply its stray-power losses and taking 
from the line a leading current which becomes the magnetinng 
current for the generator. 

As may be seen from this discussion the current relations in 
the induction generator follow the same laws as in the motor 

and so the circle diagram 
must hold good for both if 
it holds for the motor. In 
Fig. 127 the application of 
the circle diagram to the 
generator is indicated. The 
no-load current is shown at 
OP; for motor action some 
current as OA is required, 
having an energy component 
OC and magnetizing compo- 
nent OE. The current OD 
js required to furnish the no- 

FiG. 127? ^^^^ losses. If not loaded 

and not speeded up by a 
driver the machine operates at perhaps 99.5 per cent synchronism 
and draws an energy current OD from the line. 
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As the rotor is speeded up part of the energy required to 
supply machine losses is supplied by the driver mechanically, 
jtnd if the speed is increased to perhaps 100.5 per cent syn- 
chronism, the stator current becomes H, purely a magnetizing 
current, and all of the machine losses are supplied mechanically. 
From 99.5 per cent to 100.5 * per cent synchronism the machine 
^Ves neither mechanical nor electrical power; this is called the 
region of total loss. At some speed above 100.5 per cent syn- 
chronism the energy component of stator current may go to some 
value as OE, in phase, opposite to OC. The total stator current 
OB will be found on the same circular locus as OA, The com- 
plete application of the circle diagram to induction generator 
characteristics will be given later. 

An understanding of some of the generator characteristics may 
be obtained by considering what happens when a generator, 
excited by a floating synchronous motor, is loaded. Suppose 
that the speed of the generator is adjusted to give a speed of 
60 cycles to the synchronous motor and the synchronous moto- 
field is adjusted to give the induction generator a terminal volt- 
age of 110 volts. If the generator rotor is held at constant speed 
and some load is connected to the generator terminals two effects 
will be observed. Both the voltage and frequency of the system 
will decrease. Even if the generator induced voltage remained 
constant the terminal voltage would fall with increase of load 
due to the increased IZ drop in the stator windings. But the 
induced voltage itself decreases with increase of load. The lag 

SOCo 

angle of the rotor current is tan"^ = — and, due to the slowing 

down of the synchronous motor (explained below), s incroasea 
with load so that the rotor currents tend to demagnetize the 
stator more and more as the load is increased. This may be 
readily seen from Fig. 127. To give 110 volts induced voltage, 
e.g., at synchronous speed requires a magnetizing current of OH. 
When the load on the generator is equal to OE, then the mag- 
netizing current necessary to give 110 volts induced E.M.F. is 
given by the vector OR. This current is made up of two parts; 
the original current OH and the demagnetizing component 
of the rotor current HR. Hence, to maintain constant induced 
voltage as the load increases the synchronous motor must be 

♦ Of course these numerical values of slip are only approximate; they will 
be different in different machines. 
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so excited that at any generator load the motor draws a lead- 
ing current just equal to this wattless component of the statoi 
current. 

The synchronous motor slows down because it requires a cer- 
tain amount of power to run itself; and if the terminal voltage of 
the generator falls the C.E.M.F. of the synchronous motor must 
also decrease to permit the required current to flow. The slowing 
down of the synchronous motor may be explained from another 
standpoint. The stator current (load current) can only increase 
if the rotor current increases, as before noted. The rotor current 
can only increase if its slip increases and as the rotor is being 
driven at constant speed its slip can only increase by a slowing 
down of the field speed. Hence the synchronous motor must 
slow down sufficiently to make the difference between field speed 
and rotor speed such that the rotor currents generated produce 
in the stator just that current demanded by the load. 

It will be noticed that this behavior of an induction generator 
excited by a floating synchronous motor is exactly similar to that 
of a shunt-wound D.C. generator with its brushes set in such a 
position that armature reaction demagnetizes the field. As load 
in such a machine increases the terminal E.M.F. drops because 
of th(^ increascHl IR drop in the armature windings and because 
tho induced voltage falls, due to the weakening of the field by 
th(* armature reaction. If it is desired to maintain constant ter- 
minal v()ltag(* on such a machine the shunt field current must be 
increased suffiei(»utly to overcome both of these effects. In the 
shunt D.C. machine this is accomplished by cutting out the field 
rheostat and in the case of the induction generator it is accom- 
plished by increasing the field current of the synchronous motor. 
The decrease in frequency as the load increases can only be 
overcome by speeding up the rotor. With increase of load there 
must be corresponding increase in slip and if the rotor turns at 
constant speed the synchronous motor (by the speed of which 
the frequency of the power generated is determined) must slow 
down. 

The magnetization curve of the asynchronous generator can 
readily be obtained as follows: With the synchronous motor 
floating on the generator line and no load on line, run the gene- 
rator at such speed that the motor constantly gives the fre- 
quency at which the magnetization curve of the generator is 
desired. By means of an ammeter, wattmeter and voltmeter 
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the line connecting the two machines measure the variatioD 
terminal E.M.F, of generator, watts and current as the field 
rrent of the synchronous motor is varied through that range 
lich gives an E.M.F. varying between rated value for the 
aerator and as low as it is possible to go. The genevator 
rrent may be resolved into its power and wattless components 
i the relation between wattless, or magnetizing current, and 
m in H.I E.M.F. gives approximately the magnetization curve of 

I generator. The combination becomes nonoperative at low 
lues of voltage so that the foot ot the magnetization curve 
mot be determined 

4n interesting feature of the induction generator is the possi- 
tty of excitation by conden ers Although of not much com- 
rcial importance at present an explanation of this method of 
eratipn will present 
i characteristics of 
i machine from a dif 
ent standpoint and 
will be considered 

The magnetization 
■ve of the generator 

II have the general 
m given in Fig. 128 
.e impedance of a con 

iscr is -^ and the em- 
it in such a condenser 
-ji- The current is, 

irefore, a straight line fimction of the voltage and so may 
represented by a straight graph, using current and voltage 
the abscissa and ordinate. The equation of the graph will 
1 




I = E tan <j>, where i. 



= tan~ 



0>C 



In Fig. 128 three such 



ipbs are shown at OC, OD and OE, the graph OC being for a 
idenser of greater capacity than OD, etc. The magnetization 
rve of the generator is shown by the curve OAB. If the 
rmal voltage ot the generator = OB', then the condenser 
lOse graph is OC will just furnish the proper amount of leading 
rrent, OF, to generate the voltage OB'. A smaller condense' 
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whose graph is OD requires a voltage of OD' to <lraw from Ik 
line a leading current of value = OF. But the generator, ? 
furnished with magnetizing current OF, can generate only 
voltage — OB', which will cause to flow in the condensa a 
current equal to OG. Hence, the condenser D would not serve 
to produce in the generator normal voltage. If the generator 
is operating with condenser C at normal voltage OB', and the 
condenser D is substituted for C, the voltage of the generator 
will immediately fall to OA', at which voltage the magnetization 
curve and condenser graph intersect. With the condenser E 
the generator could not operate because at no voltage does the 
conden.stT draw enough leading current to magnetize the gene- 
rator to tliiit i^me voltage; in other words, the magnetization 
curve and condenser graph do not cross. When once broi^t 
up to voltage either of the condensers C and D will serve to 
maintain the generator voltage, but it is quite likely that if I 
tlie generator is running idle and either of these condensers I 
shouhl be connected across the generator terminals it would 
not build up. 

If the magnetization curve of Fig. 128 is much magnified and 
only its lower extremity considered we have Fig. 129, I 

It is M>eu that tlie graphw OC and OD both have a region at i 
the lower ]tart of the magnetization curve where they tie above 
the magnetization curves of the 
generator. Of course, the genera- 
tor could not "build up" throi^h 
these regions because for a given 
magnetizing current the condensers 
require more voltage than the gen- 
erator can give. To make the 
generator build up some condenser, 
as H, must be used, such that its 
graph OH does not intersect the 
magnetization curve in the region 
shown in Fig. 129, but in using such 
a condenser the generator is likely 
to build up to abnormal values of 
voltage, so as soon as the machine begins to generate the eon- 
denser must be cut down to its proper value. 

When using condenser for excitation it is not at once evident 
how the frequency of the generated E.M.F. is determined. 
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^t The generator will have a certain equivalent inductance L * 
-tttid this, combined with the capacity C, makes a resonant 
~'^ eircuit whose natural period of oscillation = 2 tt VlC (neglect- 
~ mg the effect of resistance). Now, it may be ascertained both 
- mathematically and experimentally that the condenser used 
must be such that the natural period of the system is less than 
tilie speed of rotation of the generator. This only emphasizes 
the fundamental principles noted before, that the generator slip 
must be negative. The speed of the field rotation with con- 
denser excitation must be brought lower than the rotor speed, 
and this is done by so increasing C that the natural period of the 
system has some value lower than rotor speed. 

The commercial application of induction generators is not 
very wide. Some polyphase installations for railway work 
utilize the generator action of an induction motor run above 




Per cent Synchronous Speed 
Fig- 130. 



synchronous speed for a braking effect when on down grades. 
Of course, the power pumped back into the line by such use of 
the motors means just so much saved energy, as the load on the 
power house is decreased. Some recent installations of steam 
tilrbines, utilizing the exhaust of reciprocating engines,' have 
used induction generators. Such generators are connected 

* A more complete discussion of this point will be published in the near 
future. Prof. Pupin and the writer have done a lot of theoretical and experi- 
mental work on the subject and expect to soon publish an article giving the 
results of these investigations. 
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directly to the bus-bars, the necessary leading current being 
obtained by overexciting one of the alternators. The induction 
generator may be used to increase the output capacity of a 
station without appreciably increasing the short-circuit risk of 
the station. 

As the power factor of induction machines is not high, the 
practicability of utilizing condenser excitation is not marked. 
The condensers would have to be exceedingly large. 

Figure the size of condenser required in a 5000 K.V.A., 60 
cycle (E.M.F. = 2300 volts) station of induction generators, 
supposing the power factor of the machines run as motors as 
93 per cent and that of the load as 85 per cent. 

The complete behavior of an induction generator can best be 
obtained from such a set of curves as is given in Fig. 130. The 
continuous change* in the different quantities from motor to 
generator action is evident. For the region of the " total loss," 
pr(»viously referred to, the efficiency is, of course, zero. By 
negative i)ower factor is meant that the magnetizing current is 




o 



Fig. 131. 

loading the terminal E.M.F. of the generator. In this set of 
curves the letters have the following significance. 

A = torque, B = efficiency, C = total stator current, D = power 
factor, E = watt component of stator current, F = wattless 
current. 

The tests to be made in this experiment are: the magnetization 
curve, to be obtained as previously described, by synchronous- 
motor excitation; external characteristic, using synchronous- 
motor excitation and constant rotor speed, load to be non- 
inductive; operating characteristics given in Fig. 130; sufficient 
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iata to construct circle locus of current (this data is obtained 
exactly as though the machine being tested were a motor). 

To obtain the operating characteristics as given in Fig. 130, 
DQiake connections as in Fig. 131. The D.C. machine should be 
approximately the same capacity of the induction machine, and 
the booster in the D.C. armature circuit capable of boosting or 
crushing the D.C. line voltage by 10 per cent or 15 per cent. 
The A.C. generator is to be connected to an A.C. line of constant 
potential and frequency. In connecting the induction generator 
to the A.C. line care must be taken that the rotating field goes 
in the same direction as the D.C. motor drives the rotor. 

Measure the core loss and friction of the driving motor at 
normal field current at such speeds as give to the induction 
generator, 90 per cent, 100 per cent and 110 per cent of rated 
speed. Measure D.C. armature resistance. By means of the 
booster vary the action of the A.C. machine over as wide a range 
as possible, through both motor action and generator action. 
Keep the field current of the driving motor constant at normal 
value so that the core losses may be obtained from core-loss curve 
previously measured. The PR loss in the D.C. machine can be 
calculated for any value of 7. 

Read D.C. armature current and volts, and A.C. amperes, 
volts and watts. Measure speed of A.C. machine either by one 
of the slip methods previously described in Experiment 33, or, if 
the slip becomes too large for this method, by a tachometer. 
For each load calculate the input or output of the induction 
machine and so obtain the set of curves called for. 

Construct circle locus of current and plot on it the values of 
current measured in this run. Points may be plotted as de- 
scribed in Experiment 36. 



EXPERIMENT XXXVIII. 

THE SINGLE-PHASE SERIES MOTOR. 

At present, nearly all electric railways in this country use the 
direct-current series motor as their motive power. The distribution 
of the electric power from the generating station to the car motor 
is inefficient because of the many steps involved. The power is 
generated as alternating current, goes through stej>-up transformers 
at the station to the high-tension transmission line and to the 
substation, through step-down transformers, changed to direct- 
current power by a rotary converter, and is then conveyed over 
the D.C. feeders and trolley wire to the car. Probably not more 
than 60 per cent of the energy generated at the main station 
reaches the car. 

In case the alternating-current series motor is used the power 
distribution is much simpler. Only a step-up transformer, 
feeder and trolley wire and step-down transformer are used in the 
distributing system so that the distribution is accomplished 
much more efficiently, both as regards loss of power and main- 
tenance of apparatus, than with the D.C. system. Probably 
if the A.C. s(Ties motor was as efficient and reliable as the D.C. 
scries motors all railway installations would be A.C. 

A D.C. seri(\s motor will run in the same direction whichever 
way it is connected to the line, provided the relative connection 
of its armature and field is undisturbed. It follows that a D.C. 
scries motor would exert a unidirectional torque if connected to 
an A.C. line. Such an application of the D.C. motor is not 
feasible because of the high impedance of its field coils and be- 
cause of the fact that its solid iron poles and yoke would not 
sufficiently reverse their polarity with the frequency of the A.C. 
supply. There would also be heavy sparking at the brushes 
when the motor was running. 

It is evident that the field frame, as well as the armature of 
an A.C. series motor must be of laminated iron because of the 
continually reversing field flux. Because of this fact the A.C. 
motor cannot be as cheaply constructed nor of such rigid me- 
chanical design as the D.C. motor. 
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^ But even when tbe fidd baaz>r is lamiiuled ^Hm' «qill waitt»^ 
two serira^defects te overoome, n&me^ lor |po'«w fjtOTor mmI 
poor commutatum. 

The reason for tbe low power &ctor m»v be ««i!a1y My« t^y 
considering the action of the field and aisutuiv windings. In 
Fig. 132 * is represented the elemen- 
tary series A.C. motor. The field 
coil produces useful flux, which is 
necessary. The armature produces 
a vertical flux (Fig. 132), which is of 
no use in the operation of the motor 
but helps to produce a low power 
factor. By putting a compensating 
winding around the armature, con- 
twning the same number of turns as the lu-muture, but m» con- 
nected aa to produce a M.M.F, opposite to tlmt of the nrmiiturc, 
then the armature and compensating coil will jimt nciitniliiK; iitiil 
produce no magnetic field and so produce no lag in tlm ciirront,. 
Such a compensating winding is illustrated in Fig, MVi, tlin »!(»ni- 
penaating winding being conductively connr!nt(trl to tliii rent of tltn 
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of armature tuma does not produce a low power factor as the 
armature winding is compensated. 

The next thing to consider is the commutation of a series A,C. 
motor. This is by far the most difficult point for the designer lo 
satisfactorily solve. The armature winding of the A.C. motor is 
nearly the same as that of the D.C. motor so it might appear at 
first that if the coil undergoing commutation were in the neutral 
plane of the field, commutation would be no more difficult than 
with the D.C. motor. 

There is in the A.C. series motor armature not only an E.M.F, 
produced by the rotation of the armature through the field flux but 
also an E.M.F. due to the time rate of change of the field flux, this 
last E.M.F. being due to transformer action of the field coilsand 
armature coils. It will also be seen from 
Fig. 135 that coils A A, those being com- 
mutated, are in the position where the 
transformer action has its maximum ef- 
fect, while in coils BB the effect iseero. 
The three factors affecting this trans- 
former E.M.F. are, the number of arma- 
Fic. i;i.'). ^^^^ turns in series between commutator 

bars, the frequency of the power supply 
and tli«' (Icnsily ill which the field is worked. Decreasing any or 
!iil of the quant it ics tends to improve commutation. The armature 
of A.C. series iiioiors ani gcncrjilly 
made with only one or two turns 
between cunmuitator bars, are 
oprnited on circuits of 25 cycles or 
less !ind the field densities employed 
are less than tho.se used with D.C. 
motors. 

The transformer E.M.F. in the 
coil undergoing coninmtation pro- 
duces in this coil a large short-circuit 
current, the coil being short-cir- 
cuited through the brush. It is 
the breaking of this current as the 

coil moves from under the brush which produces in this type 
of motor the excessive sparking. One method of limiting this 
short-circuit current is by what are called "preventive leads," 
being wires of comparatively high resistance connecting the 
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coils to the commutator bars, as shown in Fig. 136, at r, r, etc. 
Suppose the preventive lead has a resistance equal to twice that of 
the coil itself. Then when the coil is short-circuited through the 
brush the short-circuit current is one-fifth as large as it would be 
without the resistance leads. It might seem that these leads 
would so increase the armature resistance that low efficiency- 
would result. This is not the case. If there are fifty coils be- 
tween adjacent brushes the armature resistance with leads is 
only a of what it would be without the preventive leads. The 
resistance of the leads is large compared to the resistance of one 
coil, but low compared to the resistance of the whole armature. 

The torque of the A.C. motor is pulsating, having a frequency 
twice that of the power supply; the entire field frame is subject 
to core losses; the short-circuit coil is subject to PR losses pro- 
duced by the transformer E.M.F.; the power factor is always 
less than one; all of these effects result in less horse power per 
poimd of material than is obtained from the D.C. series motor. 
Also the commutator of the A.C. motor is likely to require more 
attention than that of the D.C. motor. 

The speed load curve of the A.C. motor is practically the 
same as that of the D.C. motor. The power factor of the motor 
increases with speed for two reasons. The reactance drop in the 
field winding decreases with the decrease of current at increased 
speed and the C.E.M.F. of rotation, which is an energy or dis- 
sipative reaction, in phase with the current, increases with the 
speed. 

A vector diagram of the different reacting E.M.F.'s in the single- 
phase series motor serves well to illustrate the effect of the com- 
pensating winding, etc. In Fig. 137 the radius of the circular 
arc is taken equal to the E.M.F. impressed on the motor. In 
Fig. 137 we have 

OA = Full-load field reactance drop. 
AB = Full-load armature reactance drop. 
OC = Full-load armature and field resistance drop. 
CD = Full-load compensating winding resistance drop. 
OE = Full-load current motor impedance drop, uncompensated. 
EF = Full-load current motor C.E.M.F. of rotation, uncom- 
pensated, 
cos = Full-load current motor power factor, uncompensated. 
OG = Full-load current motor impedance drop, compensated. 
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GH = Full-load current motor C.E.M.F. of rotation, com- 
pensated, 
cos 0' = Full-load current motor power factor, compensated. 

This diagram shows that the power factor is considerably 
improved by the addition of the compensating winding. With 
compensation, of course, the only reactance drop occurring in the 
motor is OA, that due to the field winding. It might seem that 

the efficiency of the motor would 
be decreased with compensation 
owing to the extra IR drop shown 
at CD. The efficiency is, however, 
greater in the compensated motor 
than in the uncompensated one, be- 
cause for a given output more cur- 
rent is required in the latter type, 
due to its lower power factor, and 
also the core loss is reduced. For 
a given current the speed is also 
considerably higher in the com- 
pensated motor; this is due to the 
decreased reactance drop, thereby 
leaving a larger percentage of the 
impressed E.M.F. to be used up in C.E.M.F. of rotation, and as 
the field is assumed the same strength in both cases the compen- 
sated motor must run at a higher speed than the uncompensated 
type. 

Make a test upon a series A.C. motor (using brake for load), 
reaiding volts, amperes, watts input, torque and r.p.m. Take 
readings in about ten steps between the load which gives 150 
per cent rated speed and that which gives 150 per cent rated 
current, the voltage and frequency being kept constant at their 
rated values. 

Make a similar run with the compensating winding connected 
in the motor circuit but reversed, so that its inductance adds to 
that of the armature instead of serving to neutralize it. Note 
the commutation in these two runs. 

Make a run, having the compensating winding properly con- 
nected, using for power supply some frequency widely differ- 
ent from the rated value (e.g., run a 25-cycle motor on a 
60-cycle line). Note and record the commutation as compared 
with the previous run. Make a similar run using the motor 
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on a D.C. line of the same voltage as the motor rating. As 
the losses will be less in this case than when the motor is being 
run on A.C. the full-load current may be reckoned as 110 per 
cent of the A.C. rating. 

With normal frequency and various voltages (beginning with 
low values) and the armature locked, read watts, amperes and volta 
input at about six points from zero to 50 per cent or 75 per cent 
over-load current. Take care that the motor does not over- 
heat with the higher values of current. Also road amperet), 
watts and starting torque with full-load current, both D.C. and 
A.C. Calculate amperes and watts per pound-foot of starting 
torque for A.C. and D.C. 

With current input as abscissa, draw four Hotn of curveH, one 
set for each run. In each set, plot, againwt current input, speed, 
torque, watts input, current input, efficiency and power factor. 
From the " locked-saturation " curve and one of the readings 
from the first test construct the circle diagram* and predict the 
various characteristics of the motor. 

What conclusions can be drawn from the starting torque 
characteristics on A.C. and D.C. power? 

Note. — Care must be ezerdsed that the motor spaed doe« noi rim U> a 
dangerous value. A crwitdi diould be so pla4^ that the mm tdkiog ^^^M 
can immediately open the A.C. 0ups>ly etrcuit \i the speed ex^eeedi^ iim Mtle 
limit (5000-6000 ft./imn. » maTimiim pefipber^ speed). 

* Fot ecmstructkm of this diagnim see Cf<>ckef aad Areadt, " Electru; 
Motors," page 249. 



EXPERIMENT XXXIX. 

THE BfERCURT ARC RECTIFIER. 

Two electrodes in a vessel which has been exhausted to a high 
degree of vacuum are practically insulated from one another for 
ordinary voltages. The phenomena which result from a gradu- 1 
ally increasing potential difference of the electrodes are of too 
involved and complex a nature to be fully analyzed here, but it 
is believed that this subject of conduction of electricity by gases 
is of enough importance to be seriously studied by the electrical 
engineer. It is undoubtedly true that a thorough comprehension 
of the novel effects produced in high tension transmission of 
electrical power can only be obtained by a study and application 
of the electron theory.* 

In the analysis of the mercury arc rectifier only those funda- 
mental facts which are necessary for an explanation of the action 
of the rectifier will be taken up and briefly treated. If a tube 
in which two electrodes are sealed is exhausted to a high degree 
of vacuum and an increasing voltage is impressed on the elec- 
trodes it will be found that a very small current will pass through 
the tube, perhaps one or two milliampcres. The gas in the tube 
is said to be un-ionized and in this state has a very high resistance. 
As the potential difTerence of the electrodes is increased the 
current will gradually rise, but until a certain critical voltage is 
reached will not exceed a few milliamperes. 

When the potential difference reaches a value of perhaps 2500 
volts the current will suddenly rise and, if the potential dif- 
ference is maintained, the current will be of such a value that in 
a few seconds the negative electrode will melt. This sudden 
rise in current is explained by saying that when the potential 
gradient in the tube reaches a certain value the gas becomes 
ionized (so-called '' ionization by impact **) and when ionized 
to a considerable extent a gas becomes a fair conductor. 

The potential drop is greatest near the cathode, in fact, 

* The student is referred to J. J. Thomson's '* Conduction of Electricity 
through Gases," for a complete exposition of this theory. 
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practically all of the E.M.F. applied to the tube is used up in 
overcoming the resistance from the cathode to the adjacent gas. 
This potential difference is called the "cathode drop/' and this 
drop is very high when such an electrode as iron is used. 

We have now the fact that an ionized gas is a conductor, but 
that an excessive voltage is necessary to overcome the cathode 
drop. As the power used in the circuit is equal to the product 
of volts X amperes, it is at once evident why the negative elec- 
trode gets so hot. 

The next thing to consider is the action of such a tube when 
one electrode is made of mercury, the gas in the tube is mercury 
vapor, and the other electrode is some such substance as iron. 

Suppose a tube made as shown in Fig. 138. The voltage of 
the generator may be brought to a very high value but still 
no appreciable current will 
pass through the tube be- 
cause the enclosed gas is not 
ionized. If now, by means 
of the auxiliary electrode C 
and induction coil H^ a Hcmm j^> + w5\ 




\^ Resistance 
F 

Fig. 138. 




spark is made to pass in- ^^ 

to the mercury electrode, 

immediately ions are freed 

from the mercury, the gas is ionized and a current of a value of 

several amperes (limited by resistance R) will flow from B io A, 

Also the potential difference between B and A, even when 10 or 

20 amperes are flowing, is only about 15 volts. 

If, however, the generator terminals are reversed, making B 
the cathode, it makes no difference how well the gas is ionized, 
no appreciable current will flow through the tube unless an 
excessively high potential difference is used. We have here then 
the secret of the mercury arc rectifier, i.e., selective electrodes. 
When the mercury is used as cathode, the cathode drop is about 
4 volts; when the iron is used as cathode the cathode drop is 
perhaps 2500 volts. 

If such a tube is connected to a source of A.C. power and the 
gas in the tube is ionized, whenever the iron electrode is 15 volts 
or more higher in potential than the mercury electrode, current 
will flow. If the tube is connected as shown in Fig. 139 and an 
oscillogram is taken of the current and voltage in the circuit they 
would be as given in Fig. 140. Such a tube would, therefore, be 
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giving pulses of unidirectional current. The drop of 15 volts 
in the tube is nearly independent of the current flowmg, so that 
the amplitude of the current pulses depends only on the value 
of the resistance R, The ionizing spark must continually be 
operating, otherwise current would not start to flow through the 

tube until excessively 
high value of potential 
difference was used. 
After the current starts 
to flow, however, the 
ionizing spark may be 
cut off and the current 
itself will maintain the 
ionization. If the cur- 
rent stops for a fraction of a second (something less than 0.000001 
second) the vapor recovers its insulating quality and the ionizing 
spark must be again used to start the current flowing. 

This recovery of insulating power is due to the fact that imme- 
diately the current stops flowing, the ions disappear, some going 
to the sides of the tube by dispersion (and clinging to the sides of 





^aAaa/v^- 



Fig. 139. 



E.M.F. 




Fig. 140. 



the tube) and the rest recombining. As the recombination is not 
very rapid at low pressure it is probable that dispersion accounts 
for most of the effect. 

The next step in the development of the rectifier is to so con- 
struct it that both alternations may pass through the tube, both 
going through the tube in the same direction. This is done by 
constructing a tube with one mercury electrode and two iron 
electrodes, as shown in Fig. 141. The tube is connected to the 
line as shown. The two sides of the A.C. line are connected to 
the two anodes B and Z), and the cathode is connected to the 
junction of the two reactance coils F and G. Between A and E 
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are connected some storage cells which may be chai^ged from the 
tube. 

The operation is now as follows: the gas being supposed 
ionized continually (by electrode C and spark if necessary). 
When B is pK)sitive with re- 
spect to A (and more than 
15 volts above A in poten- 
tial) current will flow from 
B to A, through the battery 
K, through F and so back 
to the A.C. line. Diu'ing 
the next alternation D be- 
comes positive with respect 
to il, so current flows from 
D to Aj through K and G 
and so back to the line. 
Both pulses of current pass 
through K in the same di- 
rection, so that this tube 
will give a unidirectional 
pulsating current as shown 
in Fig. 142. As the ioniza- 
tion, produced by the current itself, would disappear once every 
alternation (at the points of zero current in Fig. 142), the gas 
must be kept continually ionized by the coil H and electrode C. 
As this is inconvenient, a method is sought to overcome this 
difficulty. 

So long as current is flowing into the cathode the gas remains 
ionized and it matters not from which anode the current is 

coming. If, therefore, the 
current can 1^? rna/Je Uf -tf art 
from /> 1/^'fore the cpirr*rni 
from B ha^ r^a/jhed /a^o 
value, the tube will keep iUeU continually ionized and the eleo 
trode C need be u^ed only ior atartint^. 

This is the condition which actually fAAnirm in th^ tuf^ and 
it is l»oiight about by the rea/rtance c/yil?i F and O. In V'}%. \4Z 
is ctrawn the -arare of 3>oteTitiaI f\\ff^y*fh^/t fM-j^f *m H and A . X^ 
soon as a valne of 15 V/it^ -^ Cfy.M.F. ^/f biktt^// i^ r*a'»:h^J 
current betCTiA to Sott a^ <?, Fij^. H^, ^nd VfVt^nf^ ;jr^>^,lf^^rij 
ive SbA shoTBTi r,7 ^.ir»e da^tn^d fine, /f tn^ f*,aAtar>^>^, 'toii <fi<| 
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not eome into play the current wave would continue as shown l^ 
the dashed line and would reach sero value at time b. The 
current from anode D will not begin until time c, so that were it 




line for ctrrmit 
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not for the reactance coils during the time (b-c) there would be 
no current in the tube and the gas would lose its ionization. 

During the time (a-e) the reactance coil is storing magnetic 
energy and as the current starts to decrease at time e, the re- 
actance coil begins to discharge its energy and tends to sustain 
the current. This results in a change in the current wave form 
as shown in Fig. 144, where the E.M.F. waves and current waves 




Fig. 144. 

of both anodes are shown. The two current waves now lap over 
one another by several degrees so that the current wave through 
the cathode is shown as in Fig. 145. Hence, a tube constructed 
with two anodes and used with reactance coils will give through 
the cathode a pulsating unidirectional continuous current. The 
variation in amplitude may be 30 per cent or 40 per cent of the 
maximum value. 

As a storage cell becomes charged its C.E.M.F. rises, and, 
therefore, arrangement must be made whereby the rectifier volt- 
age may be increased as the charge continues. . Also different 
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installed pennits an adjustment of tho voltngt^ lu^if^M't^ f^lhvliUH 
the charge and then a variation in tho voltuHit^ w^ tl\o i»l\iM^*» 
continues. A variable reactance 
is placed in the A.C. supply line, 
which reactance is varied with 
time of charging. In place of 
the transformer and reactance 
coils an adjustable auto-tran»- 
former is used, as shown in Fig. P 
146. In this figure the starting 
arrangement is also shown. In- 
stead of using a spark from an 
induction coil to start the ioniza- 
tion, an arc is used. With switch 
iSi closed the tube w tipp^J .v> 
that mercury connects th<«^ two 
electrodes A and C, and a ^v^irr^^nt 
flows, the amplitJid^ -v^iriOr iirr. i ^yyl 
by resiscaiice /Sl. V^7.f^r. *r.^, *i^r/> 
is tipped hacic ^n irt !« .v,r.r.^/I 
as the hrsijB^ >f nvr-^nr/ ^f %r.%*^-^r, 
the gaii is :cni3#*ft in«t . t' -r- »->.-» J'. i* , 
cottaeftCUKr in "iip 4t^r*,ncf -.%:>74^f. 

Tift Z*. /^ V .-t^^c. >'«--^f^i'7^ "* '► ' '.' /I " ■*,'.-,-* /-v ^- 'v-^* -/^ 
lift jt-fc^ v.f^f^t. .^<»-."rvw v.^ 'A, -*/,4'-' // t^ ,^ ^.^^-^.^r 
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to charge, the coctacts MM of the autotransf ormer are set at the 
proper tap with the reactance coil X, all in the circuit. Then 
S8 the charge progresses the reactance may be gradually cut out 
if it is desired to maintain the charging current constant. 

As considerable power is used in the tube itself, the upper part 
H is made comparatively large to give the required radiating 
surface The mercury boils and vaporizes from the cathode is 
condensed on the walls of the tube and serves well to distnbute 
the heat uniformly over the surface of the tube 

The efficiency of an arc rectifier is nearly independent of load 
(the efficiency of the tube itself being strictly so) but depends 
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upon the value of D.C. voltage at the load, the efficiency in- 
croasing willi the voltage. 

The power factor of the rectifier depends somewhat upon the 
load and also upon how much of the reactance coil X is being 
used, but generally it is well up towards 85 per cent or 90 per 
cent. 

The rectifier has an inherent regulation of about 20 per cent 
from rated load of the tube to the minimum load the tube will 
carry. 

The wave forms of the current and E.M.F.'s in the different 
parts of the rectifier circuit are to be obtained either by ondo- 
graph or oscillograph. The waves to be taken are A.C. line volt- 
age and current; voltage between each anode and cathode; 
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curreat fumisbed by each anode; D.C. current (cathode cur- 
rent), and voltage across load. All of these curves must be taken 
with the same setting of the curve-tracing device ao that their 
proper phase relations are obtained; sample curves from a 10- 
ampere 220-voIt tube are shown in Fig. 147 and Pig. 148; they 
were taken by means of the ondograph. 

Now insert a high inductance in the load line (a transformer 
coil, e.g.) and take another curve of D.C. current to see if pulsa- 
tions are reduced. 

Make runs to obtain efficiency, power factor and regulation 
as follows : 

Reactance X all on, readings of A.C. line volts, current and 
watts, D.C. current and volts, for J, J, i, full and 11 rated 
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current. Run to be made with autotransformer set to give 
highest D.C. volts. 

Similar run with autotransformer set to give minimum D.C. 
volts. 

Take similar runs with reactance all cut out. 

For all runs plot efficiency, power factor and D.C. volta 
against D.C. load current as abscissa. 

Note. — Id measuriDg a pulsating unidirectional current or voltage, A.C. 
inatrumentB should be used, taking reversed readings to get rid of error caused 
by stray field. D.C. inatruments will not pve accurate indications when the 
pulsations have an appreciable magnitude. Why? 





LLDSTRATIONS OF THE USE OF THE ONDOGRAPH AND OSCIL- 
LOGRAPH FOR SOLVING SOME OF THE MORE IlfVOLVED 
QDESTIOMS ENCOOMTERED IN A CODRSE OH 
ALTEEHATING-CURRENT TESTING. 

An inductance of .11 henry having a resistance of 1-4 ohms was 
iainected through a resistance of .6 ohm to a condenser of 8t 
flcrofarads havmg an inappreciable series resistance. A switch 
as placed in the circuit so that the connection diagram was as 
Bwn in Fig. 18 of the text. The condenser was charged to 100 
tHs difTerence of potential and then the switch was closed, 
owing the condenser to discharge through the inductance and 
istance. The oscillatory current in the circuit is shown by 
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curve 1, Phtc 1. The frequency of the discharge by the funimla, 
f - 2^ V ZT' ('■'-''^^^^^'^^ neglected) was calculated to be 53.5 cycles 
per second while the film measured about 54 cycles per second. 

The resistance of the circuit ^vas then increased to about 8 ohms 
and, when the condenser was again charged to 100 volts, and dis- 
charged through the inductance, curve 2, Plate 1, was obtained. 
The very rapid dampmg, as compared to curve 1, is at once seen. 
The change in the period of the current due to the increased resist- 
ance is not measurable on the film. The resistance of the circuit 
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the resistance of the oscillograph circuit cur\'e 2, Plate 2, i 
tained as the form of the discharge of the condenser. Eviu 
there was no oscillatory character to the discharge current iu uw^ 
circuit. Upon calculation it will be seen that with 150 ohms inV 
the circuit the tenn ^ t", is greater than the term y-^ and, by in- 1 
Bpeetion of the equation on page 38 of the text, it in evident that I 
no oscillation will take place under such a condition. 




H switched to a 110-volt 60-cyc!e line. Tho pt'culiiir dhiinc nf 
e starting current is seen by reference to Plalun 3 tmd 4. I )! 




course in tiie circuit lued the <iiiijipiut( fn/:Uti tvao ^-irry Iutk'-, tw) 
the inductance was of such a cnu^l value. TtiA c-urr'mt n^a^ Ii£ij 
it8 steady state in thia eireuit id afywt two <:yeW, 
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Two alternators of different design were beuig operatrd i 
parallel. It was impossible to reduce the current circulatiug b 
tween the two macliiiies to less than 3 amperes, which was abe 
15 per cent of full-load current. A low resistance was put in ^ 
circuit of the two armatures and an oseillograjih record of t' 
circulating current was taken and it is reproduced in Platel 
The line E.M.F. is given as reference curve. It tuay be fieeo t 
this circulating current is very complex in form, so that it c 
not be eliminated by variation of field strength, etc. The S 
of this circulating current is probably due to the fact that ths M 
alternators used had a different number of armature teeth i 
pole. Other machines tested gave even more complex curves | 
circulating current. 

The question, aa to whether or not the secondary E.M.F. o 
transformer is exactly similar in form to the impressed E.Mj 
was raised by one of the students. It seemed possible that t 
effect of the losses in the transformer core might be such that slig 




APPEXDIS 

a the in^iTeasrd EJif .F. intghl be etiminatni in Um> 

Y E.M.F. So various I'omts of wsx** forms »tM>? in)prv«Axl 

1 a transformer having quit« hi^ core losses Imt tJie n>sult« 

1 that, within Ibe timits of axxw^cy of the cun-e-tmcing 





iijiparatus, the two wave forms were exactly similar. Pint* 7 
-hows the result of one test; the iiupreasud E.M.K. iNnhuwn iil- Id, 
ilie primary current at h, and the secondary I'j.M.K. i» sliowii Iry 
ihf cur\'e E^. 

The alternator used in this teat is tho ono nifcrrcd to In t.lip ili»- 
L'ussion of Fig. 87 of the text, A very pnjnonncinl cli'VPiii.li lini'- 
monic is present in the wave form. 
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fcriiiii. It is seen that the lar^ value of current lasts for only a 
very fu»' cycles and that the magnitude of the current at starting 
limy var>' greatly. On Plate 8 the magnitude of current, whea 
till' switch was closed the first time, is about ten times nonnal 
niagiu-tiziiiK current and the next time the switch was closed the 
first rush of current gives only about six times normal current. 

It is (juitc- likely that if the times of disconnecting the tnui»- 
fiiniKT :ui<l of switching it on the line again should happen to be 
the wiirst )xj.ssihlf, as descril^ in the text in connection with 
Figs, .jl) and tiU, that the starting current would be several times 
the full-load current of the transformer. 
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I'lalc 9. Till.' idea of the "wahblhig" neutral is well brought out 
ill this ouflograiih rcconl. The three transformers were connected 
}' — A, and the delta was left o])cn. The ondograph traced the 
curve iif voltage lH;tween the center of the Y {the "wabbling" 
neutral) and an artificial neutral obtained by connecting to the 
line feinliiig the transfonners three noninductive resistances con- 
nected in Y. The line E.M.F, wave is drawn for reference. The 
magnitude of the third harmonic was about 18 per cent that of 
the line E.M.F. 

The open delta of Plate 9 was closed through a low resistance and 
the "wabbling" neutral became stationary, the ondograph show- 
ing no diiTerencc between tlie transformer neutral and the arti- 
ficial neutral. There was a third harmonic current, however, 
flowing around the closed delta and this is shown on Plate 10, as is 
the secondary E.M.F. wave for reference. The current cireulating 



in the delta was evidently made up of some higher hiiniioiiics 
besides the third, as Its amplitude varies in a scries of " beiitti." 
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The set of curves given in Plate 11 whowsthe voltiiKcrnhttluns in 
three transformers connected Y— A, the delta IwiiiK "iwn mid tho 
secondaries unloaded. The line voltage (I) is mvirly ii mu^ wiivi-; 
the form of the voltage wave acnjHS ono primary coil (2) is vrry 







tt'icL distorted, there being present a thini luinnonic of consider- 
ate magnitude; the secondan,- voltaec nuvo ^o^ i^ oxn'tly similar 
to that of the priman-, and acmss tho o[H'u ytoini of tlio ddta there 
i- a larze voltage consistinj: for the most i>;ui I'f (hiril hurmonic (4). 
Tds '^irve ^4.) is not entin>ly m:iili' up of (In- thirvl h:innoiiic, as 
e:*7 be seen from the v;iriatii>u in its .init>litu>.lt\ Tho \"oltagc 
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acroiH the open delta as rcconled by a voltmeter was more thml 
half as largi- as the normal secomlary volta^. In this case \i 
sccoiKinry voltage was 1 10 and the voltmeter across the open ilolt 
regi8ttrn"il 72 volts, Wlicn the delta was closed, however, tbe l:u^ 
n-ni circul:itiiig an->und the closed delta was less than one anipi'te. 



i 



With the tranaformerg connected V — A and open dcit: 
load, an oscillogram (Plate 12) was taken of lim; voitagej j 
phase voltage, and line current. The two voltage curves are to ti 
same scale, the primary phase voltage consists nearly altogether 
fundamental and third harmonic. The line current has a compl 
shape, there being present very large third and &fth harmonifl 
besides the fundamental. 

The secondary delta was closed, but with no load ; the quantiti 
of Plate 12 were photographed as shown in Plate 13. The p 
voltage is, as nearly as can be detected, a pure sine wave ( 
exception of the fluctuations same as in tine E.M.F., due to t 
of generator) and in the line current there is no third harmoaic; ti 
fifth harmonic, however, seems to be as large as in Plate 12, 

The transformers were connected A — V and not loaded; ' 
primary phase current, line current and primary E.M.F. were ob- 
tained as given in Plate 14. It is seen that in such a connection 
the primary current has the characteristic form of a magnetizin 
current; in the line current there is again a very pronounced fifd 
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iU'l-iirdinK tis the motor is under- or over-excited. It is natural to 
siijiiKir^i' that the nnnatun- current under such conditions may not 
Im- a true Miie wave even though the impressed E.M.F. be a pure 
sine wavf. Suiue curmit cur\'es were otjtaiiied by the ondograph 
mill tlii'v ^lioweil that, mi the machine tested, a very noticeable 
distortion <if the current fonn took place as the field strength «u 
Viirii'ii thniugh a very wide range, Cur\-e 2 of Plate 15 shows the 
current taken by tlie motnr when almut } load was being earned 
Ht jxiwerraitor equal liumc; even at this power factor the current 
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form w:i-i ili^tiirled, pnibably due to the fact that the armature 
ri'inliiiii lihe machine wa^i a three-phase one) had crowded the 
(iel.l [lux iul.i line tip of llie field pules. t:ur\-e 1 gives the form of 
llie line fC.M.F. Cnrve^ ;i unil ( sliow the form of current waves 
when the inaelihie w:i:; i-;irryinf; t he s;inie load as tx;fore, but the field 
was fii>.t iiver-exeited and then under-excitetl. The power factor 
for liutli tlicsccurveM wasapiiroxhnately .5. It will be noticed that 
a peenliar distortion taki-s ])lace in those two curves; apparently 
lliere is a lar{;e third harmunic in each wave but the phase of this 
third, with re.'^iject to the fundamental, is different in the two cases. 
In a sinf^le phase rotarj- tlie armature reaction is pulsating and 
therefore tlie strength of tlie magnetic field must pulsate. This 
being the case one would exjject that if the rotary was run inverted 
the counter E.M.F. generated by the armature would not be a con- 




current output of a small single-phase rotarj-. On one machine 
tested, (a Crocker- Wheeler, bipolar, ring wound, 32 coil armature) 
the field was not stiff and the armature magneto-motive force was 
comparatively large, so that the effect of armature reaction upon 




the field is very marked; it is seen iu Plate 16 tliat thr P.L'. input 
pulsates almost 200 per cent and that the current taken from the 
A.C. end is very far from being a sine wave. It was tho\ight at 
firat that perhaps the angular velocity of the armature was vari- 
able, so a heavy flywheel was mounted on the armature shaft, but 
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the flhape of the two curves wa» not altered by this adi^tion. 
Plate 1 7 ure given corrcspotKling curves for Ji 7 K.W. WealinghouiJ 
4 ptJe rotary, whJcb had a low armature m.m.f, and a compa 
lively stiff fitld. It is seen that the pulsations in the D.ll. inpal 
Hrv ven," muc'h k>^ tnarkod tiian with the other rotarj-. 




I 



In the polyphase rotary the armature reaction (when then 
one) h constant and not pulsating. We should, therefore, exp 
that in a polj'phaae rotary, running inverted and loaded equa 
on the different phases, theC,E,M,F.,and hence tho eurrentinpffl 
would be constant. Plate 18 gives a set of oscillograph curves if 
show thnt (hip deduction is lK>rno cut hv results nctnallv obtaine 

from SU.'h ;i miirWuu: 



The rotary used in obtaining the curves of Plate 16 was r 
from the A.C. end, and the curves given in Plate 19 were obtained 
It is seen that the effect of armature reaction does not affect t 




The question of the currtiit forms hi tht* iliffrnnit cuiU of ii l"" 
tary converter is easily solved aimlyticnlly ur nriii>hli'iilty. tiiil II. 
adds somewhat to the student's confidejicc in his ii>millj> if l.hi' I'lii'Vpa 
are actually obtained by some curve-traciun ii])|iiirii|jiix fniin h 




and mounted on the end plate of the annature. An extia pair ot 1 
small alip rings was inouut«(l on the rotary shaft and these no^ I 
could he connected across any one of the inserted reaisUnoe I 
spools. If then the osi^illogriiph was uat'd to show the form ot the 
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In Piatea 19-22 are given the current forms of every other coil 
from one A.C. tap to the next A.C. tap. In spite of the fact that 
the D.C. current output is not uniform (see Plate 19) and the low 
efficiency of the rotary used, the curves obtained are strikmgly 
similar to the curves obtained theoretically. 
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The field forms of the auxiliary pule rotar>- were examined by 
taking oscillograma from a search coil made up of 10 turns of fine 
wire laced into two slots spaced 180° apart. This coil was con- 
nected to a couple of extra slip rii^ mounted on the shaft of the 





^H rotary. Platr 24 pvcs the field form when the main pole ooiy kJ 
^H excited; PUte 2.'i lliat produced by the timia pole ami aiudlia« 
^H pole both carr>ing tbo same current and both poles, main nvM 
^H BUxilioT}-, iniigttr>tized in the ttatiit; direction; that is, the main piJ3 
^H and it« adjacent auxiliury have the same polarity. Plat* 26 shows 
^H the field fonii wiien Uie two poles had the same eiirrent strfagth ad 
^H in Plate 25, but the current through the auxiliary pole had beeiu 
^H reversed bo that iu polarity was opposite to that of its adjac^ 
^H main jwte. It will be noticed that although the a,uxiliary p9 
^V carrii-d the same current when Plates 25 and 26 were taken, 3 


1 

i 








1 
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strength of magnetic field under the auxiliary pole in Plate 26 
cfis than that shown in Plate 25. Thi? is due, of course, to t 
nuch grcati^r leakage flux when the main and auxiliary poles ha 
opposite iwlarity than when they have the same polarity. 

The zero lines of the three curve sheets are slightly displao 
Jut it will be noticed that with the fields excited with oppo^ 
polarity, as in Plate 26, there is considerable flux at the point 
!onunutation and sparking occurred while the curves were bei 
:aken. The main field should have been reduced to overcoi 
:his difficulty. 

Plate 27. The forms of the E.M.F. waves generated between t 
iiffercnt taps of a regulating (auxiliary) pole rotary were examin 
jy the ondograph for various conditions of field excitation. Curv 
1, 2 and 3 represent the wave form of voltage generated betwel 
120° taps; the machine was being run as an inverted rotary, u| 
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loaded, when these curves were taken. Curves 4, 5 and 6 are cor- 
responding curves taken between 180° taps. Curves 2 and 5 were 
taken with ntain field only excited. Curves 3 and 4 were taken with 
the auxiliary pole excited in the same direction as the main field, 
while curves 1 and 6 show the results when the auxiliary pole had 
polarity opposite to that of the adjacent main pole. It will be 
noticed that the E.M.F. generated between the 180° taps suffers 




qpiite a large distortion as the field distribution is altered but that 
the voltage between 120° taps retained, under all three conditions, 
nearly a sinusoidal wave form. 

There is much material for analysis in this plate of wave forms 
out it is not thought well to introduce it at this point. It will 
oe remarked, however, that a field giving a wave form as shown 
Ji curve 6, would be subject to very great changes if the rotary 
were run direct (i.e,, A.C. to D.C.) and the impressed E.M.F. was 
i ^ne wave. 



